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MODEL

Water-cooled Chilling Unit



MEES25K006

Preface Preface

Preface

*The model name is described as ERCV-M900YA in this DATABOOK. 
However, the entire contents of this DATABOOK are also applied to ERCV-M900YAKR, the model name for Korea.
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1. Product Specifications
I.1. Product Specifications1-1. Specifications
When using water as evaporation side fluid (SW6-10: OFF Water setting)
Model ERCV-M900YA
Capacity change mode Capacity priority Efficiency priority
Power source 3-phase 4-wire 380-400-415V 50/60Hz
Cooling capacity *1 kW 90.00 45.00

kcal/h 77,400 38,700
BTU/h 307,080 153,540

Power input kW 17.47 8.22
EER 5.15 5.47
IPLV *5 8.18 -
Evaporation side water flow rate m3/h 15.5 7.7
Condensation side water flow rate m3/h 17.9 8.9

Cooling capacity (EN14511) *2 kW 89.83 44.95
kcal/h 77,254 38,657
BTU/h 306,500 153,369

Power input kW 17.80 8.31
EER 5.05 5.41
SEER 7.66 -
ηsc % 303.4 -
Evaporation side water flow rate m3/h 15.5 7.7
Condensation side water flow rate m3/h 17.9 8.9

Heating capacity *3 kW 90.00 45.00
kcal/h 77,400 38,700
BTU/h 307,080 153,540

Power input kW 19.07 9.40
COP 4.72 4.79
Condensation side water flow rate m3/h 15.5 7.7
Evaporation side water flow rate m3/h 21.5 10.7

Heating capacity (EN14511) *4 kW 90.12 45.03
kcal/h 77,503 38,726
BTU/h 307,489 153,642

Power input kW 19.53 9.52
COP 4.61 4.73
SCOP Low/Medium *11 7.10/4.86 -
ηsh Low/Medium % 281.0/191.0 -
Condensation side water flow rate m3/h 15.5 7.7
Evaporation side water flow rate m3/h 21.5 10.7

Current input Cooling current 380-400-415V *1 A 29 - 27 - 26 13 - 13 - 12
Heating current 380-400-415V *3 A 31 - 30 - 29 15 - 15 - 14
Maximum current A 60

Water pressure drop *1 Evaporation side kPa 10 3
Condensation side kPa 7 2

Temperature range (Cooling) *7 Evaporation side water outlet °C 4~30
°F 39~86

Condensation side water inlet °C 9~50
°F 48~122

Temperature range (Heating) Condensation side water outlet °C 20~60 *6 20~55
*8*9 °F 68~140 68~131

Evaporation side water inlet °C 9~35
°F 48~95

Circulating water volume range Evaporation side m3/h 7.7~25.8
Condensation side m3/h 4.5~30.0 *10

Sound pressure level (measured in anechoic room) at 1m *1 dB (A) 53 48
Sound power level (measured in anechoic room) *1 dB (A) 72 66
Diameter of water pipe Inlet mm (in) 65A (2 1/2B) housing type joint
(Evaporation side) Outlet mm (in) 65A (2 1/2B) housing type joint
Diameter of water pipe Inlet mm (in) 65A (2 1/2B) housing type joint
(Condensation side) Outlet mm (in) 65A (2 1/2B) housing type joint
External finish Polyester powder coating steel plate
External dimension H × W × D mm 918 × 780 × 1350
Net weight kg (lbs) 430 (948)
Design pressure R32 MPa 4.15

Water MPa 1.0
Heat exchanger Evaporation side Stainless steel plate and copper brazing

Condensation side Stainless steel plate and copper brazing
Compressor Type Inverter scroll hermetic compressor

Maker MITSUBISHI ELECTRIC CORPORATION
Starting method Inverter
Quantity 2
Motor output kW 8.3 × 2
Lubricant MEL46EH

Protection High pressure protection High pressure Switch at 4.15MPa (601psi)
Inverter circuit Over-heat protection, Over current protection
Compressor Over-heat protection

Refrigerant Type × charge R32 × 5.2(kg) × 2
Control LEV

0000007873.BOOK  2 ページ  ２０２５年７月２８日　月曜日　午後３時５２分



MEES25K006

ER
C

V-M
900YA

, ER
C

V-M
900YA

×2

 3

1. Product Specifications

Notes:
*1 Under normal cooling conditions at evaporation side water inlet temp 12°C (53.6°F) outlet temp 7°C (44.6°F) condensation side water inlet temp 30°C (86°F) outlet temp 35°C (95°F).
    Pump input is not included in cooling capacity and power input.
*2 Under normal cooling conditions at evaporation side water inlet temp 12°C (53.6°F) outlet temp 7°C (44.6°F) condensation side water inlet temp 30°C (86°F) outlet temp 35°C (95°F).
    Pump input is included in cooling capacity and power input based on EN14511.
*3 Under normal heating conditions at condensation side water inlet temp 40°C (104°F) outlet temp 45°C (113°F) evaporation side water inlet temp 10°C (50°F) outlet temp 7°C (44.6°F).
    Pump input is not included in cooling capacity and power input.
*4 Under normal heating conditions at condensation side water inlet temp 40°C (104°F) outlet temp 45°C (113°F) evaporation side water inlet temp 10°C(50°F) outlet temp 7°C (44.6°F).
    Pump input is included in cooling capacity and power input based on EN14511.
*5 IPLV is calculated in accordance with AHRI 551-591.
*6 When using in condensation side water outlet is more than 55°C (131°F), please adjust the condensation inlet water temperature to 50°C (122°F) or less.
*7 Please refer to 2-1-6 Operation temperature range.
*8 Please refer to 2-1-6 Operation temperature range.
*9 Please refer to 2-1-6 Operation temperature range.
*Please don't use the steel material for the water piping.
*Please always make water circulate, or pull the circulation water out completely when not in use.
*Please do not use groundwater or well water in direct.
*The water circuit must be closed circuit.
*Due to continuous improvement, the above specifications may be subject to change without notice.
*This model doesn't equip with a pump
*10 Set the minimum water flow rate on the condensation side water to 8.0m3/h when the evaporation side water inlet temperature during operation is 15°C (59°F) or higher.
*11 This value is not certified by Eurovent.
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1. Product Specifications

When using brine as evaporation side fluid (SW6-10: ON Brine setting)
Model ERCV-M900YA
Power source 3-phase 4-wire 380-400-415V 50/60Hz
Cooling capacity *1*5 kW 90.00 

kcal/h 77,400
BTU/h 307,080

Power input kW 17.47
EER 5.15 
Evaporation side brine flow rate m3/h 17.2 
Condensation side water flow rate m3/h 17.9

Cooling capacity (EN14511) *2*5 kW 89.73
kcal/h 77,168
BTU/h 306,159

Power input kW 17.91
EER 5.01
SEER 7.65
ηsc % 303.0
Evaporation side brine flow rate m3/h 17.2 
Condensation side water flow rate m3/h 17.9 

Heating capacity *3*5 kW 80.00
kcal/h 68,800
BTU/h 272,960

Power input kW 22.13
COP 3.62
Condensation side water flow rate m3/h 13.8
Evaporation side brine flow rate m3/h 19.1

Heating capacity (EN14511) *4*5 kW 80.10 
kcal/h 68,886
BTU/h 273,301

Power input kW 22.59
COP 3.55
SCOP Low/Medium *10 4.87/3.52
ηsh Low/Medium % 192.0/138.0
Condensation side water flow rate m3/h 13.8
Evaporation side brine flow rate m3/h 19.1

Current input *5 Cooling current 380-400-415V *1 A 29 - 27 - 26
Heating current 380-400-415V *3 A 36 - 34 - 33
Maximum current A 60

Brine/Water pressure drop *1*5 Evaporation side brine kPa 17
Condensation side water kPa 7

Temperature range (Cooling) Evaporation side brine outlet °C -10~30
*5*7 °F 14~86

Condensation side water inlet °C 9~50
°F 48~122

Temperature range (Heating) Condensation side water outlet °C 20~60 *6
*5*8 °F 68~140

Evaporation side brine inlet °C -7~35
°F 19~95

Circulating brine/water Evaporation side brine m3/h 7.7~28.7
volume range Condensation side water m3/h 4.5~30.0 *9
Sound pressure level (measured in anechoic room) at 1m *1 dB (A) 53
Sound power level (measured in anechoic room) *1 dB (A) 72
Diameter of water pipe Inlet mm (in) 65A (2 1/2B) housing type joint
(Evaporation side) Outlet mm (in) 65A (2 1/2B) housing type joint
Diameter of water pipe Inlet mm (in) 65A (2 1/2B) housing type joint
(Condensation side) Outlet mm (in) 65A (2 1/2B) housing type joint
External finish Polyester powder coating steel plate
External dimension H × W × D mm 918 × 780 × 1350
Net weight kg (lbs) 430 (948)
Design pressure R32 MPa 4.15

Water MPa 1.0
Heat exchanger Evaporation side Stainless steel plate and copper brazing

Condensation side Stainless steel plate and copper brazing
Compressor Type Inverter scroll hermetic compressor

Maker MITSUBISHI ELECTRIC CORPORATION
Starting method Inverter
Quantity 2
Motor output kW 8.3 × 2
Lubricant MEL46EH

Protection High pressure protection High pressure Switch at 4.15MPa (601psi)
Inverter circuit Over-heat protection, Over current protection
Compressor Over-heat protection

Refrigerant Type × charge R32 × 5.2(kg) × 2
Control LEV

Notes:
*1 Under normal cooling conditions at evaporation side brine inlet temp 12°C (53.6°F) outlet temp 7°C (44.6°F) condensation side water inlet temp 30°C (86°F) outlet temp 35°C (95°F). 
    Pump input is not included in cooling capacity and power input.
*2 Under normal cooling conditions at evaporation side brine inlet temp 12°C (53.6°F) outlet temp 7°C (44.6°F) condensation side water inlet temp 30°C (86°F) outlet temp 35°C (95°F). 
    Pump input is included in cooling capacity and power input based on EN14511.
*3 Under normal heating conditions at condensation side water inlet temp 40°C (104°F) outlet temp 45°C (113°F) evaporation side brine inlet temp 0°C (32°F) outlet temp -3°C (26.6°F). 
    Pump input is not included in cooling capacity and power input.
*4 Under normal heating conditions at condensation side water inlet temp 40°C (104°F) outlet temp 45°C (113°F) evaporation side brine inlet temp 0°C (32°F) outlet temp -3°C (26.6°F). 
    Pump input is included in cooling capacity and power input based on EN14511.
*5 When using brine (ethylene glycol 35wt%) as evaporation side fluid.
*6 When using in condensation side water outlet is more than 55°C (131°F), please adjust the condensation inlet water temperature to 50°C (122°F) or less.
*7 Please refer to 2-1-6 Operation temperature range.
*8 Please refer to 2-1-6 Operation temperature range.
*Please don't use the steel material for the water piping.
*Please always make water circulate, or pull the circulation water out completely when not in use.
*Please do not use groundwater or well water in direct.
*The water circuit must be closed circuit.
*Due to continuous improvement, the above specifications may be subject to change without notice.
*This model doesn't equip with a pump.
*9 Set the minimum water flow rate on the condensation side water to 8.0m3/h when the evaporation side brine inlet temperature during operation is 15°C (59°F) or higher.
*10 This value is not certified by Eurovent.
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1. Product Specifications

When using water as evaporation side fluid (SW6-10: OFF Water setting)
Model ERCV-M900YA × 2
Capacity change mode Capacity priority Efficiency priority
Power source 3-phase 4-wire 380-400-415V 50/60Hz
Cooling capacity *1 kW 180.00 90.00

kcal/h 154,800 77,400
BTU/h 614,160 307,080

Power input kW 33.07 15.24
EER 5.44 5.91
IPLV *5 8.61 -
Evaporation side water flow rate m3/h 31.0 15.5
Condensation side water flow rate m3/h 35.9 17.5

Cooling capacity (EN14511) *2 kW 178.71 89.66
kcal/h 153,691 77,108
BTU/h 609,759 305,920

Power input kW 35.54 15.87
EER 5.03 5.65
Evaporation side water flow rate m3/h 31.0 15.5
Condensation side water flow rate m3/h 35.9 17.5

Heating capacity *3 kW 180.00 90.00
kcal/h 154,800 77,400
BTU/h 614,160 307,080

Power input kW 37.22 18.39
COP 4.84 4.89
Condensation side water flow rate m3/h 31.0 15.5
Evaporation side water flow rate m3/h 42.7 21.7

Heating capacity (EN14511) *4 kW 180.87 90.23
kcal/h 155,548 77,598
BTU/h 617,128 307,865

Power input kW 40.90 19.26
COP 4.42 4.68
Condensation side water flow rate m3/h 31.0 15.5
Evaporation side water flow rate m3/h 42.7 21.7

Current input Cooling current 380-400-415V *1 A 54 - 51 - 49 25 - 24 - 23
Heating current 380-400-415V *3 A 61 - 58 - 56 30 - 29 - 28
Maximum current A 120

Water pressure drop *1 Evaporation side kPa 85 25
Condensation side kPa 66 18

Temperature range (Cooling) *6 Evaporation side water outlet °C 4~30
°F 39~86

Condensation side water inlet °C 9~50
°F 48~122

Temperature range (Heating) *7 Condensation side water outlet °C 20~55
°F 68~131

Evaporation side water inlet °C 9~35
°F 48~95

Circulating water volume range Evaporation side m3/h 15.4~50.0
Condensation side m3/h 9.0~50.0 *8

Sound pressure level (measured in anechoic room) at 1m *1 dB (A) 56 51
Sound power level (measured in anechoic room) *1 dB (A) 75 69
Diameter of water pipe Inlet mm (in) 65A (2 1/2B) housing type joint
(Evaporation side) Outlet mm (in) 65A (2 1/2B) housing type joint
Diameter of water pipe Inlet mm (in) 65A (2 1/2B) housing type joint
(Condensation side) Outlet mm (in) 65A (2 1/2B) housing type joint
External finish Polyester powder coating steel plate
External dimension H × W × D mm 1836 × 780 × 1350
Net weight kg (lbs) 863 (1903)
Design pressure R32 MPa 4.15

Water MPa 1.0
Heat exchanger Evaporation side Stainless steel plate and copper brazing

Condensation side Stainless steel plate and copper brazing
Compressor Type Inverter scroll hermetic compressor

Maker MITSUBISHI ELECTRIC CORPORATION
Starting method Inverter
Quantity 4
Motor output kW 8.3 × 4
Lubricant MEL46EH

Protection High pressure protection High pressure Switch at 4.15MPa (601psi)
Inverter circuit Over-heat protection, Over current protection
Compressor Over-heat protection

Refrigerant Type × charge R32 × 5.2(kg) × 4
Control LEV

Notes:
*1 Under normal cooling conditions at evaporation side water inlet temp 12°C (53.6°F) outlet temp 7°C (44.6°F) codensation side water inlet temp 30°C (86°F) outlet temp 35°C (95°F).
    Pump input is not included in cooling capacity and power input.
*2 Under normal cooling conditions at evaporation side water inlet temp 12°C (53.6°F) outlet temp 7°C (44.6°F) condensation side water inlet temp 30°C (86°F) outlet temp 35°C (95°F).
    Pump input is included in cooling capacity and power input based on EN14511.
*3 Under normal heating conditions at condensation side water inlet temp 40°C (104°F) outlet temp 45°C (113°F) evaporation side water inlet temp 10°C (50°F) outlet temp 7°C (44.6°F).
    Pump input is not included in cooling capacity and power input.
*4 Under normal heating conditions at condensation side water inlet temp 40°C (104°F) outlet temp 45°C (113°F) evaporation side water inlet temp 10°C (50°F) outlet temp 7°C (44.6°F).
    Pump input is included in cooling capacity and power input based on EN14511.
*5 IPLV is calculated in accordance with AHRI 551-591.
*6 Please refer to 2-1-6 Operation temperature range.
*7 Please refer to 2-1-6 Operation temperature range.
*Please don't use the steel material for the water piping.
*Please always make water circulate, or pull the circulation water out completely when not in use.
*Please do not use groundwater or well water in direct.
*The water circuit must be closed circuit.
*Due to continuous improvement, the above specifications may be subject to change without notice.
*This model doesn't equip with a pump
*8 Set the minimum water flow rate on the condensation side water to 16.0m3/h when the evaporation side water inlet temperature during operation is 15°C (59°F) or higher.
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1. Product Specifications

When using brine as evaporation side fluid (SW6-10: ON Brine setting)
Model ERCV-M900YA × 2
Power source 3-phase 4-wire 380-400-415V 50/60Hz
Cooling capacity *1*5 kW 180.00 

kcal/h 154,800
BTU/h 614,160

Power input kW 33.07 
EER 5.44 
Evaporation side brine flow rate m3/h 34.5 
Condensation side water flow rate m3/h 35.9 

Cooling capacity (EN14511) *2*5 kW 177.72
kcal/h 152,839
BTU/h 606,381

Power input kW 36.53
EER 4.87
Evaporation side brine flow rate m3/h 34.5 
Condensation side water flow rate m3/h 35.9 

Heating capacity *3*5 kW 160.00 
kcal/h 137,600
BTU/h 545,920

Power input kW 43.39 
COP 3.69 
Condensation side water flow rate m3/h 27.5 
Evaporation side brine flow rate m3/h 38.4 

Heating capacity (EN14511) *4*5 kW 160.69 
kcal/h 138,193
BTU/h 548,274

Power input kW 47.29
COP 3.40
Condensation side water flow rate m3/h 27.5 
Evaporation side brine flow rate m3/h 38.4 

Current input *5 Cooling current 380-400-415V *1 A 54 - 51 - 49
Heating current 380-400-415V *3 A 71 - 67 - 65
Maximum current A 120

Brine/Water pressure drop *1*5 Evaporation side brine kPa 149
Condensation side water kPa 66

Temperature range (Cooling) Evaporation side brine outlet °C -10~30
*5*6 °F 14~86

Condensation side water inlet °C 9~50
°F 48~122

Temperature range (Heating) Condensation side water outlet °C 20~55
*5*7 °F 68~131

Evaporation side brine inlet °C -7~35
°F 19~95

Circulating brine/water Evaporation side brine m3/h 15.4~50.0
volume range Condensation side water m3/h 9.0~50.0 *8
Sound pressure level (measured in anechoic room) at 1m *1 dB (A) 56
Sound power level (measured in anechoic room) *1 dB (A) 75
Diameter of water pipe Inlet mm (in) 65A (2 1/2B) housing type joint
(Evaporation side) Outlet mm (in) 65A (2 1/2B) housing type joint
Diameter of water pipe Inlet mm (in) 65A (2 1/2B) housing type joint
(Condensation side) Outlet mm (in) 65A (2 1/2B) housing type joint
External finish Polyester powder coating steel plate
External dimension H × W × D mm 1836 × 780 × 1350
Net weight kg (lbs) 863 (1903)
Design pressure R32 MPa 4.15

Water MPa 1.0
Heat exchanger Evaporation side Stainless steel plate and copper brazing

Condensation side Stainless steel plate and copper brazing
Compressor Type Inverter scroll hermetic compressor

Maker MITSUBISHI ELECTRIC CORPORATION
Starting method Inverter
Quantity 4
Motor output kW 8.3 × 4
Lubricant MEL46EH

Protection High pressure protection High pressure Switch at 4.15MPa (601psi)
Inverter circuit Over-heat protection, Over current protection
Compressor Over-heat protection

Refrigerant Type × charge R32 × 5.2(kg) × 4
Control LEV

Notes:
*1 Under normal cooling conditions at evaporation side brine inlet temp 12°C (53.6°F) outlet temp 7°C (44.6°F) condensation side water inlet temp 30°C (86°F) outlet temp 35°C (95°F). 
    Pump input is not included in cooling capacity and power input.
*2 Under normal cooling conditions at evaporation side brine inlet temp 12°C (53.6°F) outlet temp 7°C (44.6°F) condensation side water inlet temp 30°C (86°F) outlet temp 35°C (95°F). 
    Pump input is included in cooling capacity and power input based on EN14511.
*3 Under normal heating conditions at condensation side water inlet temp 40°C (104°F) outlet temp 45°C (113°F) evaporation side brine inlet temp 0°C (32°F) outlet temp -3°C (26.6°F). 
    Pump input is not included in cooling capacity and power input.
*4 Under normal heating conditions at condensation side water inlet temp 40°C (104°F) outlet temp 45°C (113°F) evaporation side brine inlet temp 0°C (32°F) outlet temp -3°C (26.6°F). 
    Pump input is included in cooling capacity and power input based on EN14511.
*5 When using brine (ethylene glycol 35wt%) as evaporation side fluid.
*6 Please refer to 2-1-6 Operation temperature range.
*7 Please refer to 2-1-6 Operation temperature range.
*Please don't use the steel material for the water piping.
*Please always make water circulate, or pull the circulation water out completely when not in use.
*Please do not use groundwater or well water in direct.
*The water circuit must be closed circuit.
*Due to continuous improvement, the above specifications may be subject to change without notice.
*This model doesn't equip with a pump.
*8 Set the minimum water flow rate on the condensation side water to 16.0m3/h when the evaporation side brine inlet temperature during operation is 15°C (59°F) or higher.
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1. Product Specifications

1-2. External Dimensions

ERCV-M900YA
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1. Product Specifications

ERCV-M900YA × 2
Unit: mm
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ERCV-M900YA × 2
Unit: mm
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1. Product Specifications

ERCV-M900YA × 2
Unit: mm
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1. Product Specifications

ERCV-M900YA × 2
Unit: mm
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1. Product Specifications

1-3. Center of Gravity

The center of gravity position is shown with the  mark.

ERCV-M900YA

ERCV-M900YA × 2

(Unit: mm)
ZYXledoM

176904404AY009M-VCRE

(Unit: mm)
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ERCV-M900YA × 2                                         404 868 684
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Z
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1. Product Specifications

1-4. Electrical Wiring Diagrams
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1. Product Specifications

When using a local controller, refer to the table below for the types of input/output signals that are available and the 
operations that correspond to the signals.
External Input/Output (Main circuit)

Input
type

kcolb lanimreT)nepO( FFO)esolC( NOtcatnoc yrD
(a) EVAPORATION  

SIDE WATER PUMP 
INTERLOCK

Normal/Error The unit is allowed to operate. The unit will not operate. K01-K02

(b) CONDENSATION  
SIDE WATER PUMP 
INTERLOCK

Normal/Error The unit is allowed to operate. The unit will not operate. K01-K03

(c) EVAPORATION  
SIDE WATER FLOW 
SWITCH

Normal/Error The unit is allowed to operate. The unit will not operate. K23-K24

(d) CONDENSATION 
SIDE WATER FLOW 
SWITCH

Normal/Error The unit is allowed to operate. The unit will not operate. K91-K92

(e) UNIT OPERATION Run/Stop The unit will go into operation when the water 
temperature drops below the preset temperature.

The unit will stop except when the unit is in 
the Anti-Freeze mode.

K23-K26

(f) ANTI FREEZE On/Off The unit will operate in the Anti-Freeze mode (with 
the target temperature 25ºC) when the contact 
status of (e) "UNIT OPERATION" is "Stop" or the 
ON/OFF button on the remote controller is turned 
off. 

The unit will operate according to the status 
of the "UNIT OPERATION" contact (item (e) 
above) or the ON/OFF command from the 
remote controller.

K40-K41

(g) MODE CHANGE*1 Cooling 
ECO/Cooling

Cooling ECO mode
(Refer to page 111)

24K-04Kedom gnilooC

Heating 
ECO/Heating

Heating ECO mode
(Refer to page 111)

Heating mode

(h) OUTLET WATER 
TEMP. SWITCHING

2nd/1st Setting temp 2
(Refer to page 110 Settings table)

Setting temp 1
(Refer to page 110 Settings table)

KN51-KN61

(i) CAPACITY CHANGE 
MODE

Efficiency 
priority/
Capacity 
priority

The unit will operate in the energy-efficient mode. 
(Efficiency priority mode)

The unit will operate at the maximum 
capacity setting. (Capacity priority mode)

K91-K93

(j) DEMAND ON/OFF The unit will operate at or below the maximum 
capacity level that was set for the Peak-demand 
control setting.

The unit will operate at or below the 
maximum capacity.

DE1-DE2

(k) EMERGENCY STOP Release/Stop The unit will operate according to the status of the 
"UNIT OPERATION" contact (item (e) above) or 
the ON/OFF command from the remote controller.

The compressor and pump will stop in an 
emergency.

KN51-KN71

Analog Terminal block
noitcAepyt tupnI

(l) WATER TEMP. SETTING/
CAPACITY CONTROLL SIGNAL

Water temperature or capacity control signal can be set by using the external analog input to the 
CN421 on the MAIN circuit board. One analog input type can be selected from the following 
types: 4-20 mA, 0-10 V, 1-5 V, or 2-10 V. 
* Use a 4-20 mA signal output devise with insulation.

SG1(+)-KG1(-)

(m)OUTDOOR TEMPERATURE 
SIGNAL

For Cooling ECO/Heating ECO
Input: 4-20 mA

SG2(+)-KG2(-)

(n) EXTERNAL WATER SENSOR 1 
(option)

For simultaneous operating group
Input: TH12

KT11-KT21

(o) EXTERNAL WATER SENSOR 2 
(option) 

For identical water system group
Input: TH13

KT31-KT41

(p) OUTDOOR TEMPERATURE 
SENSOR

For Cooling ECO/Heating ECO
Input: TH11

OT1-OT2
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1. Product Specifications

*1 Cooling: Control the evaporation side water temperature.
Heating: Control the condensation side water temperature.

Output
type

 sesolc tcatnoc eht hcihw ni snoitidnoCepyt tcatnoC
(turns on)

Conditions in which the contact opens 
(turns off)

Terminal block

(q) OPERATION 
INDICATOR 
(From system leader 
unit/Individual unit)

Close/Open The "UNIT OPERATION" contact (item (e) above) 
or the ON/OFF button on the remote controller is 
ON.

The "UNIT OPERATION" contact (item (e) 
above) or the ON/OFF button on the remote 
controller is OFF.

K31-K32

(r) ERROR INDICATOR 
(From system leader 
unit/Individual unit)

Close/Open The unit in the system has made an abnormal 
stop.

During normal operation K33-K34

(s) HEATING 
OPERATION 
DISPLAY 

93K-83K.edom gnilooc ni si tinu ehT.edom gnitaeh ni si tinu ehTnepO/esolC

(t) EVAPORATION  
SIDE WATER PUMP 
OPERATION 
COMMAND 

Close/Open The pump will operate according to the status of 
the "UNIT OPERATION" contact or the ON/OFF 
button on the remote controller button.

Under all conditions other than the ones 
listed on the left

K75-K76

(u) CONDENSATION  
SIDE WATER PUMP 
OPERATION 
COMMAND

Close/Open The pump will operate according to the status of 
the "UNIT OPERATION" contact or the ON/OFF 
button on the remote controller button.

Under all conditions other than the ones 
listed on the left

KD1-KD2

(v) SUPPLEMENTARY 
HEATER SIGNAL

Close/Open Water and outdoor temperature has dropped 
below a setting water temperature and a set 
outdoor temperature.

Water temperature is at or above a set 
water temperature +2ºC.

KB1-KB2

 RC/M-
NET

REMOTE 
CONTROLLER

PAR-W31MAA

AE-C400, EW-C50

RA-RB

CENTRALIZED 
CONTROLLER A-B

M-NET 2M-1M-
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1. Product Specifications

Input and output correspondence table
When wiring on site, check the operation during the commissioning.

: Input and output signal is enabled.
: Invalid

*1 Invalid when the one pump system
*2 System leader unit/Individual unit
*3 Refer to the following page for information about the settings of Cooling ECO and Heating ECO. (page 111)
*4 Refer to the following page for information about the settings of Operation display output. (page 125)
*5 Refer to the following page for information about the settings of Error display output. (page 125)
*6 Always use a ventilation system on site in conjunction with the unit.

If the ventilation system in the machine room fails, stop the unit.
Remove the short circuit wire between the terminals KN51-KN71 to connect.
Refer to the following page information about ventilation equipment. (page 65)

*7 The capacity change mode is available only when SW6-10 is turned OFF (water setting).

Terminal block ON OFF System leader 
unit

Group leader 
unit

SUB unit

No-voltage contact 
input

Evaporation side water 
pump interlock K01-K02 Normal Error *1

Condensation side water 
pump interlock K01-K03 Normal Error *1

Evaporation side water 
flow switch K23-K24 Normal Error *1

Condensation side water 
flow switch K91-K92 Normal Error *1

potS nuR62K-32KnuR

FFONO14K-04Kezeerf itnA

Mode change K40-K42 Cooling ECO*3

/Heating ECO
Cooling
/Heating

Outlet water temp. 
switching KN51-KN61 2nd 1st

Capacity change mode K91-K93 Efficiency priority Capacity priority

FFONO2ED-1EDdnameD

Emergency stop   KN51-KN71 Release Stop

Analog input

Water temp. setting / 
Capacity control signal SG1(+)-KG1(-) 4-20mA,0-10V,1-5V, 2-10V

Outdoor temperature 
signal SG2(+)-KG2(-) 4-20mA

For Cooling ECO/Heating ECO

External water sensor 1 
(Option) TH12 KT11-KT21 For simultaneous operating group

External water sensor 2 
(Option) TH13 KT31-KT41 For identical water system group

Outdoor temperature 
sensor TH11 OT1-OT2 For Cooling ECO/Heating ECO

No-voltage contact 
output

Operation display output *4 
(From system leader unit/
Individual unit)

K31-K32 ON while the unit is operating  /  *2  /  *2

Error display output *5
(From system leader unit/
Individual unit)

K33-K34 While abnormally stop is ON.  /  *2  /  *2

Heating operation display 
output K38-K39 Heating Cooling

AE-C400, EW-C50

Evaporation side water 
pump operation command 
output

K75-K76 ON while the unit is operating  *1

Condensation side water 
pump operation command 
output

KD1-KD2 ON while the unit is operating  *1

Supplementary heater 
signal output KB1-KB2 During the low outdoor and water 

temperature is ON.

RC
Remote controller RA-RB PAR-W31MAA

Centralized controller A-B

*6

*7
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1. Product Specifications

External signal interface (Main circuit)

A
B

M2
K31

K32
K33

K34
K38

K39
K75

K76
KD1

KD2
KB1

KB2
M1

S

RA
KG1

SG1

L1L2L3N

K01
KT11

KT21
KT31

KT41
K03

OT1
OT2

K42
KG2

DE1
K93

K92
DE2

2G
S

17
NK

16
NK

K91
KN51

K02
14

K
BR

K40
K26

K24
K23

M-NET 
Transmission line

Condensation side 
water pump operation 
command output

Heating operation 
display output

Operation display output 
(From system leader unit/ 
Individual unit)

Error display output 
(From system leader unit/
Individual unit)

Evaporation side water 
pump operation 
command output

Supplementary heater 
signal output

Optional remote 
controller 
(PAR-W31MAA)

N
o-voltage contact input

N
o-voltage contact output

Run

Condensation side water   
flow switch
Capacity change mode
(Efficiency priority/Capacity priority)

Evaporation side 
water pump interlock

Anti freeze

Mode change

Evaporation side water 
flow switch

Demand

Outlet water temp. 
switching

External water sensor 2
(option)

External water sensor 1 
(option)

Water temp. setting 
or 
Capacity control signal 
Analog input 4-20mA/0-10V/1-5V/2-10V

(Run/Stop)

(Normal/Error)

(ON/OFF)

(Cooling ECO/Cooling)
(Heating ECO/Heating)

(Normal/Error)

(ON/OFF)

(2nd/1st)
Pow

er supply

Outdoor temperature sensor TH11

Centralized controller
(AE-C400, EW-C50)

Outdoor temperature signal 
Analog input 4-20mA

Condensation side 
water pump interlock

(Normal/Error)

(Forced/Normal)

Emergency stop (ON/OFF)
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1. Product Specifications

1-5. Optional parts
1-5-1. Top-Bottom unit Joining Kit ER-01RK

Refer to Installation/Instructions Manual.

No. Parts Shape/Size Quantity No. Parts Shape/Size Quantity

94epip retaw gnilpuoC1 Electrical wiring 
diagram nameplate 1 1

014tnioj gnisuoH2 Electrical wiring 
diagram nameplate 2 1

1123 Refrigerant circuit 
diagram nameplate 2

4 Pipe cover 1
(10 mm thick) 2edoc rorrE214

5 Pipe cover 2
(10 mm thick) 1)71HT( lebal rotsimrehT314

1)02HT( lebal rotsimrehT411eriw rewoP6

511eriw TEN-M7 Connector label 
(CN990) 1

8
LED indicator 
nameplate
(Sub unit only)

1 16 Tie band 26
(Spare: 12)

15
0

296

MAIN CIRCUIT

420

297

42

151
101

SUB CIRCUIT

420

297

96

106

125

PIPING SYSTEM
DIAGRAM

297

210

13
5

97

ABNORMAL STOP
CONDITION TABLE

297

210

260

97 TH
17 TH

17

40

15

2200

TH
20 TH

20
40

15

1500

C
N

990 C
N

99
0

40

15

INFORMATION BY 
DISPLAY MODE NUMBER
 (SUB)

215

60 4.8
380

Pipe coupling

 (Unit: mm)
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1. Product Specifications

1-5-2. Remote controller PAR-W31MAA
Refer to 6-1. PAR-W31MAA specifications.
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1. Product Specifications

1-5-3. External water temperature sensor TW-TH16
1. Parts that are required to install an external water temperature sensor

(1) External water temperature sensor
(2) Wiring to connect the sensor and the unit*
(3) Wiring terminals to connect the wiring to the sensor and the terminal 

 block on the unit
 (Four for M4 screws)*
 * Items (1) and (2) are field supplied.

2. Installing the external water temperature sensor
 Install the external water temperature sensor where the water pipes merge or on the load-side tank as shown in the 

figure below.
 Install horizontally or vertically on top of the pipe.
 When installing horizontally, make sure the wire faces down.

3. Wiring the external water temperature sensor
Connect the external temperature sensor wiring to the terminal block in the control box on the unit as shown in the 
figure below.

Connect the sensor wiring to terminals KT11 and KT21 (or KT31 
and KT41) of the terminal block in the control box on the unit.
Connect the shield to the earth terminal.
Thread the wire to the external water temperature sensor through
parts b) through d) as shown in the figure at right. Attach M4 
terminals (field-supplied) to the wires, and connect them to e) 
and f) (terminals A and B). 
Cut the shield wire. Do not connect it to the terminal. (Connect the
shield on the unit side to the ground terminal.)

After the wire is connected, securely tighten the tightening screw 
d), and then caulk the gap between the wire a) and the tightening 
screw to keep water from entering.

*1 In a multiple module connection system, install the temperature sensor 
where the cold/hot water from each module is sufficiently mixed to 
provide a representative temperature.

*2 The temperature sensor must be installed on a pipe between the outlet of the unit and the entrance to the load-side system.
*3 Install the sensor at least 5D (D: pipe diameter) away from pipe bends and other areas that can obstruct the normal water flow 

and so that the sensing probe (protective tube) will not vibrate from the whirl or shock flow.
*4 The sensor is for use at a flow rate of 3 m/sec or below.

Wire specifications
Wire size
Type
Maximum
length

2-core cable Min. 1.25 mm2

CVVS or CPEVS

20 m

Horizontal installationVertical installation

e)f)

50

ABB

(Note)
Run the sensor wiring at least 5 cm away from any wire that 
carries a voltage of 100 V or more, and do not put the sensor 
wiring in the same conduit tube with it.

M4 screws × 3
Terminal screws

Terminal block for connection to the sensor

KT11 (KT31) KT21 (KT41)

50

A

R 1/2

80

5642 ±3157 ±2
20 12 5

ø1
0

ø6
 ±

5

External water temperature sensor

Sensor wire

Terminal block in the control box on the unit

· B-constant: 3460 K

Sensor

Sensor properties

Note

ntrol box Unit

Detailed view of the area labeled "A" in the figure above

Shield (to be cut)

a) Field-supplied wire

b) Water-sealing rubber
    (Internal diameter ø11)

c) Washer (Internal diameter ø12)

d) Tightening screw (Internal diameter ø15)
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2. Product Data
2. Product Data2-1. Capacity tables
2-1-1. Correction by temperature

ERCV-M900YA

Cooling Capacity [Water (SW6-10: OFF)]
Condensation side water inlet/outlet 5°C difference
Evaporation side water inlet/outlet 5°C difference

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.
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2. Product Data

ERCV-M900YA

Heating Capacity [Water (SW6-10: OFF)]
Evaporation side water inlet/outlet 3°C difference
Condensation side water inlet/outlet 5°C difference

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.
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2. Product Data

ERCV-M900YA

Cooling Capacity [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Condensation side water inlet/outlet 5°C difference
Evaporation side brine inlet/outlet 5°C difference

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.
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2. Product Data

ERCV-M900YA

Heating Capacity [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Evaporation side brine inlet/outlet 3°C difference
Condensation side water inlet/outlet 5°C difference

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.
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2. Product Data

ERCV-M900YA × 2

Cooling Capacity [Water (SW6-10: OFF)]
Condensation side water inlet/outlet 5°C difference
Evaporation side water inlet/outlet 5°C difference

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.
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2. Product Data

ERCV-M900YA × 2

Heating Capacity [Water (SW6-10: OFF)]
Evaporation side water inlet/outlet 3°C difference
Condensation side water inlet/outlet 5°C difference

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.
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2. Product Data

ERCV-M900YA × 2

Cooling Capacity [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Condensation side water inlet/outlet 5°C difference
Evaporation side brine inlet/outlet 5°C difference

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.
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2. Product Data

ERCV-M900YA × 2

Heating Capacity [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Evaporation side brine inlet/outlet 3°C difference
Condensation side water inlet/outlet 5°C difference

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.
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2. Product Data

ERCV-M900YA
Cooling capacity [Water (SW6-10: OFF)]: 
Condensation side water inlet/outlet 5°C difference
Evaporation side water inlet/outlet 5°C difference

* Pump doesn't include.
* When using in condensation side water outlet is more than 55°C, please adjust the condensation inlet water temperature to 50°C or less.
* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.

Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Capacity change mode: Capacity priority
MODEL ERCV-M900YA

Evaporation side water 
outlet temperature (°C) Condensation side water inlet temperature (°C) 9 15 20 25 30 35 40 45 50

4

Cooling capacity kW 93.6 90.0 87.0 83.9 81.3 77.7 74.0 70.3 66.6
Power consumption kW 10.07 12.18 13.94 15.70 17.44 19.24 21.20 23.17 25.14
Evaporation side water flow rate m3/h 16.1 15.5 15.0 14.4 14.0 13.4 12.7 12.1 11.5
Condensation side water flow rate m3/h 17.5 17.1 16.9 16.6 16.4 16.0 15.6 15.2 14.9
Evaporation side water pressure drop kPa 10 10 9 8 8 7 7 6 6
Condensation side water pressure drop kPa 7 7 7 6 6 6 6 5 5

7

Cooling capacity kW 102.8 99.3 96.2 92.9 90.0 86.1 82.1 78.1 74.1
Power consumption kW 9.93 12.09 13.89 15.70 17.47 19.33 21.37 23.41 25.45
Evaporation side water flow rate m3/h 17.7 17.1 16.5 16.0 15.5 14.8 14.1 13.4 12.7
Condensation side water flow rate m3/h 19.0 18.7 18.4 18.1 17.9 17.4 17.0 16.6 16.2
Evaporation side water pressure drop kPa 12 11 11 10 10 9 8 7 7
Condensation side water pressure drop kPa 8 8 8 7 7 7 7 6 6

10

Cooling capacity kW - 106.3 106.1 102.4 99.2 95.0 90.7 86.4 82.2
Power consumption kW - 12.05 13.82 15.66 17.47 19.38 21.48 23.59 25.70
Evaporation side water flow rate m3/h - 18.3 18.2 17.6 17.1 16.3 15.6 14.9 14.1
Condensation side water flow rate m3/h - 19.9 20.1 19.7 19.4 19.0 18.5 18.1 17.6
Evaporation side water pressure drop kPa - 13 13 12 11 10 10 9 8
Condensation side water pressure drop kPa - 9 9 9 8 8 8 7 7

15

Cooling capacity kW - - 120.5 119.6 115.9 111.0 106.3 101.5 96.7
Power consumption kW - - 13.71 15.52 17.35 19.33 21.56 23.78 26.00
Evaporation side water flow rate m3/h - - 20.7 20.6 19.9 19.1 18.3 17.5 16.6
Condensation side water flow rate m3/h - - 22.6 22.7 22.3 21.7 21.2 20.7 20.2
Evaporation side water pressure drop kPa - - 16 16 15 14 13 12 11
Condensation side water pressure drop kPa - - 11 11 11 10 10 10 9

20

Cooling capacity kW - - - 119.6 115.9 111.0 106.3 101.5 96.7
Power consumption kW - - - 15.52 17.35 19.33 21.56 23.78 26.00
Evaporation side water flow rate m3/h - - - 20.6 19.9 19.1 18.3 17.5 16.6
Condensation side water flow rate m3/h - - - 22.7 22.3 21.7 21.2 20.7 20.2
Evaporation side water pressure drop kPa - - - 16 15 14 13 12 11
Condensation side water pressure drop kPa - - - 11 11 10 10 10 9

25

Cooling capacity kW - - - - 115.9 111.0 106.3 101.5 96.7
Power consumption kW - - - - 17.35 19.33 21.56 23.78 26.00
Evaporation side water flow rate m3/h - - - - 19.9 19.1 18.3 17.5 16.6
Condensation side water flow rate m3/h - - - - 22.3 21.7 21.2 20.7 20.2
Evaporation side water pressure drop kPa - - - - 15 14 13 12 11
Condensation side water pressure drop kPa - - - - 11 10 10 10 9

30

Cooling capacity kW - - - - 115.9 111.0 106.3 101.5 96.7
Power consumption kW - - - - 17.35 19.33 21.56 23.78 26.00
Evaporation side water flow rate m3/h - - - - 19.9 19.1 18.3 17.5 16.6
Condensation side water flow rate m3/h - - - - 22.3 21.7 21.2 20.7 20.2
Evaporation side water pressure drop kPa - - - - 15 14 13 12 11
Condensation side water pressure drop kPa - - - - 11 10 10 10 9
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2. Product Data

ERCV-M900YA
Heating capacity [Water (SW6-10: OFF)]: 
Evaporation side water inlet/outlet 3°C difference
Condensation side water inlet/outlet 5°C difference

* Pump doesn't include.
* When using in condensation side water outlet is more than 55°C, please adjust the condensation inlet water temperature to 50°C or less.
* Hatching area shows evaporation side water inlet/outlet temperature difference over 3°C.
* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.

Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Capacity change mode: Capacity priority
MODEL ERCV-M900YA

Condensation side water 
outlet temperature (°C) Evaporation side water inlet temperature (°C) 9 10 15 20 25 30 35

20

Heating capacity kW 95.6 98.5 111.6 115.8 - - -
Power consumption kW 10.37 10.30 9.96 9.92 - - -
Evaporation side water flow rate m3/h 25.0 25.8 25.8 25.8 - - -
Condensation side water flow rate m3/h 16.4 16.9 19.2 19.9 - - -
Evaporation side water pressure drop kPa 23 24 24 24 - - -
Condensation side water pressure drop kPa 6 7 8 9 - - -

25

Heating capacity kW 93.9 96.7 111.3 124.3 124.3 - -
Power consumption kW 12.07 12.02 11.71 11.44 11.44 - -
Evaporation side water flow rate m3/h 24.2 25.0 25.8 25.8 25.8 - -
Condensation side water flow rate m3/h 16.1 16.6 19.1 21.4 21.4 - -
Evaporation side water pressure drop kPa 22 23 24 24 24 - -
Condensation side water pressure drop kPa 6 6 8 10 10 - -

30

Heating capacity kW 92.2 96.9 109.7 125.6 125.6 125.6 -
Power consumption kW 13.76 14.02 13.48 13.14 13.14 13.14 -
Evaporation side water flow rate m3/h 23.3 24.6 25.8 25.8 25.8 25.8 -
Condensation side water flow rate m3/h 15.9 16.7 18.9 21.6 21.6 21.6 -
Evaporation side water pressure drop kPa 20 22 24 24 24 24 -
Condensation side water pressure drop kPa 6 6 8 10 10 10 -

35

Heating capacity kW 93.5 95.1 107.4 122.7 122.7 122.7 122.7
Power consumption kW 15.98 15.74 15.26 14.96 14.96 14.96 14.96
Evaporation side water flow rate m3/h 23.2 23.7 25.8 25.8 25.8 25.8 25.8
Condensation side water flow rate m3/h 16.1 16.3 18.5 21.1 21.1 21.1 21.1
Evaporation side water pressure drop kPa 20 21 24 24 24 24 24
Condensation side water pressure drop kPa 6 6 8 10 10 10 10

40

Heating capacity kW 93.1 92.8 105.1 120.0 120.0 120.0 120.0
Power consumption kW 18.05 17.47 17.12 16.90 16.90 16.90 16.90
Evaporation side water flow rate m3/h 22.6 22.6 25.8 25.8 25.8 25.8 25.8
Condensation side water flow rate m3/h 16.0 16.0 18.1 20.6 20.6 20.6 20.6
Evaporation side water pressure drop kPa 19 19 24 24 24 24 24
Condensation side water pressure drop kPa 6 6 7 9 9 9 9

45

Heating capacity kW 94.5 90.0 102.9 117.4 117.4 117.4 117.4
Power consumption kW 20.62 19.07 19.12 19.00 19.00 19.00 19.00
Evaporation side water flow rate m3/h 22.4 21.5 25.2 25.8 25.8 25.8 25.8
Condensation side water flow rate m3/h 16.3 15.5 17.7 20.2 20.2 20.2 20.2
Evaporation side water pressure drop kPa 19 17 23 24 24 24 24
Condensation side water pressure drop kPa 6 6 7 9 9 9 9

50

Heating capacity kW 93.0 92.9 100.6 114.8 114.8 114.8 114.8
Power consumption kW 22.94 22.33 21.11 21.10 21.10 21.10 21.10
Evaporation side water flow rate m3/h 21.4 21.6 24.1 25.8 25.8 25.8 25.8
Condensation side water flow rate m3/h 16.0 16.0 17.3 19.7 19.7 19.7 19.7
Evaporation side water pressure drop kPa 17 18 22 24 24 24 24
Condensation side water pressure drop kPa 6 6 7 9 9 9 9

55

Heating capacity kW 92.2 92.0 98.1 111.9 111.9 111.9 111.9
Power consumption kW 25.38 24.74 23.14 23.23 23.23 23.23 23.23
Evaporation side water flow rate m3/h 20.6 20.7 22.9 25.8 25.8 25.8 25.8
Condensation side water flow rate m3/h 15.8 15.8 16.9 19.2 19.2 19.2 19.2
Evaporation side water pressure drop kPa 16 16 20 24 24 24 24
Condensation side water pressure drop kPa 6 6 7 8 8 8 8
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2. Product Data

ERCV-M900YA
Cooling capacity [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Condensation side water inlet/outlet 5°C difference
Evaporation side brine inlet/outlet 5°C difference

* Pump doesn't include.
* When using in condensation side water outlet is more than 55°C, please adjust the condensation inlet water temperature to 50°C or less.
* Hatching area shows evaporation side brine inlet/outlet temperature difference under 5°C.
* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.

Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

MODEL ERCV-M900YA
Evaporation side brine 
outlet temparature (°C) Condensation side water inlet temperature (°C) 9 15 20 25 30 35 40 45 50

-10

Cooling capacity kW 59.1 56.5 54.3 52.1 49.9 47.7 42.0 36.2 30.5
Power consumption kW 10.91 12.62 14.05 15.48 16.90 18.33 19.96 21.59 23.22
Evaporation side brine flow rate m3/h 11.5 11.0 10.6 10.1 9.7 9.3 8.2 7.7 7.7
Condensation side water flow rate m3/h 11.7 11.5 11.3 11.1 10.9 10.7 10.0 9.2 8.5
Evaporation side brine pressure drop kPa 7 7 6 6 5 5 4 3 3
Condensation side water pressure drop kPa 3 3 3 3 3 3 3 2 2

-5

Cooling capacity kW 70.2 67.3 64.9 62.4 59.9 57.4 52.3 47.3 42.2
Power consumption kW 10.65 12.53 14.10 15.66 17.22 18.80 20.55 22.31 24.06
Evaporation side brine flow rate m3/h 13.6 13.0 12.5 12.1 11.6 11.1 10.1 9.1 8.2
Condensation side water flow rate m3/h 13.6 13.3 13.1 12.9 12.7 12.5 11.8 11.2 10.6
Evaporation side brine pressure drop kPa 10 9 9 8 7 7 6 5 4
Condensation side water pressure drop kPa 4 4 4 4 4 4 4 3 3

0

Cooling capacity kW 83.3 80.0 77.2 74.4 71.6 68.7 64.4 60.0 55.7
Power consumption kW 10.35 12.37 14.06 15.75 17.43 19.14 21.02 22.90 24.77
Evaporation side brine flow rate m3/h 16.0 15.4 14.9 14.3 13.8 13.2 12.4 11.6 10.7
Condensation side water flow rate m3/h 15.8 15.5 15.2 15.0 14.7 14.5 14.0 13.5 13.0
Evaporation side brine pressure drop kPa 14 13 12 11 10 9 8 7 6
Condensation side water pressure drop kPa 6 6 5 5 5 5 5 4 4

4

Cooling capacity kW 93.6 90.0 87.0 83.9 81.3 77.7 74.0 70.3 66.6
Power consumption kW 10.07 12.18 13.94 15.70 17.44 19.24 21.20 23.17 25.14
Evaporation side brine flow rate m3/h 18.0 17.3 16.7 16.1 15.6 14.9 14.2 13.5 12.8
Condensation side water flow rate m3/h 17.5 17.1 16.9 16.6 16.4 16.0 15.6 15.2 14.9
Evaporation side brine pressure drop kPa 17 16 15 14 13 12 11 10 9
Condensation side water pressure drop kPa 7 7 7 6 6 6 6 5 5

7

Cooling capacity kW 102.8 99.3 96.2 92.9 90.0 86.1 82.1 78.1 74.1
Power consumption kW 9.93 12.09 13.89 15.70 17.47 19.33 21.37 23.41 25.45
Evaporation side brine flow rate m3/h 19.7 19.0 18.4 17.8 17.2 16.5 15.7 15.0 14.2
Condensation side water flow rate m3/h 19.0 18.7 18.4 18.1 17.9 17.4 17.0 16.6 16.2
Evaporation side brine pressure drop kPa 21 20 19 18 17 15 14 13 12
Condensation side water pressure drop kPa 8 8 8 7 7 7 7 6 6

10

Cooling capacity kW - 106.3 106.1 102.4 99.2 95.0 90.7 86.4 82.2
Power consumption kW - 12.05 13.82 15.66 17.47 19.38 21.48 23.59 25.70
Evaporation side brine flow rate m3/h - 20.3 20.3 19.6 19.0 18.2 17.3 16.5 15.7
Condensation side water flow rate m3/h - 19.9 20.1 19.7 19.4 19.0 18.5 18.1 17.6
Evaporation side brine pressure drop kPa - 21 21 19 18 17 15 14 13
Condensation side water pressure drop kPa - 9 9 9 8 8 8 7 7

15

Cooling capacity kW - - 120.5 119.6 115.9 111.0 106.3 101.5 96.7
Power consumption kW - - 13.71 15.52 17.35 19.33 21.56 23.78 26.00
Evaporation side brine flow rate m3/h - - 23.0 22.8 22.1 21.2 20.3 19.3 18.4
Condensation side water flow rate m3/h - - 22.6 22.7 22.3 21.7 21.2 20.7 20.2
Evaporation side brine pressure drop kPa - - 26 25 24 22 20 18 17
Condensation side water pressure drop kPa - - 11 11 11 10 10 10 9

20

Cooling capacity kW - - - 119.6 115.9 111.0 106.3 101.5 96.7
Power consumption kW - - - 15.52 17.35 19.33 21.56 23.78 26.00
Evaporation side brine flow rate m3/h - - - 22.7 22.0 21.1 20.2 19.3 18.4
Condensation side water flow rate m3/h - - - 22.7 22.3 21.7 21.2 20.7 20.2
Evaporation side brine pressure drop kPa - - - 24 23 21 19 18 16
Condensation side water pressure drop kPa - - - 11 11 10 10 10 9

25

Cooling capacity kW - - - - 115.9 111.0 106.3 101.5 96.7
Power consumption kW - - - - 17.35 19.33 21.56 23.78 26.00
Evaporation side brine flow rate m3/h - - - - 22.0 21.1 20.2 19.3 18.4
Condensation side water flow rate m3/h - - - - 22.3 21.7 21.2 20.7 20.2
Evaporation side brine pressure drop kPa - - - - 22 20 19 17 16
Condensation side water pressure drop kPa - - - - 11 10 10 10 9

30

Cooling capacity kW - - - - 115.9 111.0 106.3 101.5 96.7
Power consumption kW - - - - 17.35 19.33 21.56 23.78 26.00
Evaporation side brine flow rate m3/h - - - - 22.0 21.1 20.2 19.3 18.4
Condensation side water flow rate m3/h - - - - 22.3 21.7 21.2 20.7 20.2
Evaporation side brine pressure drop kPa - - - - 21 20 18 17 15
Condensation side water pressure drop kPa - - - - 11 10 10 10 9
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2. Product Data

ERCV-M900YA
Heating capacity [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Evaporation side brine inlet/outlet 3°C difference
Condensation side water inlet/outlet 5°C difference

* Pump doesn't include.
* When using in condensation side water outlet is more than 55°C, please adjust the condensation inlet water temperature to 50°C or less.
* Hatching area shows evaporation side brine inlet/outlet temperature difference over 3°C.
* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.

Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

MODEL ERCV-M900YA
Condensation side water 
outlet temparature (°C) Evaporation side brine inlet temparature (°C) -7 -3 0 9 10 15 20 25 30 35

20

Heating capacity kW 71.8 81.1 88.5 95.6 98.5 111.6 115.8 - - -
Power consumption kW 13.50 13.43 13.36 10.37 10.30 9.96 9.92 - - -
Evaporation side brine flow rate m3/h 18.9 21.7 23.9 27.9 28.7 28.7 28.7 - - -
Condensation side water flow rate m3/h 12.4 14.0 15.2 16.4 16.9 19.2 19.9 - - -
Evaporation side brine pressure drop kPa 20 26 34 39 43 40 39 - - -
Condensation side water pressure drop kPa 4 5 5 6 7 8 9 - - -

25

Heating capacity kW 70.7 79.8 87.0 93.9 96.7 111.3 124.3 124.3 - -
Power consumption kW 15.02 15.08 15.09 12.07 12.02 11.71 11.44 11.44 - -
Evaporation side brine flow rate m3/h 18.2 20.9 23.1 26.9 27.8 28.7 28.7 28.7 - -
Condensation side water flow rate m3/h 12.2 13.7 15.0 16.1 16.6 19.1 21.4 21.4 - -
Evaporation side brine pressure drop kPa 18 24 32 37 41 40 39 37 - -
Condensation side water pressure drop kPa 4 5 5 6 6 8 10 10 - -

30

Heating capacity kW 69.5 78.4 85.6 92.2 96.9 109.7 125.6 125.6 125.6 -
Power consumption kW 16.55 16.72 16.82 13.76 14.02 13.48 13.14 13.14 13.14 -
Evaporation side brine flow rate m3/h 17.4 20.1 22.2 26.0 27.4 28.7 28.7 28.7 28.7 -
Condensation side water flow rate m3/h 11.9 13.5 14.7 15.9 16.7 18.9 21.6 21.6 21.6 -
Evaporation side brine pressure drop kPa 17 22 29 34 39 40 39 37 36 -
Condensation side water pressure drop kPa 4 4 5 6 6 8 10 10 10 -

35

Heating capacity kW 68.3 77.1 84.1 93.5 95.1 107.4 122.7 122.7 122.7 122.7
Power consumption kW 18.07 18.35 18.53 15.98 15.74 15.26 14.96 14.96 14.96 14.96
Evaporation side brine flow rate m3/h 16.7 19.3 21.3 25.8 26.4 28.7 28.7 28.7 28.7 28.7
Condensation side water flow rate m3/h 11.7 13.3 14.5 16.1 16.3 18.5 21.1 21.1 21.1 21.1
Evaporation side brine pressure drop kPa 16 20 27 34 37 40 39 37 36 35
Condensation side water pressure drop kPa 3 4 5 6 6 8 10 10 10 10

40

Heating capacity kW 67.0 75.6 82.4 93.1 92.8 105.1 120.0 120.0 120.0 120.0
Power consumption kW 19.59 19.99 20.27 18.05 17.47 17.12 16.90 16.90 16.90 16.90
Evaporation side brine flow rate m3/h 15.9 18.4 20.4 25.2 25.2 28.7 28.7 28.7 28.7 28.7
Condensation side water flow rate m3/h 11.5 13.0 14.2 16.0 16.0 18.1 20.6 20.6 20.6 20.6
Evaporation side brine pressure drop kPa 14 19 25 32 34 40 39 37 36 35
Condensation side water pressure drop kPa 3 4 5 6 6 7 9 9 9 9

45

Heating capacity kW 63.1 72.9 80.0 94.5 90.0 102.9 117.4 117.4 117.4 117.4
Power consumption kW 21.29 21.78 22.13 20.62 19.07 19.12 19.00 19.00 19.00 19.00
Evaporation side brine flow rate m3/h 14.2 17.1 19.1 25.0 23.9 27.9 28.7 28.7 28.7 28.7
Condensation side water flow rate m3/h 10.9 12.5 13.8 16.3 15.5 17.7 20.2 20.2 20.2 20.2
Evaporation side brine pressure drop kPa 11 16 22 32 31 38 39 37 36 35
Condensation side water pressure drop kPa 3 4 5 6 6 7 9 9 9 9

50

Heating capacity kW 59.8 70.9 79.7 93.0 92.9 100.6 114.8 114.8 114.8 114.8
Power consumption kW 22.98 23.59 24.02 22.94 22.33 21.11 21.10 21.10 21.10 21.10
Evaporation side brine flow rate m3/h 12.0 15.1 17.6 23.9 24.0 26.7 28.7 28.7 28.7 28.7
Condensation side water flow rate m3/h 10.3 12.2 13.7 16.0 16.0 17.3 19.7 19.7 19.7 19.7
Evaporation side brine pressure drop kPa 8 13 19 29 31 35 39 37 36 35
Condensation side water pressure drop kPa 3 4 5 6 6 7 9 9 9 9

55

Heating capacity kW 56.5 67.7 76.7 92.2 92.0 98.1 111.9 111.9 111.9 111.9
Power consumption kW 24.76 25.5 26.01 25.38 24.74 23.14 23.23 23.23 23.23 23.23
Evaporation side brine flow rate m3/h 9.8 12.8 15.3 23.0 23.1 25.4 28.7 28.7 28.7 28.7
Condensation side water flow rate m3/h 9.7 11.6 13.2 15.8 15.8 16.9 19.2 19.2 19.2 19.2
Evaporation side brine pressure drop kPa 5 9 15 27 29 32 39 37 36 35
Condensation side water pressure drop kPa 3 3 4 6 6 7 8 8 8 8
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2. Product Data

ERCV-M900YA × 2
Cooling capacity [Water (SW6-10: OFF)]:
Condensation side water inlet/outlet 5°C difference
Evaporation side water inlet/outlet 5°C difference

* Pump doesn't include.
* When using in condensation side water outlet is more than 55°C, please adjust the condensation inlet water temperature to 50°C or less.
* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.

Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Capacity change mode: Capacity priority
MODEL ERCV-M900YA × 2

Evaporation side water
 outlet temperature (°C) Condensation side water inlet temperature (°C) 9 15 20 25 30 35 40 45 50

4

Cooling capacity kW 187.6 180.3 174.2 168.0 161.8 155.4 147.8 140.2 132.6
Power consumption kW 18.77 22.85 26.26 29.66 33.04 36.52 40.35 44.18 48.01
Evaporation side water flow rate m3/h 32.3 31.0 30.0 28.9 27.8 26.7 25.4 24.1 22.8
Condensation side water flow rate m3/h 35.1 34.5 33.9 33.3 32.7 32.1 31.3 30.5 29.8
Evaporation side water pressure drop kPa 92 85 81 75 70 65 60 54 49
Condensation side water pressure drop kPa 63 61 59 57 56 54 51 49 47

7

Cooling capacity kW 198.7 196.3 192.5 185.7 180.0 171.9 163.9 155.8 147.7
Power consumption kW 18.66 22.72 26.14 29.63 33.07 36.65 40.62 44.59 48.56
Evaporation side water flow rate m3/h 34.2 33.8 33.1 31.9 31.0 29.6 28.2 26.8 25.4
Condensation side water flow rate m3/h 37.0 37.2 37.0 36.4 35.9 35.0 34.1 33.3 32.4
Evaporation side water pressure drop kPa 102 100 96 90 85 79 72 66 60
Condensation side water pressure drop kPa 70 71 70 68 66 63 60 57 55

10

Cooling capacity kW - 209.8 211.9 204.5 197.1 189.5 180.8 172.2 163.6
Power consumption kW - 22.61 25.98 29.53 33.05 36.70 40.79 44.88 48.98
Evaporation side water flow rate m3/h - 36.1 36.5 35.2 33.9 32.6 31.1 29.6 28.1
Condensation side water flow rate m3/h - 39.5 40.4 39.6 38.8 38.0 37.1 36.2 35.3
Evaporation side water pressure drop kPa - 113 115 108 101 94 86 79 72
Condensation side water pressure drop kPa - 79 82 79 76 74 70 67 64

15

Cooling capacity kW - - 234.5 237.4 229.9 221.1 211.5 201.9 192.2
Power consumption kW - - 25.85 29.24 32.79 36.55 40.86 45.17 49.48
Evaporation side water flow rate m3/h - - 40.3 40.8 39.5 38.0 36.4 34.7 33.1
Condensation side water flow rate m3/h - - 44.2 45.2 44.4 43.4 42.4 41.3 40.3
Evaporation side water pressure drop kPa - - 138 141 133 124 115 105 96
Condensation side water pressure drop kPa - - 98 102 99 94 90 86 82

20

Cooling capacity kW - - - 237.4 229.9 221.1 211.5 201.9 192.2
Power consumption kW - - - 29.24 32.79 36.55 40.86 45.17 49.48
Evaporation side water flow rate m3/h - - - 40.8 39.5 38.0 36.4 34.7 33.1
Condensation side water flow rate m3/h - - - 45.2 44.4 43.4 42.4 41.3 40.3
Evaporation side water pressure drop kPa - - - 141 133 124 115 105 96
Condensation side water pressure drop kPa - - - 102 99 94 90 86 82

25

Cooling capacity kW - - - - 229.9 221.1 211.5 201.9 192.2
Power consumption kW - - - - 32.79 36.55 40.86 45.17 49.48
Evaporation side water flow rate m3/h - - - - 39.5 38.0 36.4 34.7 33.1
Condensation side water flow rate m3/h - - - - 44.4 43.4 42.4 41.3 40.3
Evaporation side water pressure drop kPa - - - - 133 124 115 105 96
Condensation side water pressure drop kPa - - - - 99 94 90 86 82

30

Cooling capacity kW - - - - 229.9 221.1 211.5 201.9 192.2
Power consumption kW - - - - 32.79 36.55 40.86 45.17 49.48
Evaporation side water flow rate m3/h - - - - 39.5 38.0 36.4 34.7 33.1
Condensation side water flow rate m3/h - - - - 44.4 43.4 42.4 41.3 40.3
Evaporation side water pressure drop kPa - - - - 133 124 115 105 96
Condensation side water pressure drop kPa - - - - 99 94 90 86 82
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2. Product Data

ERCV-M900YA × 2
Heating capacity [Water (SW6-10: OFF)]:
Evaporation side water inlet/outlet 3°C difference
Condensation side water inlet/outlet 5°C difference

* Pump doesn't include.
* When using in condensation side water outlet is more than 55°C, please adjust the condensation inlet water temperature to 50°C or less.
* Hatching area shows evaporation side water inlet/outlet temperature difference over 3°C.
* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.

Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Capacity change mode: Capacity priority
MODEL ERCV-M900YA × 2

Condensation side water 
outlet temperature (°C) Evaporation side water inlet temperature (°C) 9 10 15 20 25 30 35

20

Heating capacity kW 191.1 196.8 221.7 225.1 - - -
Power consumption kW 19.95 19.80 19.13 19.16 - - -
Evaporation side water flow rate m3/h 49.9 50.0 50.0 50.0 - - -
Condensation side water flow rate m3/h 32.9 33.9 38.1 38.7 - - -
Evaporation side water pressure drop kPa 206 206 206 206 - - -
Condensation side water pressure drop kPa 56 59 74 76 - - -

25

Heating capacity kW 187.7 193.2 221.0 242.5 242.5 - -
Power consumption kW 23.32 23.21 22.60 22.18 22.18 - -
Evaporation side water flow rate m3/h 48.1 49.7 50.0 50.0 50.0 - -
Condensation side water flow rate m3/h 32.3 33.2 38.0 41.7 41.7 - -
Evaporation side water pressure drop kPa 192 204 206 206 206 - -
Condensation side water pressure drop kPa 54 57 74 88 88 - -

30

Heating capacity kW 184.2 189.6 218.5 249.8 249.8 249.8 -
Power consumption kW 26.69 26.62 26.10 25.40 25.40 25.40 -
Evaporation side water flow rate m3/h 46.3 47.9 50.0 50.0 50.0 50.0 -
Condensation side water flow rate m3/h 31.7 32.6 37.6 43.0 43.0 43.0 -
Evaporation side water pressure drop kPa 179 191 206 206 206 206 -
Condensation side water pressure drop kPa 52 55 72 93 93 93 -

35

Heating capacity kW 186.5 185.8 213.8 244.0 244.0 244.0 244.0
Power consumption kW 31.11 30.01 29.65 29.03 29.03 29.03 29.03
Evaporation side water flow rate m3/h 46.0 46.1 50.0 50.0 50.0 50.0 50.0
Condensation side water flow rate m3/h 32.1 32.0 36.8 42.0 42.0 42.0 42.0
Evaporation side water pressure drop kPa 177 177 206 206 206 206 206
Condensation side water pressure drop kPa 54 53 69 89 89 89 89

40

Heating capacity kW 185.6 185.0 209.1 238.3 238.3 238.3 238.3
Power consumption kW 35.20 34.05 33.31 32.83 32.83 32.83 32.83
Evaporation side water flow rate m3/h 44.8 44.9 50.0 50.0 50.0 50.0 50.0
Condensation side water flow rate m3/h 31.9 31.8 36.0 41.0 41.0 41.0 41.0
Evaporation side water pressure drop kPa 168 169 206 206 206 206 206
Condensation side water pressure drop kPa 53 53 66 85 85 85 85

45

Heating capacity kW 189.0 180.0 204.5 232.9 232.9 232.9 232.9
Power consumption kW 40.28 37.22 37.27 36.99 36.99 36.99 36.99
Evaporation side water flow rate m3/h 44.5 42.7 49.7 50.0 50.0 50.0 50.0
Condensation side water flow rate m3/h 32.5 31.0 35.2 40.1 40.1 40.1 40.1
Evaporation side water pressure drop kPa 166 154 204 206 206 206 206
Condensation side water pressure drop kPa 55 50 64 81 81 81 81

50

Heating capacity kW 185.2 185.0 199.7 227.4 227.4 227.4 227.4
Power consumption kW 44.92 43.70 41.25 41.18 41.18 41.18 41.18
Evaporation side water flow rate m3/h 42.4 42.6 47.4 50.0 50.0 50.0 50.0
Condensation side water flow rate m3/h 31.9 31.8 34.3 39.1 39.1 39.1 39.1
Evaporation side water pressure drop kPa 152 153 187 206 206 206 206
Condensation side water pressure drop kPa 53 53 61 78 78 78 78

55

Heating capacity kW 183.3 183.9 194.6 221.5 221.5 221.5 221.5
Power consumption kW 49.76 47.65 45.31 45.44 45.44 45.44 45.44
Evaporation side water flow rate m3/h 40.6 41.4 45.1 50.0 50.0 50.0 50.0
Condensation side water flow rate m3/h 31.5 31.6 33.5 38.1 38.1 38.1 38.1
Evaporation side water pressure drop kPa 140 145 170 206 206 206 206
Condensation side water pressure drop kPa 52 52 58 74 74 74 74
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2. Product Data

ERCV-M900YA × 2
Cooling capacity [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Condensation side water inlet/outlet 5°C difference
Evaporation side brine inlet/outlet 5°C difference

* Pump doesn't include.
* When using in condensation side water outlet is more than 55°C, please adjust the condensation inlet water temperature to 50°C or less.
* Hatching area shows evaporation side brine inlet/outlet temperature difference under 5°C.
* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.

Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

MODEL ERCV-M900YA × 2
Evaporation side brine 
outlet temparature (°C) Condensation side water inlet temparature (°C) 9 15 20 25 30 35 40 45 50

-10

Cooling capacity kW 119.8 114.5 110.1 105.7 101.3 96.7 85.3 73.9 62.5
Power consumption kW 20.66 24.02 26.83 29.64 32.44 35.28 38.46 41.64 44.82
Evaporation side brine flow rate m3/h 23.3 22.3 21.4 20.5 19.7 18.8 16.6 15.4 15.4
Condensation side water flow rate m3/h 23.8 23.3 23.0 22.6 22.2 21.8 20.4 18.9 17.5
Evaporation side brine pressure drop kPa 87 81 75 70 65 60 49 43 43
Condensation side water pressure drop kPa 31 30 29 28 27 26 23 20 18

-5

Cooling capacity kW 142.0 136.1 131.1 126.0 121.1 115.8 105.7 95.6 85.4
Power consumption kW 20.12 23.80 26.86 29.93 32.99 36.10 39.52 42.94 46.37
Evaporation side brine flow rate m3/h 27.5 26.3 25.3 24.4 23.4 22.4 20.4 18.5 16.5
Condensation side water flow rate m3/h 27.6 27.1 26.6 26.2 25.8 25.3 24.1 22.9 21.6
Evaporation side brine pressure drop kPa 113 104 97 91 85 78 67 56 46
Condensation side water pressure drop kPa 41 39 38 37 36 35 32 29 26

0

Cooling capacity kW 167.8 161.1 155.5 149.8 144.2 138.3 129.4 120.6 111.7
Power consumption kW 19.48 23.44 26.74 30.05 33.33 36.69 40.36 44.03 47.69
Evaporation side brine flow rate m3/h 32.3 31.0 29.9 28.8 27.8 26.6 24.9 23.2 21.5
Condensation side water flow rate m3/h 31.9 31.3 30.8 30.3 29.8 29.3 28.3 27.3 26.4
Evaporation side brine pressure drop kPa 145 135 126 118 111 102 91 80 70
Condensation side water pressure drop kPa 53 51 50 48 47 45 42 40 37

4

Cooling capacity kW 187.6 180.3 174.2 168.0 161.8 155.4 147.8 140.2 132.6
Power consumption kW 18.77 22.85 26.26 29.66 33.04 36.52 40.35 44.18 48.01
Evaporation side brine flow rate m3/h 36.0 34.6 33.4 32.2 31.1 29.8 28.4 26.9 25.5
Condensation side water flow rate m3/h 35.1 34.5 33.9 33.3 32.7 32.1 31.3 30.5 29.8
Evaporation side brine pressure drop kPa 171 159 150 140 131 122 111 101 92
Condensation side water pressure drop kPa 63 61 59 57 56 54 51 49 47

7

Cooling capacity kW 198.7 196.3 192.5 185.7 180.0 171.9 163.9 155.8 147.7
Power consumption kW 18.66 22.72 26.14 29.63 33.07 36.65 40.62 44.59 48.56
Evaporation side brine flow rate m3/h 38.1 37.6 36.9 35.6 34.5 32.9 31.4 29.8 28.3
Condensation side water flow rate m3/h 37.0 37.2 37.0 36.4 35.9 35.0 34.1 33.3 32.4
Evaporation side brine pressure drop kPa 179 175 169 158 149 137 126 115 104
Condensation side water pressure drop kPa 70 71 70 68 66 63 60 57 55

10

Cooling capacity kW - 209.8 211.9 204.5 197.1 189.5 180.8 172.2 163.6
Power consumption kW - 22.61 25.98 29.53 33.05 36.70 40.79 44.88 48.98
Evaporation side brine flow rate m3/h - 40.1 40.5 39.1 37.7 36.2 34.6 32.9 31.3
Condensation side water flow rate m3/h - 39.5 40.4 39.6 38.8 38.0 37.1 36.2 35.3
Evaporation side brine pressure drop kPa - 199 203 190 178 165 152 138 126
Condensation side water pressure drop kPa - 79 82 79 76 74 70 67 64

15

Cooling capacity kW - - 234.5 237.4 229.9 221.1 211.5 201.9 192.2
Power consumption kW - - 25.85 29.24 32.79 36.55 40.86 45.17 49.48
Evaporation side brine flow rate m3/h - - 44.7 45.3 43.8 42.2 40.3 38.5 36.6
Condensation side water flow rate m3/h - - 44.2 45.2 44.4 43.4 42.4 41.3 40.3
Evaporation side brine pressure drop kPa - - 233 239 224 209 192 177 161
Condensation side water pressure drop kPa - - 98 102 99 94 90 86 82

20

Cooling capacity kW - - - 237.4 229.9 221.1 211.5 201.9 192.2
Power consumption kW - - - 29.24 32.79 36.55 40.86 45.17 49.48
Evaporation side brine flow rate m3/h - - - 45.2 43.7 42.1 40.2 38.4 36.6
Condensation side water flow rate m3/h - - - 45.2 44.4 43.4 42.4 41.3 40.3
Evaporation side brine pressure drop kPa - - - 227 214 199 183 168 154
Condensation side water pressure drop kPa - - - 102 99 94 90 86 82

25

Cooling capacity kW - - - - 229.9 221.1 211.5 201.9 192.2
Power consumption kW - - - - 32.79 36.55 40.86 45.17 49.48
Evaporation side brine flow rate m3/h - - - - 43.7 42.0 40.2 38.4 36.5
Condensation side water flow rate m3/h - - - - 44.4 43.4 42.4 41.3 40.3
Evaporation side brine pressure drop kPa - - - - 204 189 174 160 146
Condensation side water pressure drop kPa - - - - 99 94 90 86 82

30

Cooling capacity kW - - - - 229.9 221.1 211.5 201.9 192.2
Power consumption kW - - - - 32.79 36.55 40.86 45.17 49.48
Evaporation side brine flow rate m3/h - - - - 43.6 42.0 40.2 38.3 36.5
Condensation side water flow rate m3/h - - - - 44.4 43.4 42.4 41.3 40.3
Evaporation side brine pressure drop kPa - - - - 193 180 166 152 139
Condensation side water pressure drop kPa - - - - 99 94 90 86 82
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2. Product Data

ERCV-M900YA × 2
Heating capacity [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Evaporation side brine inlet/outlet 3°C difference
Condensation side water inlet/outlet 5°C difference

* Pump doesn't include.
* When using in condensation side water outlet is more than 55°C, please adjust the condensation inlet water temperature to 50°C or less.
* Hatching area shows evaporation side brine inlet/outlet temperature difference over 3°C.
* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.

Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

MODEL ERCV-M900YA × 2
Condensation side water 
outlet temparature (°C) Evaporation side brine inlet temparature (°C) -7 -3 0 9 10 15 20 25 30 35

20

Heating capacity kW 144.6 162.7 177.0 191.1 196.8 221.7 225.1 - - -
Power consumption kW 26.24 26.06 25.89 19.95 19.80 19.13 19.16 - - -
Evaporation side brine flow rate m3/h 38.3 43.8 48.1 50.0 50.0 50.0 50.0 - - -
Condensation side water flow rate m3/h 24.9 28.0 30.4 32.9 33.9 38.1 38.7 - - -
Evaporation side brine pressure drop kPa 214 266 304 310 297 295 282 - - -
Condensation side water pressure drop kPa 34 42 48 56 59 74 76 - - -

25

Heating capacity kW 142.2 160.0 174.0 187.7 193.2 221.0 242.5 242.5 - -
Power consumption kW 29.30 29.34 29.34 23.32 23.21 22.60 22.18 22.18 - -
Evaporation side brine flow rate m3/h 36.8 42.1 46.3 50.0 50.0 50.0 50.0 50.0 - -
Condensation side water flow rate m3/h 24.5 27.5 29.9 32.3 33.2 38.0 41.7 41.7 - -
Evaporation side brine pressure drop kPa 199 247 283 310 297 295 282 269 - -
Condensation side water pressure drop kPa 33 40 47 54 57 74 88 88 - -

30

Heating capacity kW 139.8 157.2 171.0 184.2 189.6 218.5 249.8 249.8 249.8 -
Power consumption kW 32.35 32.62 32.78 26.69 26.62 26.10 25.40 25.40 25.40 -
Evaporation side brine flow rate m3/h 35.2 40.4 44.5 50.0 50.0 50.0 50.0 50.0 50.0 -
Condensation side water flow rate m3/h 24.0 27.0 29.4 31.7 32.6 37.6 43.0 43.0 43.0 -
Evaporation side brine pressure drop kPa 183 229 263 310 297 295 282 269 257 -
Condensation side water pressure drop kPa 31 39 46 52 55 72 93 93 93 -

35

Heating capacity kW 137.4 154.5 168.0 186.5 185.8 213.8 244.0 244.0 244.0 244.0
Power consumption kW 35.39 35.88 36.20 31.11 30.01 29.65 29.03 29.03 29.03 29.03
Evaporation side brine flow rate m3/h 33.7 38.7 42.7 50.0 50.0 50.0 50.0 50.0 50.0 50.0
Condensation side water flow rate m3/h 23.6 26.6 28.9 32.1 32.0 36.8 42.0 42.0 42.0 42.0
Evaporation side brine pressure drop kPa 169 212 244 310 297 295 282 269 257 244
Condensation side water pressure drop kPa 30 38 44 54 53 69 89 89 89 89

40

Heating capacity kW 134.7 151.4 164.7 185.6 185.0 209.1 238.3 238.3 238.3 238.3
Power consumption kW 38.48 39.19 39.68 35.20 34.05 33.31 32.83 32.83 32.83 32.83
Evaporation side brine flow rate m3/h 32.1 36.9 40.8 49.9 50.0 50.0 50.0 50.0 50.0 50.0
Condensation side water flow rate m3/h 23.2 26.0 28.3 31.9 31.8 36.0 41.0 41.0 41.0 41.0
Evaporation side brine pressure drop kPa 155 194 224 309 297 295 282 269 257 244
Condensation side water pressure drop kPa 30 36 42 53 53 66 85 85 85 85

45

Heating capacity kW 126.8 145.9 160.0 189.0 180.0 204.5 232.9 232.9 232.9 232.9
Power consumption kW 41.82 42.74 43.39 40.28 37.22 37.27 36.99 36.99 36.99 36.99
Evaporation side brine flow rate m3/h 28.7 34.3 38.4 49.6 47.6 50.0 50.0 50.0 50.0 50.0
Condensation side water flow rate m3/h 21.8 25.1 27.5 32.5 31.0 35.2 40.1 40.1 40.1 40.1
Evaporation side brine pressure drop kPa 126 170 200 306 271 295 282 269 257 244
Condensation side water pressure drop kPa 26 34 40 55 50 64 81 81 81 81

50

Heating capacity kW 120.8 141.9 158.7 185.2 185.0 199.7 227.4 227.4 227.4 227.4
Power consumption kW 45.21 46.34 47.14 44.92 43.70 41.25 41.18 41.18 41.18 41.18
Evaporation side brine flow rate m3/h 24.4 30.3 35.0 47.2 47.4 50.0 50.0 50.0 50.0 50.0
Condensation side water flow rate m3/h 20.8 24.4 27.3 31.9 31.8 34.3 39.1 39.1 39.1 39.1
Evaporation side brine pressure drop kPa 95 135 169 279 269 295 282 269 257 244
Condensation side water pressure drop kPa 24 32 40 53 53 61 78 78 78 78

55

Heating capacity kW 114.7 136.0 152.8 183.3 183.9 194.6 221.5 221.5 221.5 221.5
Power consumption kW 48.79 50.12 51.08 49.76 47.65 45.31 45.44 45.44 45.44 45.44
Evaporation side brine flow rate m3/h 20.2 25.9 30.4 45.3 46.1 50.0 50.0 50.0 50.0 50.0
Condensation side water flow rate m3/h 19.7 23.4 26.3 31.5 31.6 33.5 38.1 38.1 38.1 38.1
Evaporation side brine pressure drop kPa 68 102 131 258 255 295 282 269 257 244
Condensation side water pressure drop kPa 22 30 37 52 52 58 74 74 74 74

0000007873.BOOK  40 ページ  ２０２５年７月２８日　月曜日　午後３時５２分



MEES25K006

ER
C

V-M
900YA

, ER
C

V-M
900YA

×2

 41

2. Product Data

2-1-2. Capacity table

ERCV-M900YA
EER for cooling [Water (SW6-10: OFF)]

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Evaporation side water flow rate 15.5 m3/h, Condensation side water flow rate 17.9 m3/h

Cooling capacity Condensation side 
water inlet temp. (°C)

Evaporation side water outlet temp. (°C)
4 7 10 15 20 25 30

90kW
(100%)

9 9.53 11.19 - - - - -
15 - 8.56 9.74 - - - -
20 - 7.08 8.16 10.60 - - -
25 - 5.96 6.76 8.61 8.61 - -
30 - 5.15 5.77 7.15 7.15 7.15 7.15
35 - - 4.93 5.96 5.96 5.96 5.96
40 - - 4.22 5.02 5.02 5.02 5.02
45 - - - 4.30 4.30 4.30 4.30
50 - - - 3.73 3.73 3.73 3.73

67.5kW
(75%)

9 11.38 14.42 - - - - -
15 8.30 10.06 12.05 - - - -
20 6.72 7.89 9.27 12.57 - - -
25 5.59 6.43 7.44 9.60 9.60 - -
30 4.78 5.43 6.19 7.75 7.75 7.75 7.75
35 4.10 4.59 5.16 6.32 6.32 6.32 6.32
40 3.51 3.90 4.34 5.24 5.24 5.24 5.24
45 3.04 3.35 3.71 4.42 4.42 4.42 4.42
50 - 2.91 3.21 3.79 3.79 3.79 3.79

45kW
(50%)

9 14.61 20.09 - - - - -
15 9.70 12.03 14.95 - - - -
20 7.48 8.91 10.74 15.36 - - -
25 6.02 6.99 8.18 11.08 11.08 - -
30 5.04 5.75 6.61 8.57 8.57 8.57 8.57
35 4.23 4.77 5.39 6.73 6.73 6.73 6.73
40 3.55 3.96 4.42 5.39 5.39 5.39 5.39
45 3.03 3.35 3.71 4.43 4.43 4.43 4.43
50 2.61 2.88 3.17 3.73 3.73 3.73 3.73

22.5kW
(25%)

9 14.71 20.45 - - - - -
15 9.74 12.16 15.10 - - - -
20 7.50 8.96 10.82 15.52 - - -
25 7.43 7.01 8.21 11.14 11.14 - -
30 5.31 5.78 6.64 8.65 8.65 8.65 8.65
35 4.37 4.79 5.40 6.76 6.76 6.76 6.76
40 3.49 3.81 4.43 5.40 5.40 5.40 5.40
45 2.88 3.15 3.41 4.45 4.45 4.45 4.45
50 2.42 2.65 2.90 3.74 3.74 3.74 3.74
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2. Product Data

ERCV-M900YA
COP for heating [Water (SW6-10: OFF)]

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Condensation side water flow rate 15.5 m3/h, Evaporation side water flow rate 21.5 m3/h

Heating capacity Evaporation side 
water inlet temp. (°C)

Condensation side water outlet temp. (°C)
20 25 30 35 40 45 50 55

90kW
(100%)

9 9.35 7.83 6.71 5.86 5.16 4.58 4.05 3.62
10 9.77 8.14 6.98 6.06 5.31 4.72 4.16 3.71
15 12.30 10.06 8.40 7.16 6.19 5.38 4.74 4.21
20 14.73 12.82 10.48 8.66 7.31 6.24 5.42 4.76
25 - 12.82 10.48 8.66 7.31 6.24 5.42 4.76
30 - - 10.48 8.66 7.31 6.24 5.42 4.76
35 - - - 8.66 7.31 6.24 5.42 4.76

77.5kW
(75%)

9 10.21 8.28 6.94 5.97 5.19 4.57 3.98 3.54
10 10.78 8.66 7.27 6.21 5.35 4.66 4.08 3.62
15 14.80 11.25 9.01 7.46 6.31 5.37 4.66 4.10
20 22.13 14.93 11.31 9.07 7.49 6.26 5.36 4.65
25 - 14.93 11.31 9.07 7.49 6.26 5.36 4.65
30 - - 11.31 9.07 7.49 6.26 5.36 4.65
35 - - - 9.07 7.49 6.26 5.36 4.65

45kW
(50%)

9 11.17 8.72 7.12 6.00 5.13 4.51 3.80 3.35
10 11.75 9.11 7.41 6.22 5.29 4.64 3.90 3.42
15 16.01 11.69 9.11 7.43 6.19 5.19 4.46 3.87
20 24.06 15.68 11.54 9.04 7.33 6.03 5.11 4.37
25 - 15.68 11.54 9.04 7.33 6.03 5.11 4.37
30 - - 11.54 9.04 7.33 6.03 5.11 4.37
35 - - - 9.04 7.33 6.03 5.11 4.37

22.5kW
(25%)

9 11.03 8.62 7.05 5.94 5.07 4.49 3.75 3.32
10 11.54 8.97 7.35 6.16 5.22 4.62 3.85 3.38
15 15.63 11.42 8.96 7.31 6.08 5.11 4.40 3.81
20 22.96 15.20 11.25 8.82 7.17 5.92 5.03 4.29
25 - 15.20 11.25 8.82 7.17 5.92 5.03 4.29
30 - - 11.25 8.82 7.17 5.92 5.03 4.29
35 - - - 8.82 7.17 5.92 5.03 4.29
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2. Product Data

ERCV-M900YA
EER for cooling [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Evaporation side brine flow rate 17.2 m3/h, Condensation side water flow rate 17.9 m3/h

Cooling capacity Condensation side 
water inlet temp. (°C)

Evaporation side brine outlet temp. (°C)
-10 -5 0 4 7 10 15 20 25 30

90kW
(100%)

9 - - - 9.53 11.19 - - - - -
15 - - - - 8.56 9.74 - - - -
20 - - - - 7.08 8.16 10.60 - - -
25 - - - - 5.96 6.76 8.61 8.61 - -
30 - - - - 5.15 5.77 7.14 7.14 7.14 7.14
35 - - - - - 4.93 5.96 5.96 5.96 5.96
40 - - - - - 4.22 5.02 5.02 5.02 5.02
45 - - - - - - 4.30 4.30 4.30 4.30
50 - - - - - - 3.73 3.73 3.73 3.73

67.5kW
(75%)

9 - 6.68 8.64 11.38 14.42 - - - - -
15 - - 6.68 8.30 10.06 12.05 - - - -
20 - - 5.56 6.72 7.89 9.27 12.57 - - -
25 - - 4.73 5.59 6.43 7.43 9.60 9.60 - -
30 - - 4.09 4.79 5.43 6.19 7.75 7.75 7.74 7.74
35 - - 3.57 4.10 4.59 5.16 6.32 6.32 6.32 6.32
40 - - - 3.51 3.90 4.34 5.23 5.23 5.23 5.23
45 - - - 3.04 3.35 3.71 4.42 4.42 4.42 4.42
50 - - - - 2.91 3.21 3.79 3.79 3.79 3.79

45kW
(50%)

9 5.98 7.60 10.25 14.61 20.09 - - - - -
15 4.70 5.80 7.39 9.70 12.03 14.95 - - - -
20 3.96 4.79 5.93 7.48 8.91 10.74 15.36 - - -
25 3.39 4.05 4.91 6.02 6.99 8.18 11.06 11.06 - -
30 2.94 3.47 4.15 5.04 5.75 6.61 8.57 8.57 8.57 8.57
35 2.59 3.03 3.57 4.23 4.77 5.39 6.73 6.73 6.73 6.73
40 - 2.51 3.01 3.55 3.96 4.42 5.39 5.39 5.39 5.39
45 - 2.10 2.57 3.03 3.35 3.71 4.43 4.43 4.43 4.43
50 - - 2.20 2.61 2.88 3.17 3.73 3.73 3.73 3.73

22.5kW
(25%)

9 8.62 10.56 14.61 14.71 20.45 - - - - -
15 5.94 6.94 8.86 9.74 12.16 15.10 - - - -
20 4.60 5.29 6.56 7.50 8.96 10.82 15.52 - - -
25 3.66 4.24 5.14 7.43 7.01 8.21 11.14 11.14 - -
30 3.00 3.48 4.17 5.31 5.78 6.64 8.65 8.65 8.65 8.65
35 2.51 2.95 3.49 4.37 4.79 5.40 6.74 6.74 6.74 6.74
40 1.98 2.34 2.83 3.49 3.81 4.43 5.40 5.40 5.40 5.40
45 1.59 1.91 2.34 2.88 3.15 3.41 4.45 4.45 4.45 4.45
50 1.27 1.59 1.97 2.42 2.65 2.90 3.74 3.74 3.74 3.74
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2. Product Data

ERCV-M900YA
COP for heating [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Condensation side water flow rate 13.8 m3/h, Evaporation side brine flow rate 19.1 m3/h

Heating capacity Evaporation side 
brine inlet temp. (°C)

Condensation side water outlet temp. (°C)
20 25 30 35 40 45 50 55

80kW
(100%)

-7 - - - - - - - -
-5 - - - - - - - -
0 6.54 5.69 5.03 4.50 4.04 3.62 - -
9 9.58 7.95 6.77 5.88 5.16 4.57 4.02 3.59

10 10.05 8.29 7.07 6.11 5.32 4.70 4.12 3.68
15 12.99 10.39 8.56 7.23 6.21 5.37 4.71 4.17
20 17.09 13.77 10.83 8.82 7.37 6.24 5.39 4.72
25 - 13.77 10.84 8.82 7.37 6.24 5.39 4.72
30 - - 10.84 8.82 7.37 6.24 5.39 4.72
35 - - - 8.82 7.37 6.24 5.39 4.72

60kW
(75%)

-7 5.27 4.62 4.10 3.68 3.32 2.89 - -
-5 5.62 4.89 4.32 3.86 3.46 3.06 2.72 2.41
0 6.69 5.71 4.96 4.38 3.90 3.44 3.15 2.80
9 10.58 8.46 7.02 5.99 5.18 4.54 3.93 3.49

10 11.21 8.88 7.33 6.21 5.34 4.65 4.03 3.57
15 14.89 11.26 8.97 7.43 6.28 5.33 4.60 4.03
20 22.22 15.04 11.34 9.04 7.43 6.19 5.28 4.58
25 - 15.04 11.34 9.04 7.43 6.19 5.28 4.58
30 - - 11.34 9.04 7.43 6.19 5.28 4.58
35 - - - 9.04 7.43 6.19 5.28 4.58

40kW
(50%)

-7 5.52 4.70 4.07 3.58 3.18 2.73 2.36 2.05
-5 5.85 4.96 4.27 3.76 3.32 2.89 2.52 2.19
0 6.92 5.76 4.90 4.26 3.74 3.25 2.92 2.56
9 11.20 8.71 7.07 5.94 5.07 4.46 3.73 3.28

10 11.83 9.09 7.38 6.15 5.22 4.58 3.83 3.35
15 15.81 11.53 8.99 7.33 6.11 5.11 4.38 3.79
20 23.39 15.33 11.30 8.85 7.18 5.93 5.02 4.30
25 - 15.33 11.30 8.85 7.18 5.93 5.02 4.30
30 - - 11.30 8.85 7.18 5.93 5.02 4.30
35 - - - 8.85 7.18 5.93 5.02 4.30

20kW
(25%)

-7 5.62 4.57 3.85 3.30 2.87 2.40 2.03 1.72
-5 5.78 4.72 4.06 3.46 2.99 2.57 2.16 1.84
0 5.38 4.44 2.95 3.89 3.40 2.85 2.55 2.14
9 11.05 8.58 6.99 5.87 5.00 4.44 3.68 3.25

10 11.63 8.97 7.30 6.10 5.14 4.57 3.77 3.31
15 15.38 11.24 8.81 7.19 5.99 5.03 4.32 3.72
20 22.22 14.81 10.99 8.62 7.02 5.80 4.94 4.21
25 - 14.81 10.99 8.62 7.02 5.80 4.94 4.21
30 - 14.81 10.99 8.62 7.02 5.80 4.94 4.21
35 - - 10.99 8.62 7.02 5.80 4.94 4.21
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2. Product Data

ERCV-M900YA × 2
EER for cooling [Water (SW6-10: OFF)]

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Evaporation side water flow rate 31.0 m3/h, Condensation side water flow rate 35.9 m3/h

Cooling capacity Condensation side 
water inlet temp. (°C)

Evaporation side water outlet temp. (°C)
4 7 10 15 20 25 30

180kW
(100%)

9 10.28 11.49 - - - - -
15 7.93 9.03 10.30 - - - -
20 - 7.54 8.73 11.17 - - -
25 - 6.32 7.19 9.20 9.20 - -
30 - 5.44 6.07 7.54 7.54 7.54 7.54
35 - - 5.19 6.30 6.30 6.30 6.30
40 - - 4.43 5.28 5.28 5.28 5.28
45 - - - 4.50 4.50 4.50 4.50
50 - - - 3.89 3.89 3.89 3.89

135kW
(75%)

9 12.40 16.00 - - - - -
15 8.91 10.80 12.97 - - - -
20 7.15 8.42 9.93 13.60 - - -
25 5.93 6.81 7.89 10.26 10.26 - -
30 5.02 5.69 6.48 8.13 8.13 8.13 8.13
35 4.32 4.82 5.42 6.65 6.65 6.65 6.65
40 3.69 4.08 4.54 5.48 5.48 5.48 5.48
45 3.19 3.51 3.87 4.61 4.61 4.61 4.61
50 - 3.04 3.34 3.93 3.93 3.93 3.93

90kW
(50%)

9 15.99 22.06 - - - - -
15 10.39 12.88 16.04 - - - -
20 7.94 9.47 11.48 16.25 - - -
25 6.35 7.38 8.66 11.70 11.70 - -
30 5.23 5.98 6.85 8.87 8.87 8.87 8.87
35 4.42 4.99 5.64 7.05 7.05 7.05 7.05
40 3.70 4.12 4.61 5.62 5.62 5.62 5.62
45 3.14 3.48 3.85 4.61 4.61 4.61 4.61
50 2.70 2.98 3.28 3.86 3.86 3.86 3.86

45kW
(25%)

9 14.56 20.27 - - - - -
15 9.66 12.03 15.00 - - - -
20 7.44 8.88 10.71 15.36 - - -
25 5.98 6.96 8.14 11.03 11.03 - -
30 6.24 5.73 6.59 8.57 8.57 8.57 8.57
35 4.61 4.75 5.36 6.69 6.69 6.69 6.69
40 3.68 4.36 4.39 5.35 5.35 5.35 5.35
45 3.02 3.39 3.69 4.40 4.40 4.40 4.40
50 2.54 2.83 3.11 3.70 3.70 3.70 3.70
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2. Product Data

ERCV-M900YA × 2
COP for heating [Water (SW6-10: OFF)]

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Condensation side water flow rate 31.0 m3/h, Evaporation side water flow rate 42.7 m3/h

Heating capacity Evaporation side 
water inlet temp. (°C)

Condensation side water outlet temp. (°C)
20 25 30 35 40 45 50 55

180kW
(100%)

9 9.73 8.10 6.92 6.01 5.28 4.69 4.12 3.68
10 10.19 8.43 7.17 6.21 5.44 4.84 4.23 3.85
15 12.81 10.41 8.68 7.36 6.34 5.49 4.83 4.28
20 14.74 13.06 10.86 8.91 7.49 6.37 5.51 4.83
25 - 13.06 10.86 8.91 7.49 6.37 5.51 4.83
30 - - 10.86 8.91 7.49 6.37 5.51 4.83
35 - - - 8.91 7.49 6.37 5.51 4.83

135kW
(75%)

9 10.74 8.64 7.19 6.15 5.33 4.70 4.06 3.60
10 11.36 9.04 7.48 6.36 5.49 4.79 4.17 3.72
15 15.77 11.80 9.36 7.69 6.48 5.50 4.76 4.17
20 24.24 15.75 11.74 9.34 7.68 6.41 5.46 4.72
25 - 15.75 11.74 9.34 7.68 6.41 5.46 4.72
30 - - 11.74 9.34 7.68 6.41 5.46 4.72
35 - - - 9.34 7.68 6.41 5.46 4.72

90kW
(50%)

9 11.86 9.16 7.42 6.22 5.30 4.65 3.91 3.42
10 12.53 9.58 7.71 6.43 5.46 4.77 4.01 3.50
15 17.41 12.48 9.62 7.76 6.44 5.38 4.59 3.97
20 26.87 16.95 12.23 9.49 7.67 6.30 5.29 4.52
25 - 16.95 12.23 9.49 7.67 6.30 5.29 4.52
30 - - 12.23 9.49 7.67 6.30 5.29 4.52
35 - - - 9.49 7.67 6.30 5.29 4.52

45kW
(25%)

9 10.82 8.47 6.92 5.83 4.98 4.41 3.68 3.26
10 11.36 8.82 7.22 6.06 5.13 4.54 3.78 3.32
15 15.36 11.25 8.79 7.18 5.97 5.02 4.32 3.74
20 22.61 15.00 11.03 8.67 7.03 5.81 4.94 4.21
25 - 15.00 11.03 8.67 7.03 5.81 4.94 4.21
30 - - 11.03 8.67 7.03 5.81 4.94 4.21
35 - - - 8.67 7.03 5.81 4.94 4.21
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2. Product Data

ERCV-M900YA × 2
EER for cooling [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Evaporation side brine flow rate 34.5 m3/h, Condensation side water flow rate 35.9 m3/h

Cooling capacity Condensation side 
water inlet temp. (°C)

Evaporation side brine outlet temp. (°C)
-10 -5 0 4 7 10 15 20 25 30

180kW
(100%)

9 - - - 10.29 11.49 - - - - -
15 - - - 7.89 9.03 10.30 - - - -
20 - - - - 7.54 8.73 11.17 - - -
25 - - - - 6.32 7.19 9.19 9.19 - -
30 - - - - 5.44 6.07 7.54 7.53 7.53 7.53
35 - - - - - 5.19 6.30 6.30 6.30 6.30
40 - - - - - 4.43 5.28 5.28 5.28 5.28
45 - - - - - - 4.50 4.50 4.50 4.50
50 - - - - - - 3.89 3.89 3.89 3.89

135kW
(75%)

9 - 7.17 9.34 12.40 16.00 - - - - -
15 - - 7.14 8.92 10.80 12.97 - - - -
20 - - 5.91 7.15 8.42 9.93 13.58 - - -
25 - - 5.01 5.93 6.81 7.89 10.26 10.25 - -
30 - - 4.31 5.02 5.69 6.48 8.12 8.12 8.12 8.12
35 - - 3.75 4.32 4.82 5.42 6.65 6.65 6.65 6.65
40 - - - 3.69 4.08 4.54 5.48 5.48 5.48 5.48
45 - - - 3.19 3.51 3.87 4.61 4.61 4.61 4.61
50 - - - - 3.04 3.34 3.93 3.93 3.93 3.93

90kW
(50%)

9 6.40 8.16 11.14 15.99 22.06 - - - - -
15 5.00 6.16 7.92 10.39 12.88 16.04 - - - -
20 4.19 5.06 6.30 7.94 9.47 11.48 16.25 - - -
25 3.58 4.26 5.18 6.35 7.38 8.66 11.70 11.70 - -
30 3.10 3.64 4.35 5.24 5.98 6.85 8.87 8.87 8.87 8.87
35 2.72 3.17 3.74 4.43 4.99 5.64 7.05 7.05 7.05 7.05
40 - 2.62 3.13 3.70 4.12 4.61 5.61 5.61 5.61 5.61
45 - 2.18 2.65 3.14 3.48 3.85 4.60 4.60 4.60 4.60
50 - - 2.26 2.70 2.98 3.28 3.86 3.86 3.86 3.86

45kW
(25%)

9 8.82 11.17 10.16 14.56 20.18 - - - - -
15 6.13 7.45 10.69 9.66 12.03 14.95 - - - -
20 4.77 5.70 7.59 7.44 8.88 10.71 15.36 - - -
25 3.81 4.52 5.78 5.98 6.94 8.12 11.03 11.03 - -
30 3.11 3.70 4.60 6.25 5.73 6.58 8.57 8.57 8.57 8.57
35 2.62 3.12 3.82 4.62 4.74 5.35 6.69 6.69 6.69 6.69
40 2.09 2.50 3.06 3.68 4.36 4.39 5.34 5.34 5.34 5.34
45 1.69 2.04 2.51 3.03 3.39 3.68 4.40 4.40 4.40 4.40
50 1.36 1.70 2.09 2.54 2.83 3.11 3.70 3.70 3.70 3.70
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2. Product Data

ERCV-M900YA × 2
COP for heating [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Condensation side water flow rate 27.5 m3/h, Evaporation side brine flow rate 38.4 m3/h

Heating capacity Evaporation side 
brine inlet temp. (°C)

Condensation side water outlet temp. (°C)
20 25 30 35 40 45 50 55

160kW
(100%)

-7 - - - - - - - -
-5 - - - - - - - -
0 6.87 5.94 5.21 4.63 4.14 3.69 - -
9 10.03 8.26 7.00 6.05 5.29 4.68 4.09 3.65

10 10.53 8.61 7.26 6.25 5.45 4.83 4.20 3.80
15 13.64 10.80 8.86 7.44 6.37 5.49 4.79 4.23
20 17.32 14.23 11.25 9.09 7.56 6.37 5.48 4.78
25 - 14.23 11.25 9.09 7.56 6.37 5.48 4.78
30 - - 11.25 9.09 7.56 6.37 5.48 4.78
35 - - - 9.09 7.56 6.37 5.48 4.78

120kW
(75%)

-7 5.48 4.78 4.22 3.77 3.39 2.93 - -
-5 5.85 5.06 4.45 3.96 3.54 3.10 2.75 2.44
0 7.00 5.93 5.13 4.51 4.00 3.52 3.19 2.83
9 11.23 8.87 7.30 6.20 5.34 4.69 4.02 3.56

10 11.89 9.32 7.61 6.41 5.50 4.80 4.12 3.65
15 15.89 11.82 9.34 7.68 6.46 5.47 4.71 4.11
20 24.34 15.89 11.79 9.32 7.63 6.34 5.38 4.65
25 - 15.89 11.79 9.32 7.63 6.34 5.38 4.65
30 - - 11.79 9.32 7.63 6.34 5.38 4.65
35 - - - 9.32 7.63 6.34 5.38 4.65

80kW
(50%)

-7 5.80 4.91 4.24 3.72 3.30 2.81 2.45 2.15
-5 6.16 5.18 4.46 3.90 3.44 2.98 2.60 2.28
0 7.38 6.08 5.15 4.45 3.90 3.38 3.01 2.64
9 12.12 9.27 7.46 6.23 5.30 4.63 3.88 3.38

10 12.84 9.71 7.76 6.44 5.46 4.75 3.97 3.46
15 17.39 12.42 9.58 7.74 6.43 5.36 4.55 3.92
20 26.49 16.63 11.99 9.32 7.55 6.19 5.20 4.45
25 - 16.63 11.99 9.32 7.55 6.19 5.20 4.45
30 - - 11.99 9.32 7.55 6.19 5.20 4.45
35 - - - 9.32 7.55 6.19 5.20 4.45

40kW
(25%)

-7 5.84 4.83 4.08 3.51 3.06 2.63 2.24 1.92
-5 6.16 5.08 4.29 3.70 3.22 2.81 2.40 2.07
0 6.66 5.55 4.73 4.12 3.60 3.12 2.80 2.39
9 10.84 8.44 6.87 5.76 4.91 4.36 3.61 3.19

10 11.40 8.79 7.18 6.00 5.05 4.48 3.71 3.25
15 15.09 11.05 8.66 7.07 5.87 4.93 4.24 3.66
20 21.98 14.49 10.78 8.47 6.88 5.68 4.85 4.14
25 - 14.49 10.78 8.47 6.88 5.68 4.85 4.14
30 - 14.49 10.78 8.47 6.88 5.68 4.85 4.14
35 - - 10.78 8.47 6.88 5.68 4.85 4.14
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2. Product Data

2-1-3. Correction by water flow rate

ERCV-M900YA

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Evaporation side water flow rate [m3/h] Evaporation side water flow rate [m3/h]

Cooling [Water (SW6-10: OFF)]
Condensation side water inlet temperature 30°C
Evaporation side water outlet temperature 7°C

Condensation side water flow rate [m3/h] Condensation side water flow rate [m3/h]

Heating [Water (SW6-10: OFF)]
Evaporation side water inlet temperature 10°C
Condensation side water outlet temperature 45°C
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2. Product Data

ERCV-M900YA

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Evaporation side brine flow rate [m3/h] Evaporation side brine flow rate [m3/h]

Cooling [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Condensation side water inlet temperature 30°C
Evaporation side brine outlet temperature 7°C

Condensation side water flow rate [m3/h] Condensation side water flow rate [m3/h]

Heating [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Evaporation side brine inlet temperature 0°C
Condensation side water outlet temperature 45°C
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2. Product Data

ERCV-M900YA × 2

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Evaporation side water flow rate [m3/h] Evaporation side water flow rate [m3/h]

Cooling [Water (SW6-10: OFF)]
Condensation side water inlet temperature 30°C
Evaporation side water outlet temperature 7°C

Condensation side water flow rate [m3/h] Condensation side water flow rate [m3/h]

Heating [Water (SW6-10: OFF)]
Evaporation side water inlet temperature 10°C
Condensation side water outlet temperature 45°C
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2. Product Data

ERCV-M900YA × 2

* When making a calculation under the temperature conditions other than the ones listed here, use the calculation sheet.
Calculation sheet is available for download from NEXT2 at http://next2.lic.idc-t.melco.co.jp/cgi-melco/cdl.cgi?key=inp49576.

Evaporation side brine flow rate [m3/h] Evaporation side brine flow rate [m3/h]

Cooling [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Condensation side water inlet temperature 30°C
Evaporation side brine outlet temperature 7°C

Condensation side water flow rate [m3/h] Condensation side water flow rate [m3/h]

Heating [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
Evaporation side brine inlet temperature 0°C
Condensation side water outlet temperature 45°C
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2. Product Data

2-1-4. Water pressure drop
ERCV-M900YA
[Water (SW6-10: OFF)]

ERCV-M900YA
[Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
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2. Product Data

ERCV-M900YA × 2
[Water (SW6-10: OFF)]

ERCV-M900YA × 2
[Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
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2. Product Data

2-1-5. Characteristics of the brine

Brine concentration is decided by the freezing temperature. First, it is necessary to decide the freezing temperature and 
find out brine concentration which will correspond to the freezing temperature.
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The graph was referred from chemical company data.  
But Freezing Temperature condition will be slightly different based on each company.  
Please confirm detail data to the chemical company directly.  
It is recommended to set the brine concentration to a percentage that will keep the freezing
temperature at -18deg°C or less.  
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2. Product Data

2-1-6. Operation temperature range
Cooling mode [Water (SW6-10: OFF)]

ERCV-M900YA [Capacity priority/Efficiency priority]
ERCV-M900YA × 2 [Capacity priority/Efficiency priority]
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Heating mode [Water (SW6-10: OFF)]

ERCV-M900YA [Capacity priority]
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2. Product Data

Cooling mode [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]

ERCV-M900YA
ERCV-M900YA × 2
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Heating mode [Brine: Ethylene glycol 35 wt% (SW6-10: ON)]
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2. Product Data

2-2. Sound pressure levels
Measurement condition

ERCV-M900YA

Sound pressure level
The following values are the planned value.

* The above values are obtained by converting the values measured in location with less echo sound to the anechoic room level.
The values could be larger than those values if the operating conditions are different or the measuring location is affected by echo sound.
(It could be roughly 4 dB to 6 dB higher though it depends on the installation conditions.) 
Regarding the installation, consider the effect of echo sound, implement soundproof treatment as necessary.

* Under normal cooling conditions at evaporation side water/brine inlet temp. 12°C (53.6°F) outlet temp. 7°C (44.6°F) condensation side water inlet 
temp. 30°C (86°F) outlet temp. 35°C (95°F)

<Left surface: D>

<Opposite side of service surface: B>

1.0m

1.5m

1.0m

1.5m

Unit operating condition: Full load operation
(Around the unit must be completely free)

<Service surface: A>

<Right surface: C>

Sound pressure level dB <A> (anechoic room level)

Measurement location ERCV-M900YA

Capacity change mode Capacity priority Efficiency priority

Service surface: A 53 48

Opposite side of service surface: B 57 50

Right surface: C 54 47

Left surface: D 53 47
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2. Product Data

Measurement condition
ERCV-M900YA × 2

Sound pressure level
The following values are the planned value.

* The above values are obtained by converting the values measured in location with less echo sound to the anechoic room level.
The values could be larger than those values if the operating conditions are different or the measuring location is affected by echo sound.
(It could be roughly 4 dB to 6 dB higher though it depends on the installation conditions.) 
Regarding the installation, consider the effect of echo sound, implement soundproof treatment as necessary.

* Under normal cooling conditions at evaporation side water/brine inlet temp. 12°C (53.6°F) outlet temp. 7°C (44.6°F) condensation side water inlet 
temp. 30°C (86°F) outlet temp. 35°C (95°F)

<Left surface: D>

<Opposite side of service surface: B>

1.0m

1.5m

1.0m

1.5m

Unit operating condition: Full load operation
(Around the unit must be completely free)

<Service surface: A>

<Right surface: C>

Sound pressure level dB <A> (anechoic room level)

Measurement location ERCV-M900YA × 2

Capacity change mode Capacity priority Efficiency priority

Service surface: A 56 51

Opposite side of service surface: B 60 53

Right surface: C 57 50

Left surface: D 56 50
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2. Product Data

ERCV-M900YA (Capacity priority mode) 

Service surface Left surface

Opposite side of service surface Right surface
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Approximate minimum
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continuous noise
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2. Product Data

ERCV-M900YA (Efficiency priority mode)

Service surface Left surface

Opposite side of service surface Right surface
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2. Product Data

2-3. Vibration levels

ERCV-M900YA

Opposite side of service surface

Unit

Front (service surface)

Left side surface Right side surface

Z

Y
X

X Y Z
A
B
C
D

30
31
35
37

54
28
25
49

32
8
7
18

Note

Right side surface

Opposite side of service surface

Left side surface

Front (Service side)

A

B C

D

0000007873.BOOK  62 ページ  ２０２５年７月２８日　月曜日　午後３時５２分



MEES25K006

ER
C

V-M
900YA

, ER
C

V-M
900YA

×2

 63

3. Installation
3. Installation3-1. Selecting the Installation Site
3-1-1. Installation Conditions

Select the installation site in consultation with the client.
This product is for exclusive use in a machine room with a ventilation equipment.
Select a site to install the unit that meets the following conditions:

• Appliances are not accessible to the general public.
• Limit the installation to a place where the general public cannot touch the product.
• The unit will not be subject to heat from other heat sources.
• A site does not cause a trouble by the noise from the unit.
• Water from the unit can be drained properly.
• The space requirements (specified on page 64) are met.
• Do not install this product in a location where water or dust can enter.

Weight

Net weight (kg) Operating weight (kg)

473430ERCV

962863ERCV × 2
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3. Installation

3-1-2. Installation Space Requirement

1. Single unit installation

(1) Required space

ERCV-M900YA

(SERVICE SPACE)

(SERVICE SPACE)

(SERVICE SPACE)

(SERVICE 
SPACE)

SERVICE SIDE

1500 (1290) 1000

50
0

(7
80

)
50

0

50
0

(9
18

)

500 (780) 500

<TOP VIEW><FRONT VIEW>

(Unit: mm)

ERCV-M900YA × 2

(SERVICE SPACE)

(SERVICE SPACE)

(SERVICE SPACE)

(SERVICE 
SPACE)

SERVICE SIDE

1500 (1290) 1000

50
0

(7
80

)
50

0

50
0

(1
83

6)

500 (780) 500
<TOP VIEW>

<FRONT VIEW>

(Unit: mm)
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3. Installation

This unit is for exclusive use in a machine room with ventilation equipment. 
As shown in the figure below, install the unit in a machine room with ventilation equipment.
*The requirements listed below were established based on IEC60335-2-40 (ver.6) and ISO5149 (2014).

<Regulatory requirements for mechanical ventilation>
1) Mechanical ventilation shall be operated continuously or be switched on by the refrigerant detection system.

<IEC/GG.11.3.4><ISO-3/6.3.3.3>
2) During the continuous operation of the fan, the airflow shall be detected or monitored continuously. If the airflow is 

reduced, the unit operation shall be stopped, or alarm shall be turned on. <IEC/GG.8.3.1>
3) When the ventilation system is interlocked with the sensor, even if the detcted value of concentration becomes 

lower than the one for alert, the ventilation system shall continue to operate more than 5 minutes after the 
detection and air conditioning unit shall stop operation. <IEC/GG.8.3.1>

4) Air volume of ventilation <ISO-3/6.3.3.1>
Q = 10/RCL (Refrigerant Concentration Limit)  164 m3/h

5) The position of the mechanical ventilation openings <IEC/GG.11.3.3><ISO-3/5.13.1><ISO-3/5.13.5>
<ISO-3/6.3.3.2>
The upper edge of the ventilation opening shall be located equal or below the refrigerant release point.
For floor standing units, the lower edge of the opening shall be more than 100 mm above the floor.
The exhaust ventilation openings shall be located a sufficient distance from intake openings to prevent 
re-circulation to the occupied space.

6) (For machinery room) Ventilation route shall be designed to avoid leakage of refrigerant to the neighbouring rooms, 
corridors and so on. <ISO-3/5.2>

7) (For machinery room) Exterior openings shall not be situated within 2 m of building emergency exit staircases or 
other building openings, e.g. windows, doors, ventilation inlets, etc. <ISO-3/5.7>

8) (For machinery room) The ventilation system shall be independent of any other ventilation system. <ISO-3/5.13.1>
9) The air conditioner and mechanical ventilation shall use different electrical power supply. <ISO-3/7.2 and 8.2>

Supply

(Continuously) 
Mechanical ventilation

Exhaust

<Machinery room> <Machinery room>

(Continuously) 
Mechanical ventilation
Exhaust

Supply

The mechanical 
ventilation mustn't 
be installed in the 
higher postition in 
the room.

<Machinery room>

Good

Bad

Bad

A mechanical ventilation 
must be installed in the 
room.

* The same installation restrictions apply to ERCV-M900YA × 2.
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3. Installation

3-2. Unit Installation

Units should be installed only by personnel certified by Mitsubishi Electric.

3-2-1. Product suspension method

• If transporting the product suspended, use the two suspension sections at the front and rear. 
• Always feed rope through the four suspension sections so that the unit is not subjected to shocks. 
• Use two ropes that are 6 m or longer. (Use four ropes that are 3 m or longer.)
• Use suspension equipment that is capable of supporting the weight of the product. 
• Always suspend the product in four sections. (do not suspend the product two sections as this is dangerous) 
• Use the appropriate protective pads to ensure that the rope does not rub against the outer panel. 
• Refer to the sections "Center of Gravity" (page 14), and suspend the unit while taking care to prevent a deviated 

center of gravity.

 Warning:
• Lift the unit by placing the slings at designated locations. Support the unit securely at four points to keep 

it from slipping and sliding. If the unit is not properly supported, it may fall and cause personal injury.

Protective pads

1.8 m or more

Unit

Use protective pads where the unit 
comes in contact with the shackles.

6 m or longer × 2 ropes
(3 m or longer × 4 ropes)

Plate suspension fittings
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3. Installation

3-2-2. Installation on foundation

• Securely fix the unit with bolts to keep the unit from falling down during earthquakes.
• Install the unit on a foundation made of concrete or iron.
• Noise and vibrations from the unit may be transmitted through the floor and walls. Provide adequate protection 

against noise and vibration. (Such as using damper pads)

 Warning:
• Be sure to install the unit on a surface strong enough to withstand its weight to keep the unit from falling 

down and causing injury.
• Provide adequate protection against earthquakes. Improper installation may cause the unit to fall down, 

resulting in personal injury.

When building the foundation, take the floor strength, and piping and wiring routes into consideration.
When using damper pads, be sure to attach them to all corners of the unit.

Unit

Damper pad

Adhesive

[Enlarged view]

Base frame

Bolt size Number

M12 4

1244 (MOUNTING PITCH)

2×16×20 HOLES
ANCHOR BOLT SIZE: M12

SECTION SHOWS THE UNIT SURFACE TOUCHING THE FOUNDATION.

65
0

(M
O

U
N

TI
N

G
 P

IT
C

H
)

(50) 1190 50 (6
5)

65

2373
73

(23)

63
4

2×ø16 HOLES
ANCHOR BOLT SIZE: M12

SERVICE SIDE

(Unit: mm)
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4. System Design
4. System Design4-1. Water Pipe Installation
4-1-1. Schematic Piping Diagram and Piping System Components

<1> Water circuit

Please build the condensation side and evaporation side 
water circuits so that it is a closed system.

Do not use water directly for showers or other applications.
Do not allow other heat source water to mix with the water 
circuit.
Build a water circuit as inlet water temperature fluctuation is 
within 5ºC/10 minutes.

Union joints/flange joints Required to allow for a replacement of equipment.
Thermometer Required to check the performance and monitor the operation of the units.
Water pressure gauge Recommended for checking the operation status.

.retsujda wolf eht fo gninaelc ro tnemecalper a rof wolla ot deriuqeRevlaV
Flexible joint Recommended to prevent the noise and vibration from the pump from being transmitted.

Pump Use a pump that is large enough to compensate for the total water pressure loss and 
supply sufficient water to the unit.

Automatic air vent valve

Install automatic air vent valves where air accumulates.
Even in the case of a failure of the water-side heat exchanger in the unit, the refrigerant 
may leak from the automatic air vent valve. 
To prevent accidents resulted from refrigerant leakage, install the unit where leaked 
refrigerant will not accumulate, such as outdoors.

Closed expansion tank Install a closed expansion tank to accommodate expanded water and to supply water.
.noitalusni etauqeda edivorp dna ,gnigrup ria ysae rof wolla taht sepip esUepip retaW

.gnicivres rof deniard eb nac retaw taht os sevlav niard llatsnIevlav niarD

Strainer Install a strainer near the unit to keep foreign materials from entering the water-side 
head exchanger.

Flow switch Required to protect the unit.

Drain pipe

Install the drain pipe with a downward inclination of between 1/100 and 1/200. To 
prevent drain water from freezing in winter, install the drain pipe as steep an angle as 
practically possible and minimize the straight line.
For cold climate installation, take an appropriate measure (e.g., drain heater) to prevent 
the drain water from freezing.

Check valve Required to prevent the backward flow.

Safety valve

Install a safety valve near the closed expansion tank.
Even in the case of a failure of the water-side heat exchanger in the unit, the refrigerant 
may leak from the safety valve. 
To prevent accidents resulted from refrigerant leakage, install the unit where leaked 
refrigerant will not accumulate, such as outdoors.

Indicates the direction of 
the flow.

Unit

Condensation side 
heat exchanger

Cooling
Cooling tower etc

Heating
Air conditioning
Floor heating etc

Evaporation side 
heat exchanger

Cooling
Air conditioning etc

Heating
Heat source: 
exhaust heat etc
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4. System Design

4-1-2. Water piping attachment

ERCV-M900YA

Groove specifications

Evaporation side water inlet

Evaporation side water outlet

Condensation side 
water outlet

Condensation side 
water inlet

<Opposite side of service side>

The dimension of the groove pipe at 
the chiller side

N

WL

Gd

R

Groove detail
C0.5 C0.5

(Unit: mm)
Pipe size

2-1/2B (65A)
d ø76.1

G ø72.2 + 0
– 0.4

W 8.7 + 0
– 0.7

L 15.88 + 0
– 0.7

N 50

R 1.0
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4. System Design

ERCV-M900YA × 2

Groove specifications

Evaporation side water inlet

Evaporation side water outlet

Condensation side 
water outlet

Condensation side 
water inlet

<Opposite side of service side>

The dimension of the groove pipe at 
the chiller side

N

WL

Gd

R

Groove detail
C0.5 C0.5

(Unit: mm)
Pipe size

2-1/2B (65A)
d ø76.1

G ø72.2 + 0
– 0.4

W 8.7 + 0
– 0.7

L 15.88 + 0
– 0.7

N 50

R 1.0

0000007873.BOOK  70 ページ  ２０２５年７月２８日　月曜日　午後３時５２分



MEES25K006

ER
C

V-M
900YA

, ER
C

V-M
900YA

×2

 71

4. System Design

4-1-3. Notes on pipe corrosion

Water treatment and water quality control
Poor-quality circulating water can cause scale build-up and corrosion in the water-side heat exchanger, reducing 
heat-exchange performance. Properly control the quality of the circulating water.

• Removing foreign objects and impurities in the pipes 
During installation, keep foreign objects, such as welding and sealant fragments and rust, out of the pipes.

• Water Quality Control
(1) Poor-quality water can corrode or scale up the heat exchanger. Regular water treatment is recommended.

Water circulation systems using open heat storage tanks are particularly prone to corrosion.
When using an open heat storage tank, install a water-to-water heat exchanger, and use a closed-loop circuit. 
If a water supply tank is installed, keep contact with air to a minimum, and keep the level of dissolved oxygen in 
the water no higher than 1 mg/ .

(2) Water quality standard

Reference: Guideline of Water Quality for Refrigeration and Air Conditioning Equipment. (JRA GL02E-1994)

(3) Please consult with a water quality control specialist about water quality control methods and water quality 
calculations before using anti-corrosive solutions for water quality management.

(4) When replacing an air conditioner (including when only the heat exchanger is replaced), first analyze the water 
quality and check for possible corrosion.
Corrosion can occur in water systems in which there has been no signs of corrosion. If the water quality level 
has dropped, adjust the water quality before replacing the unit.

Items

Lower mid-range temperature water system

Water Temp.  60ºC

Higher mid-range temperature water system

Water Temp. > 60ºC
Tendency

Recirculating water Make-up water Recirculating water Make-up water Corrosive Scale-
forming

Standard 
items

pH (25°C) 7.0 - 8.07.0 - 8.07.0 - 8.07.0 - 8.0

Electric conductivity (mS/m) (25°C) 30 or less 30 or less 30 or less 30 or less

(μs/cm) (25°C) [300 or less] [300 or less] [300 or less] [300 or less]

Chloride ion (mg Cl-/ ) 50 or less 50 or less 30 or less 30 or less

Sulfate ion (mg SO42-/ ) 50 or less 50 or less 30 or less 30 or less

Acid consumption
50 or less 50 or less 50 or less 50 or less

(pH4.8) (mg CaCO3/ )

Total hardness (mg CaCO3/ ) 70 or less 70 or less 70 or less 70 or less

Calcium hardness (mg CaCO3/ ) 50 or less 50 or less 50 or less 50 or less

Ionic silica (mg SiO2/ ) 30 or less 30 or less 30 or less 30 or less

Reference 
items

/eF gm(norI ) 1.0 or less 0.3 or less 1.0 or less 0.3 or less

Copper (mg Cu/ ) 1.0 or less 0.1 or less 1.0 or less 0.1 or less

Sulfide ion (mg S2-/ ) Not to be detected Not to be detected Not to be detected Not to be detected

Ammonium ion (mg NH4
+/ ) 0.3 or less 0.1 or less 0.1 or less 0.1 or less

Residual chlorine (mg Cl/ ) 0.25 or less 0.3 or less 0.1 or less 0.3 or less

Free carbon dioxide (mg CO2/ ) 0.4 or less 4.0 or less 0.4 or less 4.0 or less

————xedni ytilibats renzyR
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4. System Design

(5) Suspended solids in the water
Sand, pebbles, suspended solids, and corrosion products in water can damage the heating surface of the heat 
exchanger and cause corrosion. Install a good quality strainer (20 mesh or more) at the inlet of the unit to filter 
out suspended solids.

Removing foreign substances from the water system
Consider installing a settlement tank or a bypass strainer to remove foreign substances from the water system.
Select a strainer capable of handling two to three percent of the circulating water. The figure below shows a 
sample system with a bypass strainer.

(6) Connecting pipes made from different materials
If different types of metals are placed in direct contact with each other, the contact surface will corrode.
Install an insulating material between pipes that are made of different materials to keep them out of direct 
contact with each other.

(7) Piping material 
Use hot water output piping material that can withstand heat of 65°C or more. Use hot water input piping 
material that can withstand the maximum input water temperature. All piping must be made of SUS or similar 
material to withstand corrosion.
When considering reusing the existing piping, check for rust. Replace the piping if it is severely rusted. 

Load system unit

Heat pump unit

Strainer (20 mesh or its equivalent)

Evaporation side
/Condensation side pump

Bypass strainer (100 mesh or its equivalent) 

Tank
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4. System Design

4-1-4. Installing the Strainer and Flow Switch

<1> Installing the strainer
Install a strainer on the inlet pipe near the unit to filter out suspended solids and prevent clogging or corrosion of the 
heat exchanger.
Install a strainer in a way that allows for easy access for cleaning, and instruct the user to clean it regularly.
Operating the units with a clogged strainer may cause the units to make an abnormal stop.
Select a location to install a strainer, taking into consideration the installation angle, insulation thickness, and 
maintenance space.

* The figure shows an example of strainer installation on the condensation side. Take the same procedure for the evaporation 
side.

<2> Installing a flow switch

Install a flow switch that meets the following specifications on the water pipe. 
Connect the flow switch to the flow switch contact on the unit.

Evaporation side water
Minimum flow rate = 7.7 m3/h (128 L/min)

*SW6-10: ON (Brine setting): 28.7 m3/h
Unit usage range (water flow rate): 7.7 - 25.8* m3/h

Condensation side water
Minimum flow rate = 4.5 m3/h (75 L/min)
Unit usage range (water flow rate): 4.5 - 30.0 m3/h

>etis noitcurtsnoC<>tinU<

Air vent valve

OutletCondensation 
side heat 

exchanger

Housing joint

Drain valve

Inlet

Water

Strainer (20 mesh or more)
(Not supplied)

Water

On-site piping

On-site piping

ERCV-M900YA

ERCV-M900YA × 2
Install a flow switch that meets the following specifications on the water pipe. 
Connect the flow switch to the flow switch contact on the unit.

Evaporation side water
Minimum flow rate = 15.4 m3/h (256 L/min)
Unit usage range (water flow rate): 15.4 - 50.0 m3/h

Condensation side water
Minimum flow rate = 9.0 m3/h (150 L/min)
Unit usage range (water flow rate): 9.0 - 50.0 m3/h
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4. System Design

4-1-5. Ensuring enough water in the water circuit

ERCV-M900YA
<1> Required amount of water (for single unit)

If the amount of water in the water circuit (circulating water circuit) is insufficient, the unit operation hours may 
become shorter or the amount of water temperature change to be controlled may become extremely large. Refer to 
the table below for the minimum amount of water required in the circuit. If the water pipe is too short to keep enough 
amount of water, install a cushion tank in the water pipe to ensure enough amount of water.

(1) Calculating the required amount of water in the water circuit

The required amount of water in the water circuit can be obtained from the following formula.

(Required amount of water in the water circuit) = (Amount of water that can be held in the water pipe) + (Amount of 
water that can be held in the heat source unit) + (Amount of water that can be held in the load-side unit)

The amount of water that can be held per meter of the water pipe ( /m)

The amount of water that can be held in the heat source unit ( )

(2) Inlet/Outlet pipe connection size and material

The table below shows the inlet/outlet pipe connection size.

Inlet/Outlet pipe connection size

<2> Required amount of water (for multiple units)

Model Minimum amount of evaporation side water ( ) Minimum amount of condensation side water ( )

053003AY009M-VCRE

Pipe size

2 1/2B (65A) 3B (80A) 4B (100A) 5B (125A) 6B (150A) 8B (200A)

3.77 5.16 8.87 13.23 18.91 32.44

Model Evaporation side Condensation side

5281AY009M-VCRE

Inlet pipe connection
(Evaporation side/Condensation side)

Outlet pipe connection
(Evaporation side/Condensation side)

65A housing type joint
(Field-supplied housing joint)

65A housing type joint
(Field-supplied housing joint)

When one unit is in operation during low load by the function 
to control the number of units in operation

The total amount of water required by the system is 
equivalent to the amount for one unit (value for a single 
unit)

When there are no changes in the number of units in 
operation during low load by the function to control the 
number of units in operation (simultaneous operation control)

The total amount of water required by the system is 
equivalent to the amount for the total number of units

Evaporation side

Condensation side Condensation side

Evaporation side
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4. System Design

<1> Required amount of water (for single unit)
If the amount of water in the water circuit (circulating water circuit) is insufficient, the unit operation hours may 
become shorter or the amount of water temperature change to be controlled may become extremely large. Refer to 
the table below for the minimum amount of water required in the circuit. If the water pipe is too short to keep enough 
amount of water, install a cushion tank in the water pipe to ensure enough amount of water.

(1) Calculating the required amount of water in the water circuit

The required amount of water in the water circuit can be obtained from the following formula.

(Required amount of water in the water circuit) = (Amount of water that can be held in the water pipe) + (Amount of 
water that can be held in the heat source unit) + (Amount of water that can be held in the load-side unit)

The amount of water that can be held per meter of the water pipe ( /m)

The amount of water that can be held in the heat source unit ( )

(2) Inlet/Outlet pipe connection size and material

The table below shows the inlet/outlet pipe connection size.

Inlet/Outlet pipe connection size

<2> Required amount of water (for multiple units)

Model Minimum amount of evaporation side water ( ) Minimum amount of condensation side water ( )

007006ERCV-M900YA × 2

Pipe size

2 1/2B (65A) 3B (80A) 4B (100A) 5B (125A) 6B (150A) 8B (200A)

3.77 5.16 8.87 13.23 18.91 32.44

Model Evaporation side Condensation side

6534ERCV-M900YA × 2

Inlet pipe connection
(Evaporation side/Condensation side)

Outlet pipe connection
(Evaporation side/Condensation side)

65A housing type joint
(Field-supplied housing joint)

65A housing type joint
(Field-supplied housing joint)

When one unit is in operation during low load by the function 
to control the number of units in operation

The total amount of water required by the system is 
equivalent to the amount for one unit (value for a single 
unit)

When there are no changes in the number of units in 
operation during low load by the function to control the 
number of units in operation (simultaneous operation control)

The total amount of water required by the system is 
equivalent to the amount for the total number of units

Evaporation side

Condensation side Condensation side

Evaporation side

ERCV-M900YA × 2
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4. System Design

4-1-6. Water Piping Size and Location

39
7

21
0

224 332
390

52
1

39
7

32
91

8
39

7
21

0

224 332
39032

ERCV-M900YA

Evaporation side water inlet
65A housing type joint

Evaporation side water outlet
65A housing type joint

Condensation side water outlet
65A housing type joint

Condensation side water inlet
65A housing type joint

<Opposite side of service side>

(Unit: mm)

ERCV-M900YA × 2

Evaporation side water inlet
65A housing type joint

Evaporation side water outlet
65A housing type joint

Condensation side water outlet
65A housing type joint

Condensation side water inlet
65A housing type joint

<Opposite side of service side>

(Unit: mm)
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5. Wiring Design
5. Wiring Design5-1. System Configurations

The system must be configured only by personnel certified by Mitsubishi Electric.

5-1-1. Schematic Diagrams of Individual and Multiple Units Connection Systems

ERCV-M900YA

(1) Individual system

(2) Multiple units connection system (Max 24 units)

Refer to the sections "Switch Types and the Factory Settings" on page 79 and 
"Configuring the Settings" (page 85) for further details.

System leader unit The unit controls the identical water system group.
Group leader unit The unit transmits the command from the system leader unit to the sub unit.
Sub unit The unit is other than leader unit.

Refer to the sections "Switch Types and the Factory Settings" on page 79 and 

*Refer to the section "Setting the pump system" for the flow switch and pump connections.
  (The example system shows Pattern 1.)

"Configuring the Settings" (page 85) for further details.

PCB

External temperature sensor 2 (option)

MAIN
Flow switch
Pump interlock

Field-supplied dry contact 
switch/relay, remote controller 

or centralized controller

PCB PCB PCB

19 20 24

PCB PCB PCB

1 2 6

PCB PCB PCB

7 8 12

Example system

MAIN MAIN MAIN

MAIN MAIN MAIN

MAIN MAIN MAIN

System leader 
unit

Sub unit Sub unit

Group leader 
unit

tinu buStinu buS

Group leader 
unit

tinu buStinu buS

Field-supplied dry 
contact switch/relay, 

remote controller 
or centralized controller

External temperature 
sensor 1 (option)
Flow switch
Pump interlock

External temperature 
sensor 2 (option)

External temperature 
sensor 1 (option)
Flow switch

Pump interlock

External temperature 
sensor 1 (option)
Flow switch

Pump interlock

Simultaneous 
operating group 

(Max 6 units)

Simultaneous 
operating group 

(Max 6 units)

Simultaneous 
operating group 

(Max 6 units)

Identical water 
system group 
(Max 24 units)

M-NET line

1 unit
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5. Wiring Design

ERCV-M900YA × 2

(1) Individual system

(2) Multiple units connection system (Max 24 units)

*ERCV-M900YA and ERCV-M900YA×2 cannot be included in the same system.

Refer to the sections "Switch Types and the Factory Settings" on page 79 and 
"Configuring the Settings" (page 85) for further details.

System leader unit The unit controls the identical water system group.
Group leader unit The unit transmits the command from the system leader unit to the sub unit.
Sub unit The unit is other than leader unit.

Refer to the sections "Switch Types and the Factory Settings" on page 79 and 
"Configuring the Settings" (page 85) for further details.

PCB

PCB

PCB PCB

PCB

External temperature sensor 2 (option)

MAIN
Flow switch
Pump interlock

Field-supplied dry contact 
switch/relay, remote controller 

or centralized controllerSUB

Do not combine the MAIN and the SUB controllers 
in the way shown above.

MAIN

SUB MAIN

PCB PCB

PCB PCB

PCB

PCB

PCB PCB

PCB PCB

PCB

PCB

PCB PCB

PCB PCB

PCB

PCB

621

2187

420291

Example system

MAIN MAIN MAIN

MAIN NIAMNIAM

MAIN MAIN MAIN

System 
leader unit Sub unit

Group 
leader unit Sub unit Sub unit

Sub unit Sub unit

Field-supplied dry 
contact switch/relay, 

remote controller 
or centralized controller

External temperature 
sensor 1 (option)
Flow switch

Pump interlock

External temperature 
sensor 2 (option)

External temperature 
sensor 1 (option)

Flow switch

Pump interlock

External temperature 
sensor 1 (option)

Flow switch
Pump interlock

Simultaneous 
operating group 

(Max 6 units)

Simultaneous 
operating group 

(Max 6 units)

Simultaneous 
operating group 

(Max 6 units)

Identical water 
system group 
(Max 24 units)

M-NET line

SUB SUB

M-NET line

Sub unit

SUB

SUB SUB SUB

Group 
leader unit

SUB SUB SUB

1 unit

*Refer to the section "Setting the pump system" for the flow switch and pump connections.
  (The example system shows Pattern 1.)
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5. Wiring Design

5-1-2. Switch Types and the Factory Settings

ERCV-M900YA

(1) Switch names and functions

There are three main ways to set the settings as follows:
Dip switches (SW4 - SW7)
Dip switches used in combination with the push switches
Rotary switches

See below for how these switches are used to set certain items.

<Service side>

Control box
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5. Wiring Design

Different types of switches on the PCB

Initial Setting

MAIN circuit

Rotary switch
"1".sserdda tinu eht fo tigid s'1 eht steS1UWS

"0".sserdda tinu eht fo tigid s'01 eht steS2UWS

Push switch

-.eulav gnittes eht gnisaercni rof esU1PWS

-.eulav gnittes eht gnisaerced rof esU2PWS

-.eulav gnittes eht gnidiced dna gnignahc rof esU3PWS

Dip switch SW4-7 Select a setting which is decided with a combination of switch numbers. -

[Control board]
[Enlarged view of operation area]

LED display

Rotary switch 
(SWU1) (0-9)

Push switch
 (SWP1)

Push switch 
(SWP2)

Push switch 
(SWP3)

Dip switch (SW7)
Dip switch (SW6)
Dip switch (SW5)

Operation area

Dip switch (SW4)

Rotary switch 
(SWU2) (0-9)

OFF ON

01
1 O

N1
2

3
4

5
6

7
8

9
10

Slide the dip switches:
do not push down the switches.

Example: on the upper figure. 
1 to 5 are “ON” and 6 to10 are 
“OFF”.

0000007873.BOOK  80 ページ  ２０２５年７月２８日　月曜日　午後３時５２分



MEES25K006

ER
C

V-M
900YA

, ER
C

V-M
900YA

×2

 81

5. Wiring Design

(2) Factory Switch Settings (Dip switch settings table)

 *1 Connection to a BMS requires an installation of Procon A1M/A1M+ (MODBUS®  interface), which is available from MITSUBISHI ELECTRIC UK.
     Use a BMS with insulation.
 *2 Use the following recommended products or similar products for the outdoor temperature thermistor.
Recommended product t-mac 500-51791
Relationship between resistance value Rt (k ) and temperature t (ºC)

Rt = 1.07 exp {3978 ( )}

• Select the thermistor taking note of the tolerance in the resistance values.
• Use shielded cable for the wiring.

Factory setting 

SW Function Usage MAIN circuit OFF setting ON setting
System
leader 

unit

Group 
leader 

unit
SUB unit Setting 

timing

SW4

1

Settings change or 
view the settings

These switches are used for setting 
change with push switch SWP 1, 2 
and 3.

OFF The 7-segment LED display is changed.
Depends 

on the 
setting

Depends 
on the 
setting

Depends 
on the 
setting

Depends 
on the 
setting

2
3
4
5
6
7
8
9
10

SW5

1 Model setting Set the operation mode cooling or 
heating mode. OFF Cooling mode Heating mode Required Required Required At a reset

2
System setting Set the duties to each unit. OFF System leader unit : 

Group leader unit : 
Sub unit : 

   2   /   3
ON     ON
ON     OFF
OFF   OFF

Required Required Required At a reset
3

4 Water-temperature 
control 1 (option)

Selects either the external water 
temperature sensor or the built-in 
sensor to be used to control water 
temperature. (Simultaneous 
operating group)

OFF Built-in sensor on the 
unit

External water 
temperature sensor 1 
TH12

Required Required Required At a reset

5 Water-temperature 
control 2 (option)

Selects target temperature 
correction control. (Identical water 
system group) (Disabled when 
SW5-7 and SW5-8 are set to ON)

OFF OFF

ON
(External water 
sensor 2 TH13  is 
required.)

Required Fixed OFF Fixed OFF At a reset

6 Multiple unit control Selects optimum control of number 
of operating units. OFF Ineffective Effective Required Fixed OFF Fixed OFF At a reset

7 Analog input setting Allows or disallows the analog 
signals from a remote location.

OFF Disallows the external 
analog signals.

Allows the external 
analog signals. Required Fixed OFF Fixed OFF At a reset

8 Analog input signal 
switching

Selects either the water 
temperature or the capacity control 
ratio.
(Effective only when SW5-7 is set to 
ON.)

OFF Water temperature Capacity control ratio Required Fixed OFF Fixed OFF At a reset

deriuqeRSMB morf tupnISMB morf tupni oNFFO*1 gnittes SMB9 Fixed OFF Fixed OFF At a reset

stinu redaeLFFOgnittes puorG SMB01 Simultaneous 
operating group units Fixed OFF Fixed OFF Fixed OFF Any time

SW6

1
Analog input type 
setting

Selects analog input 4-20mA/
0-10V/1-5V/2-10V.
(Effective only when SW5-7 is set to 
ON and SW5-9 is set to OFF.)

OFF

1 / 2
4-20mA : OFF OFF
1-5V : ON OFF
0-10V : OFF ON
2-10V : ON ON

Required Fixed OFF Fixed OFF At a reset

2

3
Outdoor temperature 
input

Selects when using Cooling ECO or 
Heating ECO function. OFF

3 / 4
No outdoor temperature : OFF OFF
Outdoor temp. analog input 
4-20mA input : ON OFF
It terminal : OFF ON
Outdoor temp. input TH11 *2 : ON     ON

Required Fixed OFF Fixed OFF At a reset

4

5

.si ti sa gnittes eht evaeLFFOgnittes ledoM Fixed OFF Fixed OFF Fixed OFF Any time
6
7
8

9 Auto restart after 
power failure

Enables or disables the automatic 
restoration of operation after power 
failure (in the same mode as the 
unit was in before a power failure).

ON

An alarm will be 
issued when power is 
restored after a power 
outage.
The alarm will be 
reset when the power 
is turned off and then 
turned back on.

Automatically restores 
operation after power 
failure.

Required Required Required Any time

Water BrineOFFWater/Brine setting01 Required Required Required At a reset

SW5-7 SW5-8 SW5-9 Input from BMS
ON OFF ON Target temperature

yticapaCNONONO

273+t 358
1 1-
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5. Wiring Design

ERCV-M900YA × 2

(1) Switch names and functions

There are three main ways to set the settings as follows:
Dip switches (SW4 - SW7)
Dip switches used in combination with the push switches
Rotary switches

See below for how these switches are used to set certain items.

<Service side>

MAIN
control box

SUB
control box
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5. Wiring Design

Different types of switches on the PCB

Initial Setting

MAIN/SUB circuit

Rotary switch
"1".sserdda tinu eht fo tigid s'1 eht steS1UWS

"0".sserdda tinu eht fo tigid s'01 eht steS2UWS

Push switch

-.eulav gnittes eht gnisaercni rof esU1PWS

-.eulav gnittes eht gnisaerced rof esU2PWS

-.eulav gnittes eht gnidiced dna gnignahc rof esU3PWS

Dip switch SW4-7 Select a setting which is decided with a combination of switch numbers. -

[Control board]
[Enlarged view of operation area]

LED display

Rotary switch 
(SWU1) (0-9)

Push switch
 (SWP1)

Push switch 
(SWP2)

Push switch 
(SWP3)

Dip switch (SW7)
Dip switch (SW6)
Dip switch (SW5)

Operation area

Dip switch (SW4)

Rotary switch 
(SWU2) (0-9)

OFF ON

01
1 O

N1
2

3
4

5
6

7
8

9
10

Slide the dip switches:
do not push down the switches.

Example: on the upper figure. 
1 to 5 are “ON” and 6 to10 are 
“OFF”.
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5. Wiring Design

(2) Factory Switch Settings (Dip switch settings table)

 *1 Connection to a BMS requires an installation of Procon A1M/A1M+ (MODBUS® interface), which is available from MITSUBISHI ELECTRIC UK.
     Use a BMS with insulation.
 *2 Use the following recommended products or similar products for the outdoor temperature thermistor.
 *3 When changing the settings, ensure they are applied to both the MAIN circuit and the SUB circuit.
Recommended product t-mac 500-51791
Relationship between resistance value Rt (k ) and temperature t (ºC)

Rt = 1.07 exp {3978 ( )}

• Select the thermistor taking note of the tolerance in the resistance values.
• Use shielded cable for the wiring.

Factory setting 

SW Function Usage MAIN/SUB 
circuit OFF setting ON setting

System
leader 

unit

Group 
leader 

unit
SUB unit Setting 

timing

SW4

1

Settings change or 
view the settings

These switches are used for setting 
change with push switch SWP 1, 2 
and 3.

OFF The 7-segment LED display is changed.
Depends 

on the 
setting

Depends 
on the 
setting

Depends 
on the 
setting

Depends 
on the 
setting

2
3
4
5
6
7
8
9
10

SW5

1 Model setting Set the operation mode cooling or 
heating mode. Cooling mode Heating mode Required Required Required At a reset

2
System setting Set the duties to each unit. OFF System leader unit : 

Group leader unit : 
Sub unit : 

   2   /   3
ON     ON
ON     OFF
OFF   OFF

Required Required Required At a reset
3

4 Water-temperature 
control 1 (option)

Selects either the external water 
temperature sensor or the built-in 
sensor to be used to control water 
temperature. (Simultaneous 
operating group)

OFF Built-in sensor on the 
unit

External water 
temperature sensor 1 
TH12

Required Required Required At a reset

5 Water-temperature 
control 2 (option)

Selects target temperature 
correction control. (Identical water 
system group) (Disabled when 
SW5-7 and SW5-8 are set to ON)

OFF OFF

ON
(External water 
sensor 2 TH13  is 
required.)

Required Fixed OFF Fixed OFF At a reset

6 Multiple unit control Selects optimum control of number 
of operating units. OFF Ineffective Effective Required Fixed OFF Fixed OFF At a reset

7 Analog input setting Allows or disallows the analog 
signals from a remote location.

OFF Disallows the external 
analog signals.

Allows the external 
analog signals. Required Fixed OFF Fixed OFF At a reset

8 Analog input signal 
switching

Selects either the water 
temperature or the capacity control 
ratio.
(Effective only when SW5-7 is set to 
ON.)

OFF Water temperature Capacity control ratio Required Fixed OFF Fixed OFF At a reset

deriuqeRSMB morf tupnISMB morf tupni oNFFO*1 gnittes SMB9 Fixed OFF Fixed OFF At a reset

stinu redaeLFFOgnittes puorG SMB01 Simultaneous 
operating group units Fixed OFF Fixed OFF Fixed OFF Any time

SW6

1
Analog input type 
setting

Selects analog input 4-20mA/
0-10V/1-5V/2-10V.
(Effective only when SW5-7 is set to 
ON and SW5-9 is set to OFF.)

OFF

1 / 2
4-20mA : OFF OFF
1-5V : ON OFF
0-10V : OFF ON
2-10V : ON ON

Required Fixed OFF Fixed OFF At a reset

2

3
Outdoor temperature 
input

Selects when using Cooling ECO or 
Heating ECO function. OFF

3 / 4
No outdoor temperature : OFF OFF
Outdoor temp. analog input 
4-20mA input : ON OFF
It terminal : OFF ON
Outdoor temp. input TH11 *2 : ON ON

Required Fixed OFF Fixed OFF At a reset

4

5 Model setting Selects ERCV-M900YA or 
ERCV-M900YA × 2 OFF *3 ERCV-

M900YA
ERCV-
M900YA × 2 Required Required Required At a reset

6
.si ti sa gnittes eht evaeLFFOgnittes ledoM Fixed OFF Fixed OFF Fixed OFF Any time7

8

9 Auto restart after 
power failure

Enables or disables the automatic 
restoration of operation after power 
failure (in the same mode as the 
unit was in before a power failure).

ON *3

An alarm will be 
issued when power is 
restored after a power 
outage.
The alarm will be 
reset when the power 
is turned off and then 
turned back on.

Automatically restores 
operation after power 
failure.

Required Required Required Any time

Water BrineOFF *3

OFF *3

Water/Brine setting01 Required Required At a reset

SW5-7 SW5-8 SW5-9 Input from BMS
ON OFF ON Target temperature

yticapaCNONONO

Required

273+t 358
1 1-
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5. Wiring Design

5-1-3. Configuring the Settings

1. System configuration

The settings must be set only by a qualified personnel.

(1) Set the dip switches.

Switch settings on the MAIN circuit
Set the dip switches (labeled A in the figure at right) that correspond to the items 
below, according to the local system.

• Water temperature control based on the external water temperature reading
• Analog signals from a remote location

Refer to "Dip switch settings table" (page 81) for further details.

(2) Set the rotary switches. (Address setting)

Example of address setting

SW4 SW5

SWP3

SWP2

ENTER

SWP1UP

DOWN

LED301

SW6

OFF ON

SW7

OFF ONOFF ONOFF ON

A

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10 SWU2 SWU1

MAIN circuit board

19 20 24

19 20 24

1 2 6

1 2 6

7 8 12

7 8 12

MAIN NIAMNIAM

MAIN MAIN MAIN

MAIN MAIN MAIN

System leader 
unit

tinu buStinu buS

Group leader 
unit

tinu buStinu buS

Group leader 
unit

tinu buStinu buS

Field-supplied dry 
contact switch/relay, 

remote controller 
or centralized controller

External temperature 
sensor 1 (option)
Flow switch
Pump interlock

External temperature 
sensor 2 (option)

External temperature 
sensor 1 (option)
Flow switch

Pump interlock

External temperature 
sensor 1 (option)
Flow switch

Pump interlock

Simultaneous 
operating group 

(Max 6 units)

Simultaneous 
operating group 

(Max 6 units)

Simultaneous 
operating group 

(Max 6 units)

Identical water 
system group 
(Max 24 units)

M-NET line

ERCV-M900YA

*Refer to the section "Setting the pump system" for the flow switch and pump connections.
  (The example system shows Pattern 1.)
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5. Wiring Design

Setting the switches on the system leader unit

Make sure the address of the MAIN circuit on the main module is set to "1" 
(labeled A in the figure at right).

Setting the switches on the group leader unit

MAIN circuit
Set the MAIN circuit addresses with the rotary switches. (labeled A in the figure). Set the 10's digit with SWU2, and 
set the 1's digit with SWU1. Assign sequential addresses to the MAIN circuit on all sub modules starting with 2.

(3) Set the M-NET power supply.

When connecting a system leader unit and a group leader unit to a multiple units connection system, the connector 
connected to CN41 on the MAIN circuit board (Address 1) must be disconnected and then connected to CN40. 
*Leave the connector connected to CN41 when using an AE-C400, EW-C50 as the centralized controller.

SW4 SW5

SWP3

SWP2

ENTER

SWP1UP

DOWN

LED301

SW6

OFF ON

SW7

OFF ONOFF ONOFF ON

A

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10 SWU2 SWU1

 Main circuit board

Address 1 All addresses other than Address 1

Move the connector from CN41 to CN40. Leave the connector connected to CN41.

CN40CN41
Connector

CN40CN41
Connector
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5. Wiring Design

Selector switch settings

 CAUTION
• Do not open the terminal cover, when selector switches are operated.

Display

The positions of the selector switch and the display

[ON] Unit operation
[OFF] Unit stop

[Remote] Controller operation
[Local] Local operation

ON

OFF

Remote

Local

Power light LED display

LED displayRun lightError light

Push switch

LED display

Display

<Service side>

Selector switch
(Inside the unit)
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5. Wiring Design

(1) Set the dip switches.

Switch settings on the MAIN circuit
Set the dip switches (labeled A in the figure at 
right) that correspond to the items below, 
according to the local system.

• Water temperature control based on the 
external water temperature reading

• Analog signals from a remote location
Refer to "Dip switch settings table" (page 84) for 
further details.

(2) Set the rotary switches. (Address setting)

Example of address setting

SW4 SW5

SWP3

SWP2

ENTER

SWP1UP

DOWN

LED301

SW6

OFF ON

SW7

OFF ONOFF ONOFF ON

SW4 SW5

SWP3

SWP2

ENTER

SWP1UP

DOWN

LED301

SW6

OFF ON

SW7

OFF ONOFF ONOFF ON

A

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10 SWU2 SWU1

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10 SWU2 SWU1

MAIN circuit board SUB circuit board

51 52

1 2

56

6

57 58

7 8

62

12

69 70

19 20

74

24

621

2187

420291

MAIN NIAMNIAM

MAIN MAIN MAIN

MAIN MAIN MAIN

System 
leader unit Sub unit Sub unit

Group 
leader unit tinu buStinu buS

Group 
leader unit tinu buStinu buS

Field-supplied dry 
contact switch/relay, 

remote controller 
or centralized controller

External temperature 
sensor 1 (option)
Flow switch

Pump interlock

External temperature 
sensor 2 (option)

External temperature 
sensor 1 (option)

Flow switch
Pump interlock

External temperature 
sensor 1 (option)

Flow switch

Pump interlock

Simultaneous 
operating group 

(Max 6 units)

Simultaneous 
operating group 

(Max 6 units)

Simultaneous 
operating group 

(Max 6 units)

Identical water 
system group 
(Max 24 units)

M-NET line

SUB SUB

M-NET line

SUB SUB

SUBSUB SUB

SUB

SUB

ERCV-M900YA × 2

*Refer to the section "Setting the pump system" for the flow switch and pump connections.
  (The example system shows Pattern 1.)
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5. Wiring Design

Setting the switches on the system leader unit

Make sure the address of the MAIN circuit on the 
main module is set to "1" (labeled A in the figure 
at right) and that the address of the SUB circuit on 
the main module is set to "51" (labeled B in the 
figure at right).
The address of each SUB circuit should equal the 
sum of the MAIN circuit address on the same 
module and 50.

Setting the switches on the group leader unit

MAIN circuit
Set the MAIN circuit addresses with the rotary switches. (labeled A in the figure). Set the 10's digit with SWU2, and 
set the 1's digit with SWU1. Assign sequential addresses to the MAIN circuit on all sub modules starting with 2.
SUB circuit
Set the SUB circuit addresses with the rotary switches (labeled B in the figure). Set the 10's digit with SWU2, and set  
the 1's digit with SWU1. Assign sequential addresses to the SUB circuit on all sub modules starting with 52.

(3) Set the M-NET power supply.

When connecting a system leader unit and a group leader unit to a multiple units connection system, the connector 
connected to CN41 on the MAIN circuit board (Address 1) must be disconnected and then connected to CN40. 
*Leave the connector connected to CN41 when using an AE-C400, EW-C50 as the centralized controller.

SW4 SW5

SWP3

SWP2

ENTER

SWP1UP

DOWN

LED301

SW6

OFF ON

SW7

OFF ONOFF ONOFF ON

SW4 SW5

SWP3

SWP2

ENTER

SWP1UP

DOWN

LED301

SW6

OFF ON

SW7

OFF ONOFF ONOFF ON

A B

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10 SWU2 SWU1

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10 SWU2 SWU1

draob tiucric BUSdraob tiucric niaM 

Address 1 All addresses other than Address 1

Move the connector from CN41 to CN40. Leave the connector connected to CN41.

CN40CN41
Connector

CN40CN41
Connector
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5. Wiring Design

Selector switch settings

 CAUTION
• Do not open the terminal cover, when selector switches are operated.

Display

The positions of the selector switch and the display

[ON] Unit operation
[OFF] Unit stop

[Remote] Controller operation
[Local] Local operation

ON

OFF

Remote

Local

*Applicable only to the MAIN side

Power light LED display

LED displayRun lightError light

Push switch

LED display

Display

<Service side>

Selector switch
(Inside the unit)

Selector switch
(Inside the unit)
(Not used)

Display
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5. Wiring Design

ERCV-M900YA, ERCV-M900YA × 2

Priority order of the water-temperature-setting-input-signal sources

Water temperature can be controlled by using the signals from the four types of input sources listed below. The 
setting for the item with higher priority will override the settings for the items with lower priorities. The water 
temperature will be controlled according to the temperature setting in the "Target water temperature" column that 
corresponds to a specific combination of the settings for the four items.

Dip switch setting SW5-1 OFF: Cooling *1

*1 Control the evaporation side water temperature.
*2 AE-C400, EW-C50 and BMS cannot both be simultaneously connected. Only connect one or the other.

Dip switch setting SW5-1 ON: Heating *1

*1 Control the condensation side water temperature.
*2 AE-C400, EW-C50 and BMS cannot both be simultaneously connected. Only connect one or the other.

Priority 1 Priority 2 Priority 3

Target water temperatureAnalog input or 
BMS 

(SW5-9: ON)

No-voltage contact 
input K40-42

Remote controller PAR-W31MAA
Input from centralized controller AE-C400, EW-C50 or BMS (*2)

Mode Change No remote controller Manual setting Schedule setting

SW5-7: ON Ineffective - Ineffective Ineffective Temperature setting for the 
analog signal input

SW5-7: OFF

ON (Cooling ECO) - Ineffective Ineffective Cooling ECO

OFF (Cooling)

gnilooC--desu si CR on nehW

gnilooC-gnilooC-

-- When schedule has 
been set

Target water temp is controlled 
according to the setting on the 

remote controller.

Priority 1 Priority 2 Priority 3 Priority 4

Target water temperatureNo-voltage contact 
input K40-K41

Analog input or 
BMS 

(SW 5-9: ON)

No-voltage contact 
input K40-42

Remote controller PAR-W31MAA
Input from centralized controller AE-C400, EW-C50 or BMS (*2)

Anti-freeze Mode change No remote controller Manual setting Schedule setting

ON Ineffective Ineffective - Ineffective Ineffective 25ºC

OFF

SW5-7: ON Ineffective - Ineffective Ineffective Temperature setting for 
the analog signal input

SW5-7: OFF

ON
(Heating ECO) - Ineffective Ineffective Heating ECO

OFF 
(Heating)

gnitaeH--desu si CR on nehW

Cº52-ezeerf-itnA-

- Heating ECO - Heating ECO

- Heating - Heating

-- When schedule has 
been set

Target water temp is 
controlled according to 

the setting on the remote 
controller.
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5. Wiring Design

Priority order of the operation signal sources

*1 When the Anti-freeze contact is ON during heating operation, the setting change is ineffective.
*2 Changing by contact is effective during cooling operation.
*3 Changing by contact is effective during heating operation.
*4 ECO mode cannot be set from centralized controller.

No-voltage contact Remote controller
PAR-W31MAA

Input from centralized
controller

AE-C400, EW-C50 or BMS

.ytiroirp sah gnittes tsal ehT)potS/nuR( noitarepo tinU

Operation mode

.ytiroirp sah gnittes tsal ehT1* gnilooC

Cooling ECO *1*2
OFF Cooling ECO can not be set from the remote controller or the 

centralized controller.ON

.ytiroirp sah gnittes tsal ehT1* gnitaeH

Heating ECO *1*3
.ytiroirp sah gnittes tsal ehTFFO

evitceffenINO

Anti-freeze *3
.ytiroirp sah gnittes tsal ehTFFO

evitceffenINO

ECO mode
(The contact ON has priority)

OFF
-

Effective*4

evitceffenINO
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5. Wiring Design

2. Making the settings

Use the LED display and the three push switches (SWP1 ( ), SWP2 ( ), and SWP3 (Enter)) to change the current 
settings on the circuit board and to monitor various monitored values.

(1) Setting procedures

Take the following steps to set the push switches SWP1 through SWP3. These switches must be set after the dip 
switch SW4 has been set.

Normally a value of setting item appears on the display.
  
Press SWP3 (Enter) to enable the configuration changes.  

The current setting value will blink.
  
The left figure shows that the current setting value is "60.0." 
To decrease this value to 58.0, for example, press SWP2 ( ).
Press SWP1 ( ) to increase the value.

When the desired value is displayed (58.0 in the example at left), press SWP3 (Enter).
  
The displayed value will stop blinking and stay lit.
A lit LED indicates that the new setting has been saved.
* Pressing SWP1 ( ) or SWP2 ( ) will change the blinking setting value, but the 

change will not be saved until SWP3 (Enter) is pressed.
Press and hold SWP1 ( ) or SWP2 ( ) for one second or longer to fast forward 
through the numbers.

SWP1

SWP3
Enter

SWP2

SWP1

SWP3
Enter

SWP2

SWP1

SWP3
Enter

SWP2
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5. Wiring Design

Set dip switches SW7-1, SW7-2, and SW4 as shown in the table below to set the value for the items in the "Setting item" column.

Need or non-need to set 
the setting *5

No.
Dip 

switch 
setting *1

Dip switch setting (SW4) *2 Setting Item Default System Group Sub Notes

1 SW7-1
ON

Range 4–30ºC
(-10–30°C) *8Cº73* )edom gnilooC( 1 .pmet gnitteS

2 SW7-1
ON

Range 4–30ºC
(-10–30°C) *8Cº73* )edom gnilooC( 2 .pmet gnitteS

3 SW7-1
ON Range 20–60ºC *7Cº544* )edom gnitaeH( 1 .pmet gnitteS

4 SW7-1
ON Range 20–60ºC *7Cº544* )edom gnitaeH( 2 .pmet gnitteS

5 SW7-2
ON

Range 4–30ºC
(-10–30°C) *8Cº5.113* edom OCE gnilooC ta A .pmet retaw gnitteS

6 SW7-2
ON Range -20–55ºCCº023* edom OCE gnilooC ta A .pmet roodtuo gnitteS

7 SW7-2
ON

Range 4–30ºC
(-10–30°C) *8Cº73* edom OCE gnilooC ta B .pmet retaw gnitteS

8 SW7-2
ON Range -20–55ºCCº533* edom OCE gnilooC ta B .pmet roodtuo gnitteS

9 SW7-2
ON

Range 4–30ºC
(-10–30°C) *8Cº013* edom OCE gnilooC ta C .pmet retaw gnitteS

10 SW7-2
ON Range -20Cº523* edom OCE gnilooC ta C .pmet roodtuo gnitteS –55ºC

11 SW7-1
ON Range 20–60ºC *7Cº254* edom OCE gnitaeH ta D .pmet retaw gnitteS

12 SW7-1
ON Range -30–50ºCCº7-4* edom OCE gnitaeH ta D .pmet roodtuo gnitteS

13 SW7-1
ON Range 20–60ºC *7Cº034* edom OCE gnitaeH ta E .pmet retaw gnitteS

14 SW7-1
ON 03- egnaRCº214* edom OCE gnitaeH ta E .pmet roodtuo gnitteS –50ºC

15 SW7-1
ON Range 20–60ºC *7Cº244* edom OCE gnitaeH ta F .pmet retaw gnitteS

16 SW7-1
ON 03- egnaRCº24* edom OCE gnitaeH ta F .pmet roodtuo gnitteS –50ºC

17 SW7-1
ON Peak-demand control signal input source 0 0: Dry contact

1: PAR-W31MAA

18 SW7-1
ON Range 60–100%%001yticapac dnamed-kaep mumixaM

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

(2) Table of settings items

ERCV-M900YA
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5. Wiring Design

*1: Only the switches designated in the table must be set to ON. (The other switches must be OFF.)
*2: Do not apply undue force when changing the Dip switch settings as this may cause malfunctions.
*3: They are enabled during the cooling.
*4: They are enabled during the heating. 
*5: System: System leader unit

Group: Group leader unit
Sub: Sub unit

*6: Thermo - ON/OFF temperature conditions (water temperature control)
*7: Maximum 60°C. When the target water temperature exceeds 55°C 

*8: Applicable only when SW6-10 is set to ON. (Brine setting)

and the Efficiency priority mode (No-voltage contact K91-93: ON) is enabled, the maximum 
temperature for this setting will be limited to 55°C.

19 SW7-1
ON

Range 4–30ºC
(-10–30°C) *8Cº43* )gnilooC( A .pmet teserP

20 SW7-1
ON

Range 4–30ºC
(-10–30°C) *8Cº033* )gnilooC( B .pmet teserP

21 SW7-1
ON Range 20–60ºC *7Cº524* )gnitaeH( A .pmet teserP

22 SW7-1
ON Range 20–60ºC *7Cº554* )gnitaeH( B .pmet teserP

23 SW7-1
ON 0 egnaRCº514* .pmet retaw noitarepo retaeh yratnemelppuS –55ºC

24 SW7-1
ON 2.0 egnaRCº36* ,3* )edom gnilooC( 1 laitnereffid omrehT –5ºC

25 SW7-1
ON 2.0 egnaRCº26* ,3* )edom gnilooC( 2 laitnereffid omrehT –5ºC

26 SW7-1
ON 2.0 egnaRCº36* ,4* )edom gnitaeH( 1 laitnereffid omrehT –5ºC

27 SW7-1
ON 2.0 egnaRCº26* ,4* )edom gnitaeH( 2 laitnereffid omrehT –5ºC

28 SW7-1
ON -gnittes raeY

29 SW7-1
ON -gnittes etaD/htnoM

30 SW7-1
ON -emit tnerruC

Need or non-need to set 
the setting *5

No.
Dip 

switch 
setting *1

Dip switch setting (SW4) *2 Setting Item Default System Group Sub Notes

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.
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5. Wiring Design

*1 Control the evaporation side water temperature.
*2 Control the condensation side water temperature.

When the water temperature is 
controlled based on the outlet water 
temperature, compressor 
frequency will be controlled in the 
way that the target water 
temperature will be maintained.

Cooling*1

Heating*2

Target 
temp.

Outlet water temperature 
changes 1

Outlet water temperature 
changes-2

Thermo-ON temperature

Thermo-differential 1 
(Cooling mode): 3°C 
(Default)

Thermo-differential 2 
(Cooling mode): 2°C (Default)

Thermo-differential 2 
(Heating mode): 2°C (Default)

Thermo-differential 1 
(Heating mode): 3°C 
(Default)

Thermo-OFF temperature

Preset water 
temperature

Target 
temp.

Outlet water temperature 
changes 1

Outlet water temperature 
changes-2

Thermo-OFF temperature

Preset water 
temperature

Thermo-ON temperature
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5. Wiring Design

ERCV-M900YA × 2
Set dip switches SW7-1, SW7-2, and SW4 as shown in the table below to set the value for the items in the "Setting item" column.

Need or non-need to set 
the setting *5

No.
Dip 

switch 
setting *1

Dip switch setting (SW4) *2 Setting Item Default
System Group Sub

Notes
M S M S M S

1 SW7-1
ON

Range 4–30ºC
(-10–30°C) *7Cº7Setting temp. 1 (Cooling mode) *3

2 SW7-1
ON

Range 4–30ºC
(-10–30°C) *7Cº7Setting temp. 2 (Cooling mode) *3

3 SW7-1
ON Range 20–55ºCCº54Setting temp. 1 (Heating mode) *4

4 SW7-1
ON Range 20–55ºCCº54Setting temp. 2 (Heating mode) *4

5 SW7-2
ON

Range 4–30ºC
(-10–30°C) *7Cº5.11Setting water temp. A at Cooling ECO mode *3

6 SW7-2
ON 02- egnaRCº02Setting outdoor temp. A at Cooling ECO mode *3 –55ºC

7 SW7-2
ON

Range 4–30ºC
(-10–30°C) *7

Cº7Setting water temp. B at Cooling ECO mode *3

8 SW7-2
ON 02- egnaRCº53Setting outdoor temp. B at Cooling ECO mode *3 –55ºC

9 SW7-2
ON

Range 4–30ºC
(-10–30°C) *7Cº01Setting water temp. C at Cooling ECO mode *3

10 SW7-2
ON 02- egnaRCº52Setting outdoor temp. C at Cooling ECO mode *3 –55ºC

11 SW7-1
ON Range 20–55ºCCº25Setting water temp. D at Heating ECO mode *4

12 SW7-1
ON 03- egnaRCº7-Setting outdoor temp. D at Heating ECO mode *4 –50ºC

13 SW7-1
ON Range 20–55ºCCº03Setting water temp. E at Heating ECO mode *4

14 SW7-1
ON 03- egnaRCº21Setting outdoor temp. E at Heating ECO mode *4 –50ºC

15 SW7-1
ON Range 20–55ºCCº24Setting water temp. F at Heating ECO mode *4

16 SW7-1
ON 03- egnaRCº2Setting outdoor temp. F at Heating ECO mode *4 –50ºC

17 SW7-1
ON Peak-demand control signal input source 0 0: Dry contact

1: PAR-W31MAA

18 SW7-1
ON Range 60–100%%001yticapac dnamed-kaep mumixaM

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10
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5. Wiring Design

*1: Only the switches designated in the table must be set to ON. (The other switches must be OFF.)
*2: Do not apply undue force when changing the Dip switch settings as this may cause malfunctions.
*3: They are enabled during the cooling.
*4: They are enabled during the heating. 
*5: System: System leader unit

Group: Group leader unit
Sub: Sub unit
M: MAIN circuit
S: SUB circuit

*6: Thermo - ON/OFF temperature conditions (water temperature control)
*7: Applicable only when SW6-10 is set to ON. (Brine setting)

19 SW7-1
ON

Range 4–30ºC
(-10–30°C) *7Cº43* )gnilooC( A .pmet teserP

20 SW7-1
ON

Range 4–30ºC
(-10–30°C) *7

Cº033* )gnilooC( B .pmet teserP

21 SW7-1
ON Range 20–55ºCCº524* )gnitaeH( A .pmet teserP

22 SW7-1
ON Range 20–55ºCCº554* )gnitaeH( B .pmet teserP

23 SW7-1
ON 0 egnaRCº51Supplementary heater operation water temp. *4 –55ºC

24 SW7-1
ON 2.0 egnaRCº36* ,3* )edom gnilooC( 1 laitnereffid omrehT –5ºC

25 SW7-1
ON 2.0 egnaRCº26* ,3* )edom gnilooC( 2 laitnereffid omrehT –5ºC

26 SW7-1
ON 2.0 egnaRCº36* ,4* )edom gnitaeH( 1 laitnereffid omrehT –5ºC

27 SW7-1
ON 2.0 egnaRCº26* ,4* )edom gnitaeH( 2 laitnereffid omrehT –5ºC

28 SW7-1
ON -gnittes raeY

29 SW7-1
ON -gnittes etaD/htnoM

30 SW7-1
ON -emit tnerruC

Need or non-need to set 
the setting *5

No.
Dip 

switch 
setting *1

Dip switch setting (SW4) *2 Setting Item Default
System Group Sub

Notes
M S M S M S

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.
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5. Wiring Design

*1 Control the evaporation side water temperature.
*2 Control the condensation side water temperature.

When the water temperature is 
controlled based on the outlet water 
temperature, compressor 
frequency will be controlled in the 
way that the target water 
temperature will be maintained.

Cooling*1

Heating*2

Target 
temp.

Outlet water temperature 
changes 1

Outlet water temperature 
changes-2

Thermo-ON temperature

Thermo-differential 1 
(Cooling mode): 3°C 
(Default)

Thermo-differential 2 
(Cooling mode): 2°C (Default)

Thermo-differential 2 
(Heating mode): 2°C (Default)

Thermo-differential 1 
(Heating mode): 3°C 
(Default)

Thermo-OFF temperature

Preset water 
temperature

Target 
temp.

Outlet water temperature 
changes 1

Outlet water temperature 
changes-2

Thermo-OFF temperature

Preset water 
temperature

Thermo-ON temperature
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5. Wiring Design

3. Setting procedures

(1) System setting

ERCV-M900YA
1. Making the settings for the initial start-up process

(B) One system leader unit and two sub units (1 group, 3 units in the group)

1 sserdda gnitteStinu elgniS )A(
1) Turn off the power.
2) System leader unit (Address 1 SW5-2, 5-3: ON)
3) Turn the power back on.

Address 1  LED display [EEEE]
4) SW7: 1, 2, 3, 4 ON and ENTER for 5 seconds.

(Initializes the system)
Address 1  LED display [9999] [FFFF]

5) SW7: 1, 2, 3, 4 OFF
Start-up process complete

Address 1  LED display [____||_|]

Setting address 1
.sdnoces 5 rof RETNE dna NO 4 ,3 ,2 ,1 :7WS)5.rewop eht ffo nruT)1

2) System leader unit (Address 1 SW5-2, 5-3: ON) (Initializes the system)
1 sserddA.no kcab rewop eht nruT)3  LED display [9999] [FFFF]

Address 1  LED display [EEEE] 6) SW7: 1, 2, 3, 4 OFF
4) Setting the number of units for etelpmoc ssecorp pu-tratSpuorg eht

1 sserddANO 1 :7WS  LED display [____||_|]
SW4: 1, 2, 3, 4, 8, 10 ON

r era sgnittes oN*.ecno RETNE sserP equired for any address other than for 
address 1. 

Address 1  LED display [1]

Press UP twice. 

Address 1  LED display [3]

Press ENTER once.
SW4: 1, 2, 3, 4, 8, 10 OFF

*The default setting for the number of units in a group is 1.
 The maximum number of units per group is 6.

RA RB M1 M2

Address [1]

System leader unit

Remote
controller

RA RB M1 M2 M1 M2 M1 M2

Address [1]

System leader unit

Remote
controller

Address [2]

Sub unit Sub unit

Address [3]
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5. Wiring Design

(C) System leader unit and group leader unit (3 groups, 1 unit in each group)

 Setting address 1  Setting address 2
.rewop eht ffo nruT)1.rewop eht ffo nruT)1

2) System leader unit (Address 1 SW5-2, 5-3: ON) 2) Group leader unit (SW5-2: ON)
.no kcab rewop eht nruT)3.no kcab rewop eht nruT)3

Address 1 2 sserddA]EEEE[ yalpsid DEL  LED display [EEEE]
4) Setting the number of units for each group

*The default setting for the number of units in a group is 1.
4) Setting the number of units for each group

*The default setting for the number of units in a group is 
1.

.sdnoces 5 rof RETNE dna NO 4 ,3 ,2 ,1 :7WS)5spuorg fo rebmun eht gnitteS)5
)metsys eht sezilaitinI(NO 1 :7WS

2 sserddA.ecno RETNE sserP  LED display [9999] [FFFF]
FFO 4 ,3 ,2 ,1 :7WS)6NO 01 ,8 ,5 :4WS

Start-up process complete
Address 1 2 sserddA]1[ yalpsid DEL  LED display [____||_|]

*Address 3 (Group leader unit) is set in the same way as 
above.)Press UP twice.

Address 1  LED display [3]  Setting address 1 (second time)
1) SW7: 1, 2, 3, 4 ON and ENTER for 5 seconds.

zilaitinI(.ecno RETNE sserP es the system. System leader unit initialized last)
1 sserddAFFO 01 ,8 ,5 :4WS  LED display [9999] [FFFF]

*The default setting for the number of units in a group is 1.
 The maximum number of groups is 24.

2) SW7: 1, 2, 3, 4 OFF
Start-up process complete

1 sserddA.ecno RETNE sserP  LED display [____||_|]

RA RB 2M1MBA

2M1MBA

2M1MBA

Remote controller

System leader unit

Address [1]

Group leader unit

Address [2]

Group leader unit

Address [3]
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5. Wiring Design

(D) System leader unit, Group leader unit and Sub unit (2 groups, 3 units in each group) 

 Setting address 1  Setting address 4

.rewop eht ffo nruT)1.rewop eht ffo nruT)1

2) System leader unit (Address 1 SW5-2, 5-3: ON) 2) Group leader unit (SW5-2: ON)

.no kcab rewop eht nruT)3.no kcab rewop eht nruT)3

Address 1 4 sserddA]EEEE[ yalpsid DEL  LED display [EEEE]

4) Setting the number of units for each grou puorg hcae rof stinu fo rebmun eht gnitteS)4p

SW7: 1 ON
Press ENTER once.
SW4: 1, 2, 3, 4, 8, 10 ON

SW7: 1 ON
Press ENTER once.
SW4: 1, 2, 3, 4, 8, 10 ON

Address 1 4 sserddA]1[ yalpsid DEL  LED display [1]

Press UP twice. Press UP twice. 

Address 1 4 sserddA]3[ yalpsid DEL  LED display [3]

Press ENTER once.
SW4: 1, 2, 3, 4, 8, 10 OFF

Press ENTER once.
SW4: 1, 2, 3, 4, 8, 10 OFF

*The default setting for the number of units in a group is 1. 
 The maximum number of units per group is 6.

*No group number settings are required for address 4 (Group 
leader unit).

.sdnoces 5 rof RETNE dna NO 4 ,3 ,2 ,1 :7WS)5spuorg fo rebmun eht gnitteS)5

)metsys eht sezilaitinI(NO 1 :7WS

Press ENTER once.
SW4: 5, 8, 10 ON

Address 4  LED display [9999] [FFFF]

6) SW7: 1, 2, 3, 4 OFF

 Start-up process complete

Address 1 4 sserddA]1[ yalpsid DEL  LED display [____||_|]

Press UP twice.  Setting address 1 (second time)

1) SW7: 1, 2, 3, 4 ON and ENTER for 5 seconds.
(Initializes the system. System leader unit initialized last)Address 1  LED display [2]

Press ENTER once.
SW4: 5, 8, 10 OFF

Address 1  LED display [9999] [FFFF]

2) SW7: 1, 2, 3, 4 OFF

*The default setting for the number of units in a group is 1. 
 The maximum number of units per group is 24.

 Start-up process complete

Address 1  LED display [____||_|]

*No settings are required for any address other than for 
addresses 1 and 4. 

M1 M2 M1 M2RA RB 2M1MBA

M1 M2 M1 M2A B M1 M2

Address [1]

System leader unit

Remote
controller

Address [2]

Sub unit Sub unit

Address [3]

Address [4]

Group leader unit

Address [5]

Sub unit Sub unit

Address [6]
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5. Wiring Design

2. Multiple unit control
By setting SW5-6 to ON for address 1, optimum control of number of operating units will be performed.
All units will simultaneously operate when SW5-6 is set to OFF.

(A) System leader unit, group leader unit, and sub unit

(B) System leader unit and group leader unit

*The unit by which the number of devices in the system is controlled 

M1 M2 M1 M2M1 M2

M1 M2 M1 M2A B

A B

M1 M2

Address [1]

System leader unit

Address [2]

Sub unit Sub unit

Address [3]

Address [4]

Group leader unit

Address [5]

Sub unit Sub unit

Address [6]

The unit by which the 
number of devices in the 
system is controlled

The unit by which the 
number of devices in the 
system is controlled

A B A B A B A B A BM1 M2A B

** * * * *

Address [1]
System leader unit

Address 1 SW5-6 ON

Address [2]
Group leader 

unit

Address [3]
Group leader 

unit

Address [4]
Group leader 

unit

Address [5]
Group leader 

unit

Address [6]
Group leader 

unit
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5. Wiring Design

3. Example of system configuration
Optimum control of number of operating units 

*The shaded cells indicate the settings that requires changes from the default settings.
*Some settings require the following after the settings were changed: A power reset, or setting SW7: 1, 2, 3, 4 ON, and pressing 
and holding ENTER for 5 seconds.

*When using an AE-C400, EW-C50 as the centralized controller, leave the M-NET power supply connector as it is.

4. Setting the pump system

Setting 
timing

System 
leader unit

Simultaneous 
operation

Group leader 
unit

Simultaneous 
operation

Group leader 
unit

Simultaneous 
operation

Group leader 
unit

Simultaneous 
operation

Group leader 
unit

Simultaneous 
operation

Group leader 
unit

Setting item SW7-1 DIP
SW 6543214WS

M-NET address - - - At a reset 1 2 3 4 5 6
M-NET power supply - - - - CN40 CN41 CN41 CN41 CN41 CN41

System settings - 5-2 - At a reset ON ON ON ON ON ON
- 5-3 - At a reset ON OFF OFF OFF OFF OFF

teser a tA-NOspuorg fo rebmuN 6 1 1 1 1 1

Number of units per 
group 111111teser a tA-NO

At a reset5-6- -Multiple unit control ON OFF OFF OFF OFF OFF

A B A B A B A B A BRA RB A B

Address [1]

System leader unit

Address [2]
Group leader 

unit

Address [3]
Group leader 

unit

Address [4]
Group leader 

unit

Address [5]
Group leader 

unit

Address [6]
Group leader 

unit

PAR-W31MAA
Remote

controller
Centralized 
controller

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

Pattern 1 Pattern 2 

Pump

Pump

System
leader

unit

Group
leader

unit

Sub unit

Sub unit

Sub unit

Sub unit

Flow switch

Flow switch

Pump

Pump

System
leader

unit

Group
leader

unit

Pump Sub unit

Pump Sub unit

Pump Sub unit

Pump Sub unit

Flow switch

Flow switch

Flow switch Flow switch

Flow switchFlow switch

*1: Pump settings must be made on the MAIN circuit on all units.
*2: Flow switch settings must be made on the MAIN circuit on all units.

Setting item SW7-1 DIPSW SW4
Factory setting

Note
MAIN

Pump setting ON - 0 0: Pattern 1, 1: Pattern 2

Evaporation side 
flow switch settings ON - 0 0: Pattern 1, 1: Pattern 2

Condensation side 
flow switch settings ON - 0 0: Pattern 1, 1: Pattern 2

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10
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5. Wiring Design

ERCV-M900YA × 2
1. Making the settings for the initial start-up process

(B) One system leader unit and two sub units (1 group, 3 units in the group)

1 sserdda gnitteStinu elgniS )A(
1) Turn off the power.
2) System leader unit (Address 1 SW5-2, 5-3: ON)
3) Turn the power back on.

Address 1  LED display [EEEE]
Address 51  LED display [9999]

4) SW7: 1, 2, 3, 4 ON and ENTER for 5 seconds.
(Initializes the system)

Address 1  LED display [9999] [FFFF]
Address 51  LED display [9999] [____||_|]

5) SW7: 1, 2, 3, 4 OFF
Start-up process complete

Address 1  LED display [____||_|]
Address 51  LED display [____||_|]

Setting address 1
.sdnoces 5 rof RETNE dna NO 4 ,3 ,2 ,1 :7WS)5.rewop eht ffo nruT)1

2) System leader unit (Address 1 SW5-2, 5-3: ON) (Initializes the system)
1 sserddA.no kcab rewop eht nruT)3  LED display [9999] [FFFF]

Address 1 15 sserddA]EEEE[ yalpsid DEL  LED display [9999] [____||_|]
Address 51  LED display [EEEE] 6) SW7: 1, 2, 3, 4 OFF

4) Setting the number of units for etelpmoc ssecorp pu-tratSpuorg eht
1 sserddANO 1 :7WS  LED display [____||_|]
15 sserddANO 01 ,8 ,4 ,3 ,2 ,1 :4WS  LED display [____||_|]

Press ENTER once.
*No settings are required for any address other than for 
address 1. Address 1  LED display [1]

Press UP twice. 

Address 1  LED display [3]

Press ENTER once.
SW4: 1, 2, 3, 4, 8, 10 OFF

*The default setting for the number of units in a group is 1.
 The maximum number of units per group is 6.

RA RB M1 M2

Address [1/51]

System leader unit

Remote
controller

RA RB M1 M2 M1 M2 M1 M2

Address [1/51]

System leader unit

Remote
controller

Address [2/52]

Sub unit Sub unit

Address [3/53]
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5. Wiring Design

(C) System leader unit and group leader unit (3 groups, 1 unit in each group)

 Setting address 1  Setting address 2
.rewop eht ffo nruT)1.rewop eht ffo nruT)1

2) System leader unit (Address 1 SW5-2, 5-3: ON) 2) Group leader unit (SW5-2: ON)
.no kcab rewop eht nruT)3.no kcab rewop eht nruT)3

Address 1 2 sserddA]EEEE[ yalpsid DEL  LED display [EEEE]
Address 51 25 sserddA]9999[ yalpsid DEL  LED display [9999]

4) Setting the number of units for each group
*The default setting for the number of units in a group is 1.

4) Setting the number of units for each group
*The default setting for the number of units in a group is 
1.

.sdnoces 5 rof RETNE dna NO 4 ,3 ,2 ,1 :7WS)5spuorg fo rebmun eht gnitteS)5
)metsys eht sezilaitinI(NO 1 :7WS

2 sserddA.ecno RETNE sserP  LED display [9999] [FFFF]
25 sserddANO 01 ,8 ,5 :4WS  LED display [9999] [____||_|]

6) SW7: 1, 2, 3, 4 OFF
Address 1 etelpmoc ssecorp pu-tratS]1[ yalpsid DEL 

Address 2  LED display [____||_|]
25 sserddA.eciwt PU sserP  LED display [____||_|]

*Address 3 (Group leader unit) is set in the same way as 
above.)Address 1  LED display [3]

Press ENTER once.  Setting address 1 (second time)
.sdnoces 5 rof RETNE dna NO 4 ,3 ,2 ,1 :7WS)1FFO 01 ,8 ,5 :4WS

*The default setting for the number of units in a group is 1.
 The maximum number of groups is 24.

(Initializes the system. System leader unit initialized last)
Address 1  LED display [9999] [FFFF]
Address 51  LED display [9999]  [____||_|]

FFO 4 ,3 ,2 ,1 :7WS)2.ecno RETNE sserP
Start-up process complete

Address 1  LED display [____||_|]
Address 51  LED display [____||_|]

RA RB 2M1MBA

2M1MBA

2M1MBA

Remote controller

System leader unit

Address [1/51]

Group leader unit

Address [2/52]

Group leader unit

Address [3/53]
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5. Wiring Design

(D) System leader unit, Group leader unit and Sub unit (2 groups, 3 units in each group) 

 Setting address 1  Setting address 4

.rewop eht ffo nruT)1.rewop eht ffo nruT)1

2) System leader unit (Address 1 SW5-2, 5-3: ON) 2) Group leader unit (SW5-2: ON)

.no kcab rewop eht nruT)3.no kcab rewop eht nruT)3

Address 1 4 sserddA]EEEE[ yalpsid DEL  LED display [EEEE]

Address 51 45 sserddA]9999[ yalpsid DEL  LED display [9999]

4) Setting the number of units for each grou puorg hcae rof stinu fo rebmun eht gnitteS)4p

SW7: 1 ON
Press ENTER once.
SW4: 1, 2, 3, 4, 8, 10 ON

SW7: 1 ON
Press ENTER once.
SW4: 1, 2, 3, 4, 8, 10 ON

Address 1 4 sserddA]1[ yalpsid DEL  LED display [1]

Press UP twice. Press UP twice. 

Address 1 4 sserddA]3[ yalpsid DEL  LED display [3]

Press ENTER once.
SW4: 1, 2, 3, 4, 8, 10 OFF

Press ENTER once.
SW4: 1, 2, 3, 4, 8, 10 OFF

*The default setting for the number of units in a group is 1. 
 The maximum number of units per group is 6.

*No group number settings are required for address 4 (Group 
leader unit).

.sdnoces 5 rof RETNE dna NO 4 ,3 ,2 ,1 :7WS)5spuorg fo rebmun eht gnitteS)5

)metsys eht sezilaitinI(NO 1 :7WS

Press ENTER once.
SW4: 5, 8, 10 ON

Address 4  LED display [9999] [FFFF]

Address 54  LED display [9999] [____||_|]

6) SW7: 1, 2, 3, 4 OFF

 Start-up process complete

Address 1 4 sserddA]1[ yalpsid DEL  LED display [____||_|]

Address 54  LED display [____||_|]

Press UP twice.

 Setting address 1 (second time)

Address 1 .sdnoces 5 rof RETNE dna NO 4 ,3 ,2 ,1 :7WS)1]2[ yalpsid DEL 
(Initializes the system. System leader unit initialized last)

Press ENTER once.
SW4: 5, 8, 10 OFF

Address 1  LED display [9999] [FFFF]

Address 51  LED display [9999] [____||_|]

*The default setting for the number of units in a group is 1.
  The maximum number of units per group is 24.

2) SW7: 1, 2, 3, 4 OFF

 Start-up process complete

Address 1  LED display [____||_|]

Address 51  LED display [____||_|]
*No settings are required for any address other than for 
addresses 1 and 4. 

M1 M2 M1 M2RA RB 2M1MBA

M1 M2 M1 M2A B M1 M2

Address [1/51]

System leader unit

Remote
controller

Address [2/52]

Sub unit Sub unit

Address [3/53]

Address [4/54]

Group leader unit

Address [5/55]

Sub unit Sub unit

Address [6/56]
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5. Wiring Design

2. Multiple unit control
By setting SW5-6 to ON for address 1, optimum control of number of operating units will be performed.
All units will simultaneously operate when SW5-6 is set to OFF.

(A) System leader unit, group leader unit, and sub unit

(B) System leader unit and group leader unit

*The unit by which the number of devices in the system is controlled 

M1 M2 M1 M2M1 M2

M1 M2 M1 M2A B

A B

M1 M2

Address [1/51]

System leader unit

Address [2/52]

Sub unit Sub unit

Address [3/53]

Address [4/54]

Group leader unit

Address [5/55]

Sub unit Sub unit

Address [6/56]

The unit by which the 
number of devices in the 
system is controlled

The unit by which the 
number of devices in the 
system is controlled

A B A B A B A B A BM1 M2A B

** * * * *

Address [1/51]
System leader unit

Address 1 SW5-6 ON

Address [2/52]
Group leader 

unit

Address [3/53]
Group leader 

unit

Address [4/54]
Group leader 

unit

Address [5/55]
Group leader 

unit

Address [6/56]
Group leader 

unit
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5. Wiring Design

3. Example of system configuration
Optimum control of number of operating units 

*The shaded cells indicate the settings that requires changes from the default settings.
*Some settings require the following after the settings were changed: A power reset, or setting SW7: 1, 2, 3, 4 ON, and pressing 
and holding ENTER for 5 seconds.

*When using an AE-C400, EW-C50 as the centralized controller, leave the M-NET power supply connector as it is.

4. Setting the pump system

Setting 
timing

System 
leader unit

Simultaneous 
operation

Group leader 
unit

Simultaneous 
operation

Group leader 
unit

Simultaneous 
operation

Group leader 
unit

Simultaneous 
operation

Group leader 
unit

Simultaneous 
operation

Group leader 
unit

Setting item SW7-1 DIP
SW SW4 1 2 3 4 5 6

MAIN SUB MAIN SUB MAIN SUB MAIN SUB MAIN SUB MAIN SUB
M-NET address - - - At a reset 1 51 2 52 3 53 4 54 5 55 6 56

M-NET power supply - - - - CN40 CN41 CN41 CN41 CN41 CN41 CN41 CN41 CN41 CN41 CN41 CN41

System settings - 5-2 - At a reset ON - ON - ON - ON - ON - ON -
- 5-3 - At a reset ON - OFF - OFF - OFF - OFF - OFF -

teser a tA-NOspuorg fo rebmuN 6 - 1 - 1 - 1 - 1 - 1 -

Number of units per 
group -1-1-1-1-1-1teser a tA-NO

At a reset5-6- -Multiple unit control ON - OFF - OFF - OFF - OFF - OFF -

A B A B A B A B A BRA RB A B

Address [1/51]

System leader unit

Address [2/52]
Group leader 

unit

Address [3/53]
Group leader 

unit

Address [4/54]
Group leader 

unit

Address [5/55]
Group leader 

unit

Address [6/56]
Group leader 

unit

PAR-W31MAA
Remote

controller
Centralized 
controller

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

Pattern 1 Pattern 2 

Pump

Pump

System
leader

unit

Group
leader

unit

Sub unit

Sub unit

Sub unit

Sub unit

Flow switch

Flow switch

Pump

Pump

System
leader

unit

Group
leader

unit

Pump Sub unit

Pump Sub unit

Pump Sub unit

Pump Sub unit

Flow switch

Flow switch

Flow switch Flow switch

Flow switchFlow switch

*1: Pump settings must be made on the MAIN circuit on all units.
*2: Flow switch settings must be made on the MAIN circuit on all units.

Setting item SW7-1 DIPSW SW4
Factory setting

Note
MAIN SUB

Pump setting ON - 0 - 0: Pattern 1, 1: Pattern 2

Evaporation side 
flow switch settings ON - 0 - 0: Pattern 1, 1: Pattern 2

Condensation side 
flow switch settings ON - 0 - 0: Pattern 1, 1: Pattern 2

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10
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5. Wiring Design

(2) Water-temperature setting
ERCV-M900YA
Different water temperature settings can be set for different modes.
Set the dip switches on the circuit board as follows to make the settings for the items described in this section.
Press the push switch SWP3 to enable the configuration changes.
Press the push switches SWP1 (↑) or SWP2 (↓) to increase or decrease the value.
When the desired value is displayed, press SWP3 to save the setting value.

Settings table

No. Dip switch 
setting *1 Dip switch setting (SW4) Setting Item Initial 

value Unit

Setting Setting change 
from an optional 
remote controller

(PAR-W31MAA) *2
Increments Lower 

limit
Upper 
limit

1 SW7-1
ON Setting temp. 1 (Cooling mode) *3                           7 ºC 0.1°C

2 SW7-1
ON Setting temp. 2 (Cooling mode) *4                           7 ºC 0.1°C

3 SW7-1
ON Setting temp. 1 (Heating mode) *3                          45 ºC 0.1°C 20 60 *5 Possible

4 SW7-1
ON Setting temp. 2 (Heating mode) *4                          45 ºC 0.1°C 20 60 *5 Possible

5 SW7-2
ON Setting water temp. A at Cooling ECO mode         11.5 ºC 0.1°C

6 SW7-2
ON Setting outdoor temp. A at Cooling ECO mode       20 ºC 0.1°C -20 55 Not possible

7 SW7-2
ON Setting water temp. B at Cooling ECO mode           7 ºC 0.1°C

8 SW7-2
ON Setting outdoor temp. B at Cooling ECO mode       35 ºC 0.1°C -20 55 Not possible

9 SW7-2
ON Setting water temp. C at Cooling ECO mode          10 ºC 0.1°C

4
(-10) *6 30 Possible

4
(-10) *6 30 Not possible

4
(-10) *6 30 Not possible

4
(-10) *6 30 Possible

4
(-10) *6 30 Not possible

10 SW7-2
ON Setting outdoor temp. C at Cooling ECO mode      25 ºC 0.1°C -20 55 Not possible

11 SW7-1
ON Setting water temp. D at Heating ECO mode         52 ºC 0.1°C 20 60 *5 Not possible

12 SW7-1
ON Setting outdoor temp. D at Heating ECO mode       -7 ºC 0.1°C -30 50 Not possible

13 SW7-1
ON Setting water temp. E at Heating ECO mode          30 ºC 0.1°C 20 60 *5 Not possible

14 SW7-1
ON Setting outdoor temp. E at Heating ECO mode      12 ºC 0.1°C -30 50 Not possible

15 SW7-1
ON Setting water temp. F at Heating ECO mode          42 ºC 0.1°C 20 60 *5 Not possible

16 SW7-1
ON Setting outdoor temp. F at Heating ECO mode        2 ºC 0.1°C -30 50 Not possible

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10
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5. Wiring Design

*1 Only the switches designated in the table must be set to ON. (The other switches must be OFF.)
*2 Temperature setting increments: 0.5ºC
*3 No-voltage contact KN51-KN61: OFF
*4 No-voltage contact KN51-KN61: ON
*5 Maximum 60°C. When the target water temperature exceeds 55°C and the Efficiency priority mode (No-voltage contact K91-93: ON)

*6 Applicable only when SW6-10 is set to ON. (Brine setting)

 is enabled, the maximum 
temperature for this setting will be limited to 55°C.

• Check the operation mode suitable for the application.

*1 Control the evaporation side water temperature.
*2 Control the condensation side water temperature.

• Select the outdoor temperature input source selection.

*1 Cooling ECO/Heating ECO mode cannot be used.
*2 Connection to a BMS requires an installation of Procon A1M/A1M+ (MODBUS® interface), which is available from MITSUBISHI 

ELECTRIC UK. Use a BMS with insulation.
*3 Use the following recommended products or similar products for the outdoor temperature thermistor.

Recommended product t-mac 500-51791
Relationship between resistance value Rt (k ) and temperature t (ºC)

Rt = 1.07 exp {3978 ( )}
• Select the thermistor taking note of the tolerance in the resistance values.
• Use shielded cable for the wiring.

• When the outdoor temperature setting input is 4-20mA

Press the push switch SWP3 to enable the configuration changes.
Press the push switches SWP1 ( ) or SWP2 ( ) to increase or decrease the value.
When the desired value is displayed, press SWP3 to save the setting value.

Settings table

1-5WSmeti gnitteS

Cooling mode*1 OFF

Heating mode*2 ON

4-6WS3-6WSmeti gnitteS

No outdoor temperature*1 OFF OFF

FFONOtupni Am02-4 tupni golana .pmet roodtuO

It terminal*2 OFF ON

Outdoor temp. input TH11*3 ON ON

No.
Dip switch 

setting 
(SW7-1)

Dip switch setting (SW4) Setting Item Initial value Unit

Setting Setting change from 
an optional remote 

controller
(PAR-W31MAA)

Increments Lower limit Upper limit

1 ON Outdoor setting
Upper limit 40 ºC 0.1 -20 55 Not possible

2 ON Outdoor setting
Lower limit -10 ºC 0.1 -20 55 Not possible

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.

273+t 358
1 1-

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.
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5. Wiring Design

• External analog input signal of 4 mA: Lower limit
• External analog input signal of 20 mA: Upper limit
• External analog input signal of between 4 and 20 mA: the preset temperature will be linearly interpolated.

Upper limit

Lower limit

Input current4 mA 20 mA

Water temp. 

Setting 
water 
temp A

Setting 
water 
temp B

Setting 
outdoor 
temp A

Setting 
outdoor 
temp B

Outdoor temp.

Water temp. 

Setting 
water 
temp A

Setting 
water 
temp B

Outdoor temp.

When the outdoor temp A and B are set to the same value, 
the Cooling ECO line will be as follows.

Cooling ECO

* Always use a value for setting C that is between setting value A and setting value B. 

Setting 
water 
temp C

Setting 
outdoor 
temp A, B

Setting 
water 
temp C

Setting 
outdoor 
temp C

Water temp. 

Setting 
water 
temp D

Setting 
water 
temp E

Setting 
outdoor 
temp D

Setting 
outdoor 
temp E

Outdoor temp.

Water temp. 

Setting 
water 
temp D

Setting 
water 
temp E

Outdoor temp.

When the outdoor temp D and E are set to the same value, 
the Heating ECO line will be as follows.

Heating ECO 

* Always use a value for setting F that is between setting value D and setting value E.

Setting 
water 
temp F

Setting 
outdoor 
temp F

Setting 
water 
temp F

Setting 
outdoor 
temp D, E
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5. Wiring Design

ERCV-M900YA × 2
Different water temperature settings can be set for different modes.
Set the dip switches on the circuit board as follows to make the settings for the items described in this section.
Press the push switch SWP3 to enable the configuration changes.
Press the push switches SWP1 (↑) or SWP2 (↓) to increase or decrease the value.
When the desired value is displayed, press SWP3 to save the setting value.

Settings table

No. Dip switch 
setting *1 Dip switch setting (SW4) Setting Item Initial 

value Unit

Setting Setting change 
from an optional 
remote controller

(PAR-W31MAA) *2
Increments Lower 

limit
Upper 
limit

1 SW7-1
ON Setting temp. 1 (Cooling mode) *3 7 ºC 0.1°C

2 SW7-1
ON Setting temp. 2 (Cooling mode) *4 7 ºC 0.1°C

3 SW7-1
ON Setting temp. 1 (Heating mode) *3 45 ºC 0.1°C 20 55 Possible

4 SW7-1
ON Setting temp. 2 (Heating mode) *4 45 ºC 0.1°C 20 55 Possible

5 SW7-2
ON Setting water temp. A at Cooling ECO mode 11.5 ºC 0.1°C

6 SW7-2
ON Setting outdoor temp. A at Cooling ECO mode 20 ºC 0.1°C -20 55 Not possible

7 SW7-2
ON Setting water temp. B at Cooling ECO mode 7 ºC 0.1°C

8 SW7-2
ON Setting outdoor temp. B at Cooling ECO mode 35 ºC 0.1°C -20 55 Not possible

9 SW7-2
ON Setting water temp. C at Cooling ECO mode 10 ºC 0.1°C

10 SW7-2
ON Setting outdoor temp. C at Cooling ECO mode 25 ºC 0.1°C -20 55 Not possible

11 SW7-1
ON Setting water temp. D at Heating ECO mode         52 ºC 0.1°C 20 55 Not possible

12 SW7-1
ON Setting outdoor temp. D at Heating ECO mode -7 ºC 0.1°C -30 50 Not possible

13 SW7-1
ON Setting water temp. E at Heating ECO mode 30 ºC 0.1°C 20 55 Not possible

14 SW7-1
ON Setting outdoor temp. E at Heating ECO mode 12 ºC 0.1°C -30 50 Not possible

15 SW7-1
ON Setting water temp. F at Heating ECO mode 42 ºC 0.1°C 20 55 Not possible

16 SW7-1
ON Setting outdoor temp. F at Heating ECO mode 2 ºC 0.1°C -30 50 Not possible

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

4
(-10) *5 30 Possible

4
(-10) *5 30 Not possible

4
(-10) *5 30 Not possible

4
(-10) *5 30 Not possible

4
(-10) *5 30 Possible
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5. Wiring Design

*1 Only the switches designated in the table must be set to ON. (The other switches must be OFF.)
*2 Temperature setting increments: 0.5ºC
*3 No-voltage contact KN51-KN61: OFF

*5 Applicable only when SW6-10 is set to ON. (Brine setting)
*4 No-voltage contact KN51-KN61: ON

• Check the operation mode suitable for the application.

*1 Control the evaporation side water temperature.
*2 Control the condensation side water temperature.

• Select the outdoor temperature input source selection.

*1 Cooling ECO/Heating ECO mode cannot be used.
*2 Connection to a BMS requires an installation of Procon A1M/A1M+ (MODBUS® interface), which is available from MITSUBISHI 

ELECTRIC UK. Use a BMS with insulation.
*3 Use the following recommended products or similar products for the outdoor temperature thermistor.

Recommended product t-mac 500-51791
Relationship between resistance value Rt (k ) and temperature t (ºC)

Rt = 1.07 exp {3978 ( )}
• Select the thermistor taking note of the tolerance in the resistance values.
• Use shielded cable for the wiring.

• When the outdoor temperature setting input is 4-20mA

Press the push switch SWP3 to enable the configuration changes.
Press the push switches SWP1 ( ) or SWP2 ( ) to increase or decrease the value.
When the desired value is displayed, press SWP3 to save the setting value.

Settings table

1-5WSmeti gnitteS

Cooling mode*1 OFF

Heating mode*2 ON

4-6WS3-6WSmeti gnitteS

No outdoor temperature*1 OFF OFF

FFONOtupni Am02-4 tupni golana .pmet roodtuO

It terminal*2 OFF ON

Outdoor temp. input TH11*3 ON ON

No.
Dip switch 

setting 
(SW7-1)

Dip switch setting (SW4) Setting Item Initial value Unit

Setting Setting change from 
an optional remote 

controller
(PAR-W31MAA)

Increments Lower limit Upper limit

1 ON Outdoor setting
Upper limit 40 ºC 0.1 -20 55 Not possible

2 ON Outdoor setting
Lower limit -10 ºC 0.1 -20 55 Not possible

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.

273+t 358
1 1-

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.
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5. Wiring Design

• External analog input signal of 4 mA: Lower limit
• External analog input signal of 20 mA: Upper limit
• External analog input signal of between 4 and 20 mA: the preset temperature will be linearly interpolated.

Upper limit

Lower limit

Input current4 mA 20 mA

Water temp. 

Setting 
water 
temp A

Setting 
water 
temp B

Setting 
outdoor 
temp A

Setting 
outdoor 
temp B

Outdoor temp.

Water temp. 

Setting 
water 
temp A

Setting 
water 
temp B

Outdoor temp.

When the outdoor temp A and B are set to the same value, 
the Cooling ECO line will be as follows.

Cooling ECO

* Always use a value for setting C that is between setting value A and setting value B. 

Setting 
water 
temp C

Setting 
outdoor 
temp A, B

Setting 
water 
temp C

Setting 
outdoor 
temp C

Water temp. 

Setting 
water 
temp D

Setting 
water 
temp E

Setting 
outdoor 
temp D

Setting 
outdoor 
temp E

Outdoor temp.

Water temp. 

Setting 
water 
temp D

Setting 
water 
temp E

Outdoor temp.

When the outdoor temp D and E are set to the same value, 
the Heating ECO line will be as follows.

Heating ECO 

* Always use a value for setting F that is between setting value D and setting value E.

Setting 
water 
temp F

Setting 
outdoor 
temp F

Setting 
water 
temp F

Setting 
outdoor 
temp D, E
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5. Wiring Design

(3) Peak-demand control operation

Peak-demand control is a function used to control the power consumptions of the units.

The compressor's maximum operating frequency will be controlled according to the peak-demand control signal.

Set the dip switches on the circuit board as follows to make the settings for the items described in this section.

Press the push switch SWP3 to enable the configuration changes.
Press the push switches SWP1 (↑) or SWP2 (↓) to increase or decrease the value.
When the desired value is displayed, press SWP3 to save the setting value.

(4) Remote water temperature or capacity control ratio setting input signal type

When SW5-7 is ON, SW5-8 is OFF, and SW5-9 is OFF, external analog signals can be used to set the water
temperatures.
When SW5-7 and SW5-8 are ON, external analog signals can be used to set the capacity control ratio.
Analog input type can be selected from the following four types:
4-20 mA
0-5 V
0-10 V
2-10 V

Select SW6-1 and SW6-2 to set the type of analog input signal from a remote location.

Set the dip switches on the circuit board as follows to change the settings.

* Incorrectly setting SW201 may cause damage to the circuit board.

No.
Dip switch

setting
(SW7-1)

Dip switch setting (SW4) Setting Item Initial
value Unit

Setting change from 
an optional remote 

controller
(PAR-W31MAA) 

Setting

Increments Lower 
limit

Upper 
limit

Not possible1010ON1

Possible100601%100ON2

-

%

Peak-demand control signal input 
source

Maximum peak-demand capacity

Settings table

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

SW201-1 SW201-2 SW6-1 SW6-2

4-20 mA ON ON OFF OFF

1-5 V OFF ON ON OFF

0-10 V OFF OFF OFF ON

2-10 V OFF OFF ON ON

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.

[IO cont board]

[Enlarged view of operation area]

Dip switch (SW201)
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5. Wiring Design

(5) Setting the water temperature using analog signal input

ERCV-M900YA 
When dip switch SW5-7 is set to ON (Enable external input), SW5-8 is set to OFF, and SW5-9 is set to OFF, the target 
water temperature varies with the preset temperatures A and B and the type of analog input signal.

Set the dip switches on the circuit board as follows to make the settings for the items described in this section.

Press the push switch SWP3 to enable the configuration changes.
Press the push switches SWP1 (↑) or SWP2 (↓) to increase or decrease the value.
When the desired value is displayed, press SWP3 to save the setting value.

Settings table

*1 Maximum 60°C. When the target water temperature exceeds 55°C and the Efficiency priority mode (No-voltage contact K91-93: 
ON) is enabled, the maximum temperature for this setting will be limited to 55°C.

*2 Due to the resistance of the wire that is connected to the analog input, the preset temperature may not properly be sent. If this is 
the case, check the current value of the analog input, and adjust the output value of the connected signal output device.

*3 Applicable only when SW6-10 is set to ON. (Brine setting)
Refer to the table below for how to display the value of the analog input.

No.
Dip switch 

setting 
(SW7-1)

Dip switch setting (SW4) Setting Item Initial value Unit

Setting Setting change from 
an optional remote 

controller
(PAR-W31MAA)

Increments Lower limit Upper limit

elbissop toN034
(-10) *3Cº1Cº4)gnilooC( A .pmet teserPNO1

elbissop toN034
(-10) *3Cº1Cº03)gnilooC( B .pmet teserPNO2

elbissop toN1* 0602Cº1Cº52)gnitaeH( A .pmet teserPNO3

elbissop toN1* 0602Cº1Cº55)gnitaeH( B .pmet teserPNO4

No.
Dip switch 

setting 
(SW7-1)

Dip switch setting (SW4) Monitorable items Unit

Am)Am 02-4( eulav tnerruCFFO1

V)V 5-1( eulav egatlov V5FFO2

V)V 01-2 ro V 01-0( eulav egatlov V01FFO3

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.
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5. Wiring Design

• When the water temperature setting input signal type is 4-20 mA

• External analog input signal of 4 mA: Preset temp. A
• External analog input signal of 20 mA: Preset temp. B
• External analog input signal of between 4 and 20 mA: the preset temperature will be linearly interpolated.

Preset temp B

Preset temp A

Input current4 mA 20 mA

• When the water temperature setting input signal type is 1-5 V

• External analog input signal of 1 V: Preset temp. A
• External analog input signal of 5 V: Preset temp. B
• External analog input signal of between 1 and 5 V: the preset temperature will be linearly interpolated.

• When the water temperature setting input signal type is 0-10 V

• External analog input signal of 0 V: Preset temp. A
• External analog input signal of 10 V: Preset temp. B
• External analog input signal of between 0 and 10 V: the preset temperature will be linearly interpolated.

• When the water temperature setting input signal type is 2-10 V

• External analog input signal of 2 V: Preset temp. A
• External analog input signal of 10 V: Preset temp. B
• External analog input signal of between 2 and 10 V: the preset temperature will be linearly interpolated.

Preset temp B

Preset temp A

Input voltage1 V 5 V

Preset temp B

Preset temp A

0 V Input voltage10 V

Preset temp B

Preset temp A

Input voltage2 V 10 V
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5. Wiring Design

ERCV-M900YA × 2
When dip switch SW5-7 is set to ON (Enable external input), SW5-8 is set to OFF, and SW5-9 is set to OFF, the target 
water temperature varies with the preset temperatures A and B and the type of analog input signal.

Set the dip switches on the circuit board as follows to make the settings for the items described in this section.

Press the push switch SWP3 to enable the configuration changes.
Press the push switches SWP1 (↑) or SWP2 (↓) to increase or decrease the value.
When the desired value is displayed, press SWP3 to save the setting value.

Settings table

*1 Due to the resistance of the wire that is connected to the analog input, the preset temperature may not properly be sent. If this is 
    the case, check the current value of the analog input, and adjust the output value of the connected signal output device.
    Refer to the table below for how to display the value of the analog input.
*2 Applicable only when SW6-10 is set to ON. (Brine setting)

No.
Dip switch 

setting 
(SW7-1)

Dip switch setting (SW4) Setting Item Initial value Unit

Setting Setting change from 
an optional remote 

controller
(PAR-W31MAA)

Increments Lower limit Upper limit

elbissop toN034
(-10) *2Cº1Cº4)gnilooC( A .pmet teserPNO1

elbissop toN304
(-10) *2Cº1Cº03)gnilooC( B .pmet teserPNO2

elbissop toN5502Cº1Cº52)gnitaeH( A .pmet teserPNO3

elbissop toN5502Cº1Cº55)gnitaeH( B .pmet teserPNO4

No.
Dip switch 

setting 
(SW7-1)

Dip switch setting (SW4) Monitorable items Unit

Am)Am 02-4( eulav tnerruCFFO1

V)V 5-1( eulav egatlov V5FFO2

V)V 01-2 ro V 01-0( eulav egatlov V01FFO3

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.
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5. Wiring Design

• When the water temperature setting input signal type is 4-20 mA

• External analog input signal of 4 mA: Preset temp. A
• External analog input signal of 20 mA: Preset temp. B
• External analog input signal of between 4 and 20 mA: the preset temperature will be linearly interpolated.

• When the water temperature setting input signal type is 1-5 V

• External analog input signal of 1 V: Preset temp. A
• External analog input signal of 5 V: Preset temp. B
• External analog input signal of between 1 and 5 V: the preset temperature will be linearly interpolated.

• When the water temperature setting input signal type is 0-10 V

• External analog input signal of 0 V: Preset temp. A
• External analog input signal of 10 V: Preset temp. B
• External analog input signal of between 0 and 10 V: the preset temperature will be linearly interpolated.

• When the water temperature setting input signal type is 2-10 V

• External analog input signal of 2 V: Preset temp. A
• External analog input signal of 10 V: Preset temp. B
• External analog input signal of between 2 and 10 V: the preset temperature will be linearly interpolated.

Preset temp B

Preset temp A

Input current4 mA 20 mA

Preset temp B

Preset temp A

Input voltage1 V 5 V

Preset temp B

Preset temp A

0 V Input voltage10 V

Preset temp B

Preset temp A

Input voltage2 V 10 V
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5. Wiring Design

(6) Setting the capacity control ratio using analog signal input
When dip switch SW5-7 is set to ON (Enable external input), SW5-8 is set to ON, and SW5-9 is set to OFF, the capacity 
control ratio varies with the type of analog input signal.

 When the capacity control setting input signal type is 4-20 mA

• External analog input signal of 4 mA: 0%
• External analog input signal of 20 mA: 100%
• External analog input signal of between 4 and 20 mA: the percent will be linearly interpolated.

Load ratio

100%

*%

0%

4 mA 20 mA Input current

• When the capacity control setting input signal type is 1-5 V

• External analog input signal of 1 V: 0%
• External analog input signal of 5 V: 100%
• External analog input signal of between 1 and 5 V: the percent will be linearly interpolated.

• When the capacity control setting input signal type is 0-10 V

• External analog input signal of 0 V: 0%
• External analog input signal of 10 V: 100%
• External analog input signal of between 0 and 10 V: the percent will be linearly interpolated.

100%

0%

Input voltage

Load ratio

*%

5 V1 V

100%

0%

0 V Input voltage

Load ratio

*%

10 V

• When the capacity control setting input signal type is 2-10 V

• External analog input signal of 2 V: 0%
• External analog input signal of 10 V: 100%
• External analog input signal of between 2 and 10 V: the percent will be linearly interpolated.

100%

0%

Input voltage

Load ratio

*%

2 V 10 V

* %: The compressor runs at the lowest frequency.
* SW5-6 Multiple unit control will be disabled when this setting is enabled
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5. Wiring Design

(7) Setting the supplementary heater signal output conditions
A temperature at which the signal output to operate supplementary heaters can be selected.

Supplementary heater signal output conditions

The operation command signal is ON and at least one of the following two conditions is met.

The supplementary heater signal is output from KB1-KB2.

Supplementary heater signal output stop conditions

The operation command signal is OFF or at least one of the following two conditions is met.

Set the dip switches on the circuit board as follows to make the settings for the items described in this section.

Press the push switch SWP3 to enable the configuration changes.
Press the push switches SWP1 ( ) or SWP2 ( ) to increase or decrease the value.
When the desired value is displayed, press SWP3 to save the setting value.

Settings table

1 Water-temperature control option (SW5-4) is set to OFF, the inlet water temperature 
drops below a set water temperature.

2 Water-temperature control option (SW5-4) is set to ON, the external water 
temperature sensor reading (TH12) drops below a set water temperature.

1 The inlet water temperature is at or above a set water temperature +2°C.
2 External water temperature sensor reading (TH12) is at or above a set water 

temperature +2°C.

No.
Dip switch 

setting 
(SW7-1)

Dip switch setting (SW4) Setting Item Initial 
value Unit

Setting Setting change from 
an optional remote 

controller
(PAR-W31MAA)

Increments Lower 
limit

Upper 
limit

elbissop toN550Cº1.0Cº51Supplementary heater operation water temp.NO1
ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.
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5. Wiring Design

(8) External temperature sensor control

ERCV-M900YA
An optional External temperature sensor (TW-TH16) is required.

External temperature sensor 1 (Enable only TH12)
When only TH12 is enabled, the Simultaneous operating group is controlled so that the TH12 will reach the target 
water temperature. 

External temperature sensor 2 (Enable only TH13)
When only TH13 is enabled, the target outlet water temperature of each unit will be corrected to approximate TH13 
to the target water temperature. 

External temperature sensor 1 and 2 (Enable TH12 and TH13)
When both TH12 and TH13 are enabled, the target water temperature of TH12 will be corrected to approximate TH13 
to the target water temperature. Simultaneous operating group will be controlled to meet the corrected TH12. 

Outlet water

External 
temperature 
sensor 2 
(TH13)
(SW5-5 ON)

External temperature sensor 1 (TH12)
(SW5-4 ON)

System
leader

unit
Sub unit Sub unit

Simultaneous 
operating group

Group
leader

unit
Sub unit Sub unit

Simultaneous 
operating group

Group
leader

unit
Sub unit Sub unit

Simultaneous 
operating group

Identical water 
system group

SW5-5 ON

SW5-4 ON SW5-4 ON SW5-4 ON

SW5-4 ON

SW5-4 ONSW5-4 ONSW5-4 ON

SW5-4 ON SW5-4 ON
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5. Wiring Design

ERCV-M900YA × 2
An optional External temperature sensor (TW-TH16) is required.

External temperature sensor 1 (Enable only TH12)
When only TH12 is enabled, the Simultaneous operating group is controlled so that the TH12 will reach the target 
water temperature. 

External temperature sensor 2 (Enable only TH13)
When only TH13 is enabled, the target outlet water temperature of each unit will be corrected to approximate TH13 
to the target water temperature. 

External temperature sensor 1 and 2 (Enable TH12 and TH13)
When both TH12 and TH13 are enabled, the target water temperature of TH12 will be corrected to approximate TH13 
to the target water temperature. Simultaneous operating group will be controlled to meet the corrected TH12. 

Outlet water

External 
temperature 
sensor 2 
(TH13)
(SW5-5 ON)

External temperature sensor 1 (TH12)
(SW5-4 ON)

System
leader

unit
Simultaneous 

operating group

Group
leader

unit
Simultaneous 

operating group

Group
leader

unit
Simultaneous 

operating group

Identical water 
system group

SW5-5 ON

SW5-4 ON SW5-4 ON SW5-4 ON

SW5-4 ON

SW5-4 ONSW5-4 ONSW5-4 ON

SW5-4 ON SW5-4 ON

*Set SW5-4 and 5-5 on the circuit board of the Main unit.

Sub unit Sub unit

Sub unit Sub unit

Sub unit Sub unit
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5. Wiring Design

(9) Demand operation

(10) Operation display output

(11) Error display output

The demand function can reduce the power consumption.
Single unit control
In the case of single unit control, the unit is operated up to the specified demand limit.

Multiple unit control
In the case of multiple unit control, the number of operating units are limited by demand value.
When the demand value is 70%, the group operate such as below figure.

3 groups x demand 70% => 2 groups operation
(=2.1 (-> round down to the decimal point ->) 2)

*In the case of multiple unit control, the demand capacity may not 
actually be the capacity because it sets the number of operable units.

Other examples)
Even if you set demand capacity to 90% in the case of 2 sets, the 
number of operable units will be only 1 (round down to the decimal 
point).
The operating capacity of one group is 50%.
(In the case of multiple unit control, the frequency of each unit is 
controlled within the range of 0 to 100% regardless of the demand 
capacity.)

60% 60% 60%

100% 100% 0%

Operation Stop

System
leader

unit

Group
leader

unit

Group
leader

unit

System
leader

unit

Group
leader

unit

Group
leader

unit

When using the Operation display output (System leader unit), change the setting of the System leader unit shown 
below from "0 (Individual unit)" to "1 (System leader unit)."

No.
Dip switch 

setting 
(SW7-1)

Dip switch setting (SW4) Setting Item Initial value Unit

Setting Setting change from 
an optional remote 

controller
(PAR-W31MAA)

Increments Lower limit Upper limit

0tuptuo yalpsid noitarepOFFO1 1 0 1 Not possible
ON

1 2 3 4 5 6 7 8 9 10

When using the Error display output (System leader unit), change the setting of the System leader unit shown below 
from "0 (Individual unit)" to "1 (System leader unit)."

No.
Dip switch 

setting 
(SW7-1)

Dip switch setting (SW4) Setting Item Initial value Unit

Setting Setting change from 
an optional remote 

controller
(PAR-W31MAA)

Increments Lower limit Upper limit

0tuptuo yalpsid rorrEFFO1 1 0 1 Not possible
ON

1 2 3 4 5 6 7 8 9 10

ON

1 2 3 4 5 6 7 8 9 10

The figure at left shows that the switches 1 through 5 are set to ON and 6 through 10 are set to OFF.
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5. Wiring Design

(12) Water/Brine setting

Check the operating temperature on the evaporation side before initial operation.
Turn SW6-10 ON when using the brine temperature range.
Note that incorrect settings may cause the evaporation side heat exchanger to freeze.

SW6-10

OFF (Water setting) ON (Brine setting)

Evaporation side

Cooling mode
(SW5-1: OFF)

Fluid: Water*1
Outlet temp. range: 4 30°C

Fluid: Brine*2

Outlet temp. range: -10 30°C

Heating mode
(SW5-1: ON)

Fluid: Water*1
Inlet temp. range: 9 35°C

Fluid: Brine*2

Inlet temp. range: -7 35°C

*1 Either water or brine can be used.
*2 To prevent the heat exchanger from freezing, check that the connection of brine as such that the freezing temperature is -18°C or less before operation.
*3 When installing ERCV-M900YA × 2, ensure the settings are applied to both the MAIN and SUB circuits.

ERCV-M900YA (× 2)

*3

*3

*3
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5. Wiring Design

5-2. Electrical Wiring Installation
5-2-1. Main Power Supply Wiring and Switch Capacity

Schematic Drawing of Wiring (Example)

Main power supply wire size, switch capacities, and system impedance

1.  Use a dedicated power supply for each unit. Ensure that each unit is wired individually.
2.  When installing wiring, consider ambient conditions (e.g., temperature).
3.  The wire size is the minimum value for metal conduit wiring. If voltage drop is a problem, use a wire that is 
     one size thicker.
     Make sure the power-supply voltage does not drop more than 5%.
4.  Specific wiring requirements should adhere to the wiring regulations of the region.
5.  Power supply cords of appliances shall not be lighter than polychloroprene sheathed flexible cord 
     (design 60245 IEC57).
6.  A switch with at least 3 mm contact separation in each pole shall be provided by the Chilling Unit installer.
7.  Do not install a phase advancing capacitor on the motor. Doing so may damage the capacitor and result in fire.

•  Be sure to use specified wires and ensure no external force is imparted to terminal connections. Loose 
    connections may cause overheating and fire.
•  Be sure to use the appropriate type of overcurrent protection switch. Note that overcurrent may include 
    direct current.

•  Some installation sites may require an installation of an earth leakage breaker for the inverter. If no earth 
    leakage breaker is installed, there is a danger of electric shock.
•  Only use properly rated breakers and fuses. Using a fuse or wire of the wrong capacity may cause 
    malfunction or fire.

Note:
•  This device is intended for the connection to a power supply system with a maximum permissible system 
    impedance shown in the above table at the interface point (power service box) of the user’s supply.
•  Ensure that this device is connected only to a power supply system that fulfills the requirements above.
    If necessary, consult the public power supply company for the system impedance at the interface point.
•  It is the responsibility of the installer or user of the equipment to ensure, in consultation with the distribution 
    network operator if necessary, that the equipment is connected only to a supply with a short-circuit power 
    SSC greater than or equal to SSC (*1).

*1

Control cable specifications

*2  Use a CVVS or CPEVS cable (Max. total length of 250 m) if there is a source of electrical interference nearby (e.g., factory) or the total length of control wiring 
     exceeds 200 m.

<A>:Switch (with current breaking capability)
<B>:Current leakage breaker
<C>:Unit

Minimum wire size (mm2)
Current leakage breaker

Local switch (A)
No-fuse breaker (A) Max. Permissive 

System ImpedanceFuseCapacityGroundBranchMain cable
57575741 75 A 100 mA 0.1 sec. or less14-

5.18

05105105183 150 A 200 mA 0.1 sec. or less38-

SSC (MVA)

Remote controller cable
0.3 mm² (Max. 250 m total)Size

2-core sheathed cableRecommended cable types

M-NET cable between units
*2

Min. 1.25 mm² (Max. 200 m total)Size

Shielded cable CVVS, CPEVS or MVVSRecommended cable types

External input wire size Min. 0.3 mm²
External output wire size 1.25 mm²

<B>
<C>

<A>3N~380–415V
L1, L2, L3, N

PE

 Warning:

 Caution:

<B>
<C>

<C>

<A>
3N~380–415V
L1, L2, L3, N

PE

0.06

10.35
ERCV-M900YA

ERCV-M900YA × 2

ERCV-M900YA

ERCV-M900YA × 2

Model

ERCV-M900YA × 2ERCV-M900YA
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5. Wiring Design

5-2-2. Cable Connections

1. Schematic Diagram of a Unit and Terminal Block Arrangement

ERCV-M900YA

(1) Remove the control box cover and the terminal box cover.
(2) Punch out the knockout hole on panel A, and connect the power wire, ground wire, and control wire. 

The ground wire should be longer than the power wire.
*Smooth out the edges of knockouts that have been punched out.

(3) Remove panel B, and connect the power wire to the power-supply terminal block with a screw. 
Hold the wires together by using a cable strap.

(4) Separately connect the control wires to 24 VAC and 100 VAC terminals on panel A. 
Pass the control wires through the bushes on the control box, and connect them to the terminal block. 
Secure the control wires in place using tie bands at the band holders.

(5) Secure the cable conduit, and then waterproof the area around the pipe with silicon, etc.
(6) Re-place the control box cover and the terminal block cover.

Control box

ø66 Power supply wiring

<Service side> <Unit top>

12460

260

14
8

13
50

91
8

780

ø34 Control wiring 
under 24VAC

ø34 Control wiring 
over 100VAC

(Unit: mm)

Panel B
Panel A

Detailed drawing 

Power supply terminal box
(terminal size: M8)

Control wiring 
over 100VAC

Bush 
(under 24VAC)

Control wiring 
under 24VAC

<Service side>

Control wiring 
over 100VAC

Control wiring 
under 24VAC

Control wiring 
under 24VAC

Control wiring 
over 100VAC

<Top side>

A A

Bush 
(over 100VAC)

Band holder

Panel B

Panel A

Power wire

Power wire

Ground wire

Cable straps
Band holder
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5. Wiring Design

ERCV-M900YA × 2

(1) Remove the control box cover and the terminal box cover.
(2) Punch out the knockout hole on panel A, and connect the power wire, ground wire, and control wire. 

The ground wire should be longer than the power wire.
*Smooth out the edges of knockouts that have been punched out.

(3) Remove panel B, and connect the power wire to the power-supply terminal block with a screw. 
Hold the wires together by using a cable strap.

(4) Separately connect the control wires to 24 VAC and 100 VAC terminals on panel A. 
Pass the control wires through the bushes on the control box, and connect them to the terminal block. 
Secure the control wires in place using tie bands at the band holders.

(5) Secure the cable conduit, and then waterproof the area around the pipe with silicon, etc.
(6) Re-place the control box cover and the terminal block cover.

Control box

ø66 Power supply wiring

>pot tinU<>edis ecivreS<

12460

260

14
8

13
5018
36

780

ø34 Control wiring 
under 24VAC

ø34 Control wiring 
over 100VAC

(Unit: mm)

Panel B
Panel A

Control box

15
15

Detailed drawing 

Power-supply relay wire 
(Connect to the terminal with other wires.)

Bush 
(under 24VAC)

Control wiring 
under 24VAC

<Service side>

Control wiring 
under 24VAC

Control wiring 
under 24VAC

Control wiring 
over 100VAC

Main circuit power-supply terminal block

A

A

Bush 
(over 100VAC)

Band holder

Panel B

Panel A

Power wire

Ground wire
Cable straps

Band holder

Power supply terminal box
(terminal size: M8)

Wire from 
the power supply on site 

B

Power-supply 
relay wire 

Power supply terminal box
(terminal size: M8)

Control wiring 
over 100VAC

Control wiring 
over 100VACCable straps

Ground wire

B

Sub circuit power-supply terminal block
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5. Wiring Design

2. Precautions when fastening screws
* Faulty contacts due to loose screws may cause overheating and fire.
* Using the circuit board while it is damaged may cause overheating and fire.

<1> Screw fastening torque

Use the following methods to check that the screws have been fastened.

1) Check that the spring washer is in a parallel position.
* If the screw is biting into the washer, simply fastening the screw to the specified torque cannot determine whether it 

has been installed properly.

2) Check that the wiring does not move at the screw terminal.
<2> Take extra care not to ruin the screw thread due to fastening the screw at an angle.

* To prevent fastening the screw at an angle, install the round terminals so they are back to back.
<3> After fastening the screw, use a permanent marker to tick off the screw head, washer and terminal.

3. Installing the conduit tube
Always use a conduit to run the power supply wiring.
Select the conduit size based on the hole.
The cable conduits must be prepared locally.
Do not store the 24VDC or less low-voltage circuit and 100VAC or higher main circuit and control circuit cables in the 
same multi-core cable, or bundle them together.
Attach cable conduits securely to the foundation, etc. to ensure that excessive loads are not applied to the power supply 
terminal box.
Seal the area around the cable conduit connection to ensure that no water penetrates the cable conduit connection port.

Power supply terminal block, M8 screw: 10 to 13.5 N·m

Loose screws Properly installed

Spring washer is in a parallel position

Ticked with marker
For transition wiring

Power supply wiring

Power supply terminal block

Install the round terminals so they are back to back.
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6. Controller
6. Controller6-1. PAR-W31MAA specifications

Item Description Operations Display
ON/OFF Runs and stops the operation of a group of units

Operation mode switching
Switches between Heating/Heating ECO/Anti-freeze/Cooling
* Available operation modes vary depending on the unit to be connected.
* Switching limit setting can be made via a remote controller.

Brine/Water temperature 
setting

Temperature can be set within the ranges below. (in increments of 0.5°C or 0.5°F)

Heating  20°C ~ 60°C (ERCV-M900YA), 20°C ~ 55°C (ERCV-M900YA × 2) 
Heating ECO 20°C ~ 60°C (ERCV-M900YA), 20°C ~ 55°C (ERCV-M900YA × 2)
Anti-freeze 25°C
Cooling   4°C ~ 30°C [SW6-10: OFF (Water setting)]
 -10°C ~ 30°C [SW6-10: ON (Brine setting)]
* The settable range varies depending on the unit to be connected.

Water temperature display
-20°C ~ 90°C
(in increments of 0.5°C or 0.5°F)
* The settable range varies depending on the unit to be connected.

Permit/Prohibit
local operation

Individually prohibits operations of each local remote control function: ON/OFF, 
Operation modes, water temperature setting, Circulating water replacement warning 
reset.
*  Upper level controller may not be connected depending on the unit to be connected.

Weekly scheduler ON/OFF/Water temperature setting can be done up to 6 times one day in the week.
(in increments of a minute)

Error When an error is currently occurring on a unit, the afflicted unit and the error code are 
displayed.

Self check (Error history) Searches the latest error history by pressing the CHECK button twice.

LANGUAGE setting
The language on the dot matrix LCD can be changed. (11 languages)
English/French/German/Swedish/Spanish/Italian/Danish/Dutch/Finnish/Norwegian/
Portuguese

Operation locking function
Remote controller operation can be locked or unlocked.
• All-switch locking
• Locking except ON/OFF switch
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New publication effective Aug. 2025

Specifications subject to change without notice

 Warning
Do not use refrigerant other than the type indicated in the manuals provided with the unit and on the nameplate.
- Doing so may cause the unit or pipes to burst, or result in explosion or fire during use, repair, or at the time of disposal of the unit.
- It may also be in violation of applicable laws.
- MITSUBISHI ELECTRIC CORPORATION cannot be held responsible for malfunctions or accidents resulting from the use of the wrong 

type of refrigerant.
Our chilling units contain a fluorinated greenhouse gas, R32.

■

■
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