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1. Parts List
[1] EC-01HK (Piping Kit)

No. Parts name Size and shape Quantity

1 SIDE PANEL

456

240

5

1

2 PANEL BL

596

271

42

1

3 PANEL BR

5

596
191

1

4 PANEL SL
81

596
191

1

5 PANEL SR

596

271

117

1

6 STRAUB 
JOINT

195

217
111

2

No. Parts name Size and shape Quantity

7 JOINT PIPE 
(SHORT)

165

100100

2

8 VICTAULIC 
JOINT

200

48

248

4

9 PIPE CAP
180

48

2

10 SADDLE 168

30 226

1

11 BOLT M5

120

80
1
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[2] EC-02HK (Connection Piping Kit)
No. Parts name Size and shape Quantity

1 PANEL BL
271

596

42

1

2 PANEL BR
191

5

596

1

3 PANEL SL

596
191

81

1

4 PANEL SR

117

596

271
1

5 JOINT PIPE 
(LONG)

165
706706

2

No. Parts name Size and shape Quantity

6 PIPE COVER

192
605

2

7 VICTAULIC 
JOINT

200

48

248

2

8 STRAUB 
JOINT

195

217
111

2

9 SADDLE 168

30 226

2

10 BOLT M5

120

80
1

WT09686X013



2. Installation
[1] Connection Types

1.	 Single unit

Local

EC-01HK

2.	 Multiple unit

1 EC-01HK

2 EC-02HK

1 12-1 2-5

1 6

Local

3.	 Required Options

1 EC-01HK

2 EC-02HK

1 unit............................Option 1 only
2 units..........................Option 1 + 2
3 units..........................Option 1 + 2 × 2
4 units..........................Option 1 + 2 × 3
5 units..........................Option 1 + 2 × 4
6 units..........................Option 1 + 2 × 5
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[2] Connection Procedure
Installation work must be performed by personnel certified by Mitsubishi Electric. 

 CAUTION
To reduce the risk of injury, do not touch the heat exchanger 
fins or sharp edges of components with bare hands.

To reduce the risk of injury, wear protective gear when working 
on the unit.

To reduce the risk of injury, products weighing 20 kg or more 
should be carried by two or more people.

This document is an example of the right side local piping.

1.	 Removing the panel

(1)	 Remove Panels S. (Right and left) 
(Save Panels S for later use.)

(2)	 Remove Panel B. 
(Save Panel B for later use.)

BOLT M5 (x 6)

PANEL S

BOLT M5 (x 6)

BOLT M5 (x 11)

PANELS

PANEL  B

WT09686X015



2.	 Installing the connection piping kit (EC-02HK: not including the panel)

(1)	 Install the joint pipe (long). 
Install the straub joint where marked on the joint pipe (long).

(2)	 Install the saddle.

Marking

● Allowable tolerance for gaps and tilting 
Pipe gap tolerance [W]: 0 to 25 mm 
Allowable pipe tilt angle [θ]: ±2° 

W

��

   

3.	 Installing the piping kit (EC-01HK: not including the panel)

•	 Install the pipe cap.

 

EC-02HK_No.9
SADDLE 150A
(BOLT M5 x 2)

EC-02HK_No.7
VICTAULIC JOINT 150A
(BOLT M12 x 2) EC-02HK_No.5

JOINT PIPE (LONG)
EC-02HK_No.6
PIPE COVER

EC-02HK_No.8
STRAUB JOINT 150A

EC-02HK_No.9
SADDLE 150A
(BOLT M5 x 2)EC-02HK_No.7

VICTAULIC JOINT 150A
(BOLT M12 x 2)

EC-02HK_No.6
PIPE COVER

EC-02HK_No.5
JOINT PIPE (LONG)EC-02HK_No.8

STRAUB JOINT 150A

EC-01HK_No.8
VICTAULIC JOINT 150A
(BOLT M12 x 2)

EC-01HK_No.7 
JOINT PIPE (SHORT)

EC-01HK_No.6
STRAUB JOINT 150A

EC-01HK_No.8
VICTAULIC JOINT 150A
(BOLT M12 x 2)

EC-01HK_No.6
STRAUB JOINT 150A

EC-01HK_No.7
JOINT PIPE (SHORT)

EC-01HK_No.8
VICTAULIC JOINT 150A

EC-01HK_No.9
PIPE CAP

EC-01HK_No.8
VICTAULIC JOINT 150A
(BOLT M12 x 2)

EC-01HK_No.9
PIPE CAP

6WT09686X01



4.	 Installing the panel (Tightening torque for M5 screws: 3.24 N·m (Tolerance: 2.75 to 3.63 N·m))

(1)	 Install the panel on the pipe cap.
*	 Note: Install Panel S first, and then install the side panel.

Seen from the opposite side of 

the maintenance access side

(2)	 Install Panel B.

Seen from the opposite side of

the maintenance access side

(3)	 Install the panel on the joint pipe (long) side.
*	 Note: Install Panel S first, and than install Panel BL and Panel BR.

Seen from the opposite side of the
maintenance access side

Seen from the opposite side of the
maintenance access side

PANEL BL�
* EC-01HK_No.2
* EC-02HK_No.1

PANEL BR
* EC-01HK_No.3�
* EC-02HK_No.2

SIDE PANEL
* EC-01HK_No.1

BOLT M5 (x 4) BOLT M5 (x 4)

BOLT M5 (x 7)

PANEL S
(Save for later use.)

BOLT M5 (x 11)

PANEL B

PANEL BR�
* EC-01HK_No.3
* EC-02HK_No.2PANEL BL�

* EC-01HK_No.2
* EC-02HK_No.1 PANEL SL�

* EC-01HK_No.4
* EC-02HK_No.3

PANEL SL�
* EC-01HK_No.5
* EC-02HK_No.4

BOLT M5 (x 4)

BOLT M5 (x 7)

BOLT M5 (x 6)

PANEL S
(Save for later use.)

PANEL S
(Save for 

later use.)

BOLT M5 (x 6)

WT09686X017
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